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‘ Panel|Mate~ Family
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Amphenol Sine Systems’ PanelMate™ Family of Receptacles are engineered with a one-piece, sealed, langed design for rapid and secure mounting.
Their durable, high-temperature, silicone, facial seal provides a barrier of protection from lubricating oils, hydraulic fluids and fossil fuels to withstand
the challenges and complexities of harsh environment applications. Also available in a two-piece, sonically-welded, lange design for applications
requiring an externally operated connection with 4 pass through holes. All PanelMate™ product lines accept A Series™ components and are
compatible with other industry standard mating connectors.

PanelMate™ AT: 2, 3, 4, 6, 8, 12, 13 and 18 position
PanelMate™ ATM: 12 position

PanelMate™ ATP: 2, 4 and é position

PanelMate™ ATHD: Single Position

Our PanelMate™ AT, ATM, ATP and ATHD Series meet all the performance criteria and specifications of the AT, ATM, ATP and ATHD Series™, and is
available in a variety of color modifications. Contact Customer Service for more information.

Applications: Heavy Duty, Transportation, Marine, Diagnostic, Military, Alternative Energy, Agricultural.and other demanding interconnect architectures

Features

e Flanged or Flangeless; 180° Straight or 90° Right Angle Pin Orientation e
e High-temperature silicone seals provide superior sealing *
e Compatible with existing standard products industry-wide ¢

Thermoplastic housing with integrated latch for mating
Wedgelocks ensure proper contact alignment & retention
Wide variety of optional back end configurations

PanelMate™ Family Specifications Overview

Wire Range

Amperage

Operating Temperature
Housing/Latch

IP Rating (mated)
Dielectric Value

Drop Test

Nalelel

Vibration
Connector Terminal Retention
Connector Retention

Thermal Shock
Insulation Resistance

Mating Cycle Durability

0000

Updated 04/2022

PanelMate™ AT: Size 16 (14-20AWG); PanelMate™ ATM: Size 20 (16-22AWG)
PanelMate™ ATP: Size 12 (10-14AWG); PanelMate™ ATHD: Size 4 (4-6AWG), Size 8 (8-10AWG), Size 12 (10-14AWG)

PanelMate™ AT: 2-12 position: Size 16 (13A); 13 position: Size 12 (25A), Size 16 (13A); PanelMate™ ATM: 12 position: Size 20 (7.5A);
PanelMate™ ATP: 2-6 position: Size 12 (25A); PanelMate™ ATHD: 1 position: Size 4 (100A), Size 8 (60A), Size 12 (25A)

-55°C to +125°C

Thermoplastic/Integrated latch for mating

IP68 (1M of water for 24 hours), IP69K

Meets or exceeds 1500 volfs minimum

Shall not become detached or loosened when placed af 750mm and dropped fo concrete eight times

No latch disengagement or discontinuity shall be the result when subjected to 50 g's in each of three axis (X, Y & Z)

Continued continuity without degradation to mechanical or physical attributes following vibration. (max acceleration 20 g's at
Sine sweep of 10-2000Hz)

When subjected to a direct pull, contacts achieve a minimum pull-out force of 25 lbs.

A mated connector subjected fo a pulling force by the exiting wire bundle at 25 Ibs. times the number of contacts to a
maximum of 100 Ibs. applying load for 30 seconds

Subjected o 10 cycles at -55°C to +125°C with no cracking/chipping/damage detrimental to the normal operation of the connector

1000 megohms minimum at 25°C

Following 100 cycles of connection engagement/disengagement, neither mechanical/electrical degradation is evident

. P ==

ASeries” Family % -

@ Vo sr2®

Standard products. Custom solutions
Customer Service +1 800 394 7732

www.amphenol-sine.com
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Back End Configurations (Colors Vary)
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Welded Flange, Grey Body,
Enhanced Key, $td Rear Seal (Red)

” . .

- = .
% W
-BLOS
Welded Flange, Grey Body,

Enhanced Key, End Cap,
Standard Dia. Rear Seal (Red)

- %

-BLO8
Welded Flange, Black Body,
Enhanced Key,
Std Dia. Rear Seal (Red)

1‘#_m@£f

Welded Flange, Grey Body,
Reduced Dia. Rear Seal (Green)

» %

-CLOS
Welded Flange, Black Body,
Reduced Dia. Rear Seal (Green)

|

-EC -G -GEC -L009 -1012
End Cap Gasket Gasket, End Cap Sealed Flange, Inside Mount Welded Flange, Grey Body
. < g
L3
\ ‘
-1013 -LEO8 -LE12 LE14

Sealed Flange, Outside Mount

Welded Flange End Cap

Welded Flange, Grey Body,
Shrink Boot End Cap

Welded Flange, Black Body,
Shrink Boot End Cap

Welded Flange, Black Body

i#s

-PMO1
Welded Flange,
Standard Dia. Rear Seal (Red)

VT

-PM02
Welded Flange,
Reduced Dia. Rear Seal (Green)

& '

-PMO05
Threaded Insert, Gasket,
Standard Dia. Rear Seal (Red)

lﬁ-PMm

Threaded Insert, Gasket,
Reduced Dia. Rear Seal (Green)

-PMO7
Self-Threading, End Cap,
Standard Dia. Rear Seal (Red)

&

-PMO08
Self-Threading,
Standard Dia. Rear Seal (Red)

-PM11
Self-Threading, Gasket,
Standard Dia. Rear Seal (Red)

® B

-PM12
Self-Threading, Gasket,
Reduced Dia. Rear Seal (Green)

-PM13

Self-Threading, End Cap, Gasket,

Standard Dia. Rear Seal (Red)

-PM14
Self-Threading, End Cap, Gasket,
Reduced Dia. Rear Seal (Green)

-PM15

Self-Threading, Gasket, Strain Relief,

Standard Dia. Rear Seal (Red)

B&R

-PM16

Self-Threading, Gasket, Strain Relief,

Reduced Dia. Rear Seal (Green)

-RD
Reduced Dia. Rear Seal (Green)

-RDG
Gasket,
Reduced Dia. Rear Seal (Green)

2 Position - PanelMate™ AT Receptacles and Wedgelocks

Image Part Number Description Size Amp
ATO4-2P-PM11 2 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear
Seal (Red), Black Body (Requires Wedgelock AW2P. Keyed Options Available.) 16 13A
ATO4-2P-PM12 2 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear
Seal (Green), Black Body (Requires Wedgelock AW2P. Keyed Options Available.) 16 13A
ATO4-2P-PM13 2 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear
Seal (Red), End Cap, Black Body (Requires Wedgelock AW2P. Keyed Options Available.) 16 13A
ATO4-2P-PM14 2 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading,Gasket, Reduced Diameter Rear Seal
(Green), End Cap, Black Body (Requires Wedgelock AW2P. Keyed Options Available.) 16 13A
ATO4-2P-PM15 2 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear
Seal (Red), Strain Relief, Black Body (Requires Wedgelock AW2P. Keyed Options Available.) 16 13A
ATO4-2P-PM16 2 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear
Seal (Green), Strain Relief, Black Body (Requires Wedgelock AW2P. Keyed Options Available.) 16 13A

Updated 04/2022
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2 Position - PanelMate™ AT Receptacles and Wedgelocks, cont.

Image Part Number Description Size Amp
‘ AW2P 2 Position, Receptacle Wedgelock, PanelMate™ AT, Green - -
i‘< AW2P-A 2 Position, Receptacle Wedgelock, PanelMate™ AT, Keyed A, Grey - -
‘ AW2P-B 2 Position, Receptacle Wedgelock, PanelMate™ AT, Keyed B, Black - -
‘ AW2P-C 2 Position, Receptacle Wedgelock, PanelMate™ AT, Keyed C, Green - -
‘ AW2P-D 2 Position, Receptacle Wedgelock, PanelMate™ AT, Keyed D, Brown - -
3 Position - PanelMate™ AT Receptacles and Wedgelocks
A AT04-3P-PMO5 3 Position, Receptacle with Flange, Pin, PanelMate™ AT, Threaded Insert, Gasket, Standard Diameter Rear 16 13A
Seal (Red), Grey Body (Requires Wedgelock AW3P. Keyed Options Available.)
ATO4-3P-PM1 1 3 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear 16 13A
Seal (Red), Black Body (Requires Wedgelock AW3P. Keyed Options Available.)
ATO4-3P-PM12 3 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), Black Body (Requires Wedgelock AW3P. Keyed Options Available.)
ATO04-3P-PM13 3 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear 16 13A
Seal (Red), End Cap, Black Body (Requires Wedgelock AW3P. Keyed Options Available.)
ATO4-3P-PM1 4 3 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), End Cap, Black Body (Requires Wedgelock AW3P. Keyed Options Available.)
y ATO04-3P-PM15 3 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear 16 13A
Seal (Red), Strain Relief, Black Body (Requires Wedgelock AW3P. Keyed Options Available.)
ATO4-3P-PM16 3 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), Strain Relief, Black Body (Requires Wedgelock AW3P. Keyed Options Available.)
\ AW3P 3 Position, Receptacle Wedgelock, PanelMate™ AT, Green - -
\ AW3P-J1939 3 Position, Receptacle Wedgelock, PanelMate™ AT, Keyed J-1939, Blue - -
4 Position - PanelMate™ AT Receptacles and Wedgelocks
ATO4-4P-PM11 4 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear 16 13A
Seal (Red), Black Body (Requires Wedgelock AW4P)
- . ) ™ g " )
ATO4-4P-PM12 4 Position, Receptacle with Flonige, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), Black Body (Requires Wedgelock AW4P)
ATO4-4P-PM13 4 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear 16 13A
Seal (Red), End Cap, Black Body (Requires Wedgelock AW4P)
ATO4-4P-PM14 4 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), End Cap, Black Body (Requires Wedgelock AWA4P)
ATO4-4P-PM15 4 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear 16 13A
Seal (Red), Strain Relief, Black Body (Requires Wedgelock AW4P)

www.amphenol-sine.com
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4 Position - PanelMate™ AT Receptacles and Wedgelocks, cont.
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Image Part Number Description Size Amp
ATO4-4P-PM16 4 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), Strain Relief, Black Body (Requires Wedgelock AW4P)
‘ AWA4P 4 Position, Receptacle Wedgelock, PanelMate™ AT, Green - -
6 Position - PanelMate™ AT Receptacles and Wedgelocks
b 6 Position, Receptacle with Flange, Pin, PanelMate™ AT, Threaded Insert, Gasket, Standard Diameter Rear
m ATO4-6P-PMOS Seal (Red), Grey Body (Requires Wedgelock AW6P) 16 13A
- . ) ™ 3 " )
ATO4-6P-PM11 6 Position, Receptacle with qunge, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear 16 13A
Seal (Red), Black Body (Requires Wedgelock AW6P)
" . . ™ 3 . .
ATO4-6P-PM12 6 Position, Receptacle with Flon.ge, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), Black Body (Requires Wedgelock AW6P)
ATO4-6P-PM13 6 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear 16 13A
Seal (Red), End Cap, Black Body (Requires Wedgelock AW6P)
ATO4-6P-PM14 6 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), End Cap, Black Body (Requires Wedgelock AW6P)
ATO4-6P-PM15 6 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear 16 13A
Seal (Red), Strain Relief, Black Body (Requires Wedgelock AW6P)
ATO4-6P-PM16 6 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), Strain Relief, Black Body (Requires Wedgelock AWé6P)
‘ AWG6P 6 Position, Receptacle Wedgelock, PanelMate™ AT, Green - -
8 Position - PanelMate™ AT Receptacles and Wedgelocks
) . 8 Position, Receptacle with Flange, Pin, PanelMate™ AT, Threaded Insert, Gasket, Standard Diameter Rear
ﬁ AT04-08PA-PMO5 Seal (Red), Keyed A, Grey Body (Requires Wedgelock AWS8P) 16 13A
) . 8 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear
g ATO4-08PA-PMIT Seal (Red), Keyed A, Grey Body (Requires Wedgelock AWS8P) 16 134
) : 8 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear
‘ AT04-08PB-PMI Seal (Red), Keyed B, Black Body (Requires Wedgelock AW8P) 16 134
| g 8 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear
v AT04-08PC-PMTI Seal (Red), Keyed C, Green Body (Requires Wedgelock AWS8P) 16 134
) : 8 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear
’ ATO4-08PD-PMIT | 5011 (Red), Keyed D, Brown Body (Requires Wedgelock AWSP) 16| 134

www.amphenol-sine.com
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8 Position - PanelMate™ AT Receptacles and Wedgelocks, cont.

Image Part Number Description Size Amp
@ ATO4-08PA-PM12 ?;(;)ls(i’ggéiiﬁ(ee%fggI:\Agrgjlc;gg?(Ezégﬁgseweﬂg;“l"oél /Ss\wéTPh)reoding, Gasket, Reduced Diameter Rear 16 13A
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8 Position - PanelMate™ AT Receptacles and Wedgelocks, cont.
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Image Part Number Description Size Amp
w DS | e e e ey iy " Slndra Dameterfear | 14| 13,
@ A M1 | o g e e S ! Reduesa Dlameterfear | 1| 13,
W o I BT e et | | s
L/ NPT 6 L e e Mo et I
’ D P16 | e o e e wennChnany s Dameterfear | 1q | 100

. AWS8P 8 Position, Receptacle Wedgelock, PanelMate™ AT, Green - -

12 Position - PanelMate™ AT Receptacles and Wedgelocks

‘ AT04-12PA-PMO1 ;Zg’lo(;l%? E;(/::é)t:'c(lzerx’rgogl;ic()llQee\;\/Lﬁlcei?alzlgggltchgrk\fﬁr;gI)MQTeTM AT, Gasket, Standard Diameter Rear 16 13A
G oo LR R R e s el 1 cove Sersosimtrtesr |y, |
R e v e A I
G e | LI Tyt e otk T e T Gakel oDl oo | s
“ ATO4-12PA-PMO5 ;Z;o(gfel%r; E;?eeé)t:,cIGergvyiTQOiljc;n(gRZaziir:,eEwee(;r\é\glts;': :\T/\,”Tg'rje)oded Insert, Gasket, Standard Diameter Rear 16 13A
{ . ATO4-12PA-PM1 ] ;g;o(sleel%r; Ez;::gf’chfgozir}gkzalj{:éI:a?ee(;l\;\glfée;': ﬁkfgglﬁhreoding, Gasket, Standard Diameter Rear 16 13A
’ sz pu) | {2 len Recepiacie il Flonge i PenelcieT sy o9 Cosel standara Diameterfear | ;| 13,
.‘ B r 11 | e e sy o0 Cose stondara Dameterear | g | 135
P oo LR e oo semsoenenten |, |
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12 Position - PanelMate™ AT Receptacles and Wedgelocks, cont.
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Image Part Number Description Size Amp
7 ) . 12 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear
{ ATO4-T2PA-PMI2 Seal (Green), Keyed A, Grey Body (Requires Wedgelock AW12P) 16 13A
) : 12 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear
' ATO4-12PB-PM12 Seal (Green), Keyed B, Black Body (Requires Wedgelock AW12P) 16 13A
12 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear
‘ ATO4-12PC-PMIT2 Seal (Green), Keyed C, Green Body (Requires Wedgelock AW12P) 16 134
) . 12 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear
' AT04-12PD-PM12 Seal (Green), Keyed D, Brown Body (Requires Wedgelock AW12P) 16 13A
) . 12 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear
\g ATO4-T2PA-PMI3 Seal (Red), End Cap, Keyed A, Grey Body (Requires Wedgelock AW12P) 16 134
ATO4-12PB-PM13 12 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear 16 13A
Seal (Red), End Cap, Keyed B, Black Body (Requires Wedgelock AW12P)
) : 12 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear
@ ATO4-12PC-PM13 Seal (Red), End Cap, Keyed C, Green Body (Requires Wedgelock AW 12P) 16 13A
) . 12 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear
’ AT04-T2PD-PM13 Seal (Red), End Cap, Keyed D, Brown Body (Requires Wedgelock AW12P) 16 134
12 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear
g ATO4-T2PA-PM14 Seal (Green), End Cap, Keyed A, Grey Body (Requires Wedgelock AW12P) 16 13A
ATO4-12PB-PM14 12 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), End Cap, Keyed B, Black Body (Requires Wedgelock AW 12P)
) : 12 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear
@ ATO4-12PC-PMT4 Seal (Green), End Cap, Keyed C, Green Body (Requires Wedgelock AW12P) 16 134
. . ) ™ g " )
ATO4-12PD-PM14 12 Position, Receptacle with Flange, Pin, PoneIMoTe_ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), End Cap, Keyed D, Brown Body (Requires Wedgelock AW12P)
. . 12 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear
” ATO4T2PAPMIS | Seal (Red). Strain Relief, Keyed A, Grey Body (Requires Wedgelock AW12P) 161 13A
ATO4-12PB-PM15 12 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear 16 13A
Seal (Red), Strain Relief, Keyed B, Black Body (Requires Wedgelock AW12P)
B g 12 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear
@ ATO4-12PC-PMIS Seal (Red), Strain Relief, Keyed C, Green Body (Requires Wedgelock AW12P) 16 13A

Updated 04/2022
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12 Position - PanelMate™ AT Receptacles and Wedgelocks, cont.
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Image Part Number Description Size Amp
) . 12 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear
’ ATO4-12PD-PMT5 Seal (Red), Strain Relief, Keyed D, Brown Body (Requires Wedgelock AW12P) 16 134
) . 12 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear
” ATO4-12PA-PM16 Seal (Green), Strain Relief, Keyed A, Grey Body (Requires Wedgelock AW12P) 16 13A
ATO4-12PB-PM16 12 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), Strain Relief, Keyed B, Black Body (Requires Wedgelock AW12P)
ATO4-12PC-PM16 12 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
N Seal (Green), Strain Relief, Keyed C, Green Body (Requires Wedgelock AW12P)
- . . ™ 3 . .
ATO4-12PD-PM16 12 Position, Recep_tocle_ with Flange, Pin, PanelMate AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), Strain Relief, Keyed D, Brown Body (Requires Wedgelock AW 12P)
‘ AWI12P 12 Position, Receptacle Wedgelock, PanelMate™ AT, Green - -
13 Position - PanelMate™ AT Receptacles
AT1612-13PB 13 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, No Gasket, End Cap, Standard 1216 | 13254
Diameter Rear Seal (Red), Keyed B, Black Body (No Add’'l Wedgelock Required)
. : 13 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Standard Diameter Rear . g
‘ AT1612-13PB-G Seal (Red), End Cap, Keyed B, Black Body (No Add’l Wedgelock Required) 12:16 | 13-25A
. : 13 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, No Gasket, Reduced Diameter . g
‘ AT1612-T3PB-RD Rear Seal (Green), End Cap, Keyed B, Black Body (No Add’l Wedgelock Required) 12:16 | 13-25A
. : 13 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear . g
‘ AT1612-13PBRDG Seal (Green), End Cap, Keyed B, Black Body (No Add’l Wedgelock Required) 12:16 | 13-25A
2,3, 4, 6,8, 12 and 13 Position - PanelMate™ AT Gaskets
0 AT04-XP-PM1X-G7 | Gasket for 2, 3, 4, 6 Position, PanelMate™ AT Receptacles - -
0 AT04-08PB-G7 Gasket for 8 Position, PanelMate™ AT Receptacle - -
0 AT1612-PB-G7 Gasket for 12 & 13 Position, PanelMate™ AT Receptacle - -
18 Position - PanelMate™ AT Receptacles
- . . ™ g . .
AT16-18PA-PMI 1 18 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A

&

Seal (Green), End Cap, Keyed A, Grey Body (No Add'l Wedgelock Required)

Updated 04/2022
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18 Position - PanelMate™ AT Receptacles, cont.

Image Part Number Description Size Amp
AT16-18PB-PM1 1 18 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), End Cap, Keyed B, Black Body (No Add'l Wedgelock Required)
AT16-18PC-PM11 18 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), End Cap, Keyed C, Green Body (No Add'l Wedgelock Required)
AT16-18PD-PM11 18 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), End Cap, Keyed D, Brown Body (No Add'l Wedgelock Required)
AT16-18PE-PM11 18 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), End Cap, Keyed E, Grey Body (No Add'l Wedgelock Required)
AT16-18PA-PM15 18 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), Strain Relief, Keyed A, Grey Body (No Add'l Wedgelock Required)
AT16-18PB-PM15 18 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), Strain Relief, Keyed B, Black Body (No Add'l Wedgelock Required)
AT16-18PC-PM15 18 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), Strain Relief, Keyed C, Green Body (No Add'l Wedgelock Required)
AT16-18PD-PM15 18 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), Strain Relief, Keyed D, Brown Body (No Add'l Wedgelock Required)
AT16-18PE-PM15 18 Position, Receptacle with Flange, Pin, PanelMate™ AT, Self-Threading, Gasket, Reduced Diameter Rear 16 13A
Seal (Green), Strain Relief, Keyed E, Grey Body (No Add'l Wedgelock Required)
2 Position - PanelMate™ AT 4 Hole Welded Flange Receptacles and Wedgelocks
< L]
) ATO4-2P-L012 2 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal (Red), 16 13A
Grey (Requires Wedgelock AW2P. Keyed Options Available.)
.
‘ AW2P 2 Position, Receptacle Wedgelock, PanelMate™ AT, Green - -
i~< AW2P-A 2 Position, Receptacle Wedgelock, PanelMate™ AT, Grey - -
‘ AW2P-B 2 Position, Receptacle Wedgelock, PanelMate™ AT, Black - -
‘ AW2P-C 2 Position, Receptacle Wedgelock, PanelMate™ AT, Green - -
~ AW2P-D 2 Position, Receptacle Wedgelock, PanelMate™ AT, Brown - -
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3 Position - PanelMate™ AT 4 Hole Welded Flange Receptacles and Wedgelocks

Image Part Number Description Size Amp
.
. AT04-3P-L012 3 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal (Red), 16 13A
Grey Body (Requires Wedgelock AW3P. Keyed Options Available.)
o
’
4 ATO4-3P-LEOS 3 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal (Red), 16 13A
Shrink Boot End Cap, Grey Body (Requires Wedgelock AW3P. Keyed Options Available.)
o
ATO4-3P-LE12 3 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal (Red), 16 13A
Shrink Boot End Cap, Black Body (Requires Wedgelock AW3P. Keyed Options Available.)
.
. ATO4-3P-CLO3 3 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Reduced Diameter Rear Seal 16 13A
(Green), Grey Body (Requires Wedgelock AW3P. Keyed Options Available.)
[
ATO4-3P-CLOG 3 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Reduced Diameter Rear Seal 16 13A
(Green), Black Body (Requires Wedgelock AW3P. Keyed Options Available.)
\ AW3P 3 Position, Receptacle Wedgelock, PanelMate™ AT, Green - -
\ AW3P-J1939 3 Position, Receptacle Wedgelock, PanelMate™ AT, Keyed J-1939, Blue - -
4 Position - PanelMate™ AT 4 Hole Welded Flange Receptacles and Wedgelocks
,
. 4 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal (Red),
W AT04-4P-L0T2 Grey Body (Requires Wedgelock AW4P.) 16 13A
ATO4-4P-LE11 4 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal (Red), 16 13A
End Cap, Black Body (Requires Wedgelock AWA4P.)
[
4 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Reduced Diameter Rear Seal
W AT04-4P-CLO3 (Green), Grey Body (Requires Wedgelock AW4P.) 16 13A
b 4 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Reduced Diameter Rear Seal
' AT04-4P-CLOS (Green), Black Body (Requires Wedgelock AW4P.) 16 13A
‘ AW4P 4 Position, Receptacle Wedgelock, PanelMate™ AT, Green - -
6 Position - PanelMate™ AT 4 Hole Welded Flange Receptacles and Wedgelocks
. . . ™ )
ATO4-6P-L012 6 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal (Red), 16 13A

'y

Grey Body (Requires Wedgelock AW6P.)
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6 Position - PanelMate™ AT 4 Hole Welded Flange Receptacles and Wedgelocks, cont.

www.amphenol-sine.com

Image Part Number Description Size Amp
b 6 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Reduced Diamer Seal, Black Body
ATO4-6P-CLOS | e quires Wedgelock AW6P.) 16| 134
‘ AW6P 6 Position, Receptacle Wedgelock, PanelMate™ AT, Green - -
8 Position - PanelMate™ AT 4 Hole Welded Flange Receptacles and Wedgelocks
L]
) . 8 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Reduced Diamer Seal, Keyed A,
' AT04-08PA-CLO3 Grey Body (Requires Wedgelock AW8P.) 16 134
) : 8 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Reduced Diamer Seal, Keyed A,
AT04-08PA-CLOG Black Body (Requires Wedgelock AWS8P.) 16 13A
] . 8 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal (Red),
AT04-08PA-LOT2 Keyed A, Grey Body (Requires Wedgelock AW8P.) 16 134
) . 8 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal (Red),
AT04-08PB-LOT2 Keyed B, Black Body (Requires Wedgelock AWS8P.) 16 13A
8 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal (Red),
AT04-08PC-L012 Keyed C, Green Body (Requires Wedgelock AW8P.) 16 134
) . 8 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal (Red),
‘ AT04-08PD-L012 Keyed D, Brown Body (Requires Wedgelock AWS8P.) 16 13A
) : 8 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal (Red),
' ATO4-08PA-LET] Keyed A, End Cap, Black Body (Requires Wedgelock AWS8P.) 16 13A
. AWS8P 8 Position, Receptacle Wedgelock, PanelMate™ AT, Green - -
12 Position - PanelMate™ AT 4 Hole Welded Flange Receptacles and Wedgelocks
.
. . ) ™ .
- ATO4-12PA-LO12 12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal 16 13A

(Red), Keyed A, Grey Body (Requires Wedgelock AW12P.)
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12 Position - PanelMate™ AT 4 Hole Welded Flange Receptacles and Wedgelocks, cont.
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Image Part Number Description Size Amp
. . 12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal
‘ ATO4-12PB-L012 | (2ed), Keyed B, Black Body (Requires Wedgelock AW12P.) 16| 134
) . 12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal
ATO4-12PC-L0T2 | pe ), Keyed C, Green Body (Requires Wedgelock AW12P.) 16| 134
12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal
AT04-12PD-L012 (Red), Keyed D, Brown Body (Requires Wedgelock AW12P.) 16 13A
) : 12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal
ATO4-12PA-LED7 | Red), End Cap, Keyed A, Grey Body (Requires Wedgelock AW12P.) 16| 134
) : 12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal
’ ATO4-12PB-LEO7 (Red), End Cap, Keyed B, Black Body (Requires Wedgelock AW12P.) 16 13A
B g 12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal
‘ ATO4-12PC-LEO7 (Red), End Cap, Keyed C, Green Body (Requires Wedgelock AW12P.) 16 15A
B | 12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal
‘ AT04-12PD-LEO7 (Red), End Cap, Keyed D, Brown Body (Requires Wedgelock AW12P.) 16 134
12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal
‘ ATO4-12PA-LET4 (Red), Keyed A, Black Body (Requires Wedgelock AW12P.) 16 13A
.
- . ) ™ )
ATO4-12PA-BLO4 | |2 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal 16 13A
(Red), Keyed A, Enhanced Key, Grey Body (Requires Wedgelock AW12P.)
12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal
‘ ATO4-12PB-BLO4 (Red), Keyed B, Enhanced Key, Black Body (Requires Wedgelock AW12P.) 16 13A
- . ) ™ .
ATO4-12PC-BLOA 12 Position, Receptacle with 4 Hole Welded Flongg, Pin, PanelMate™ AT, Standard Diameter Rear Seal 16 13A
(Red), Keyed C, Enhanced Key, Geen Body (Requires Wedgelock AW12P.)
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12 Position - PanelMate™ AT 4 Hole Welded Flange Receptacles and Wedgelocks, cont.

Image Part Number Description Size Amp
ATO4-12PD-BLO4 12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal 16 13A
(Red), Keyed D, Enhanced Key, Brown Body (Requires Wedgelock AW12P.)
ATO4-12PA-BLOS 12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal 16 13A
(Red), Keyed A, Enhanced Key, End Cap, Grey Body (Requires Wedgelock AW12P.)
ATO4-12PB-BLOS 12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal 16 13A
(Red), Keyed B, Enhanced Key, End Cap, Black Body (Requires Wedgelock AW12P.)
ATO4-12PC-BLOS 12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal 16 13A
(Red), Keyed C, Enhanced Key, End Cap, Green Body (Requires Wedgelock AW12P.)
ATO4-12PD-BLOS 12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal 16 13A
(Red), Keyed D, Enhanced Key, End Cap, Brown Body (Requires Wedgelock AW12P.)
. . 12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Standard Diameter Rear Seal
‘ ATO412PABLOS | Red), keyed A, Enhanced Key, Black Body (Requires Wedgelock AW12P.) 16| 134
[
) : 12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Reduced Diameter Rear Seal
ATO4-T2PA-CLO3 (Green), Keyed A, Grey Body (Requires Wedgelock AW12P.) 16 13A
. . 12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Reduced Diameter Rear Seal
‘ ATOA4-12PB-CLO3 | (5 10en), Keyed B, Black Body (Requires Wedgelock AW12P.) 16| 13A
B . 12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Reduced Diameter Rear Seal
AT04-12PC-CLO3 (Green), Keyed C, Green Body (Requires Wedgelock AW12P.) 16 134
12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Reduced Diameter Rear Seal
’ AT04-12PD-CLO3 (Green), Keyed D, Brown Body (Requires Wedgelock AW12P.) 16 13A
) : 12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ AT, Reduced Diameter Rear Seal
’ ATO4-12PA-CLO6 | 5 1een), Keyed A, Black Body (Requires Wedgelock AW12P.) 16| 134
‘ AW12P 12 Position, Receptacle Wedgelock, PanelMate™ AT, Green - -
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3. 4, 8 and 12 Position - PanelMate™ AT 4 Hole Welded Flange Receptacle Gaskets
Image Part Number Description Size Amp

AT3P-LO12-GKT Gasket for 3 Position Receptacle with 4 Hole Welded Flange, PanelMate™ AT, Closed Cell Sponge Rubber - -

AT4P-L012-CKT Gasket for 4 Position Receptacle with 4 Hole Welded Flange, PanelMate™ AT, Closed Cell Sponge Rubber - -

AT8P-LO12-GKT Gasket for 8 Position Receptacle with 4 Hole Welded Flange, PanelMate™ AT, Closed Cell Sponge Rubber - -

AT12-L012-GKT Gasket for 12 Position Receptacle with 4 Hole Welded Flange, PanelMate™ AT, Closed Cell Sponge Rubber - -

12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ ATM, Standard Diameter Rear Seal 20 7 5A

ATMO4-12PA-PMOT (Red), Keyed A (Grey Insert), Grey Body (Requires Wedgelock AWM-12P)

12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ ATM, Standard Diameter Rear Seal 20 7 5A

ATMO4-12PB-PMOI (Red), Keyed B (Black Insert), Grey Body (Requires Wedgelock AWM-12P)

12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ ATM, Standard Diameter Rear Seal 20 7 5A

ATMO4-12PC-PMOT (Red), Keyed C (Green Insert), Grey Body (Requires Wedgelock AWM-12P)

12 Position, Receptacle with 4 Hole Welded Flange, Pin, PanelMate™ ATM, Standard Diameter Rear Seal 20 75

ATMO4-12PD-PMOI (Red), Keyed D (Brown Insert), Grey Body (Requires Wedgelock AWM-12P)

AWM-12P 12 Position, Receptacle Wedgelock, PanelMate™ ATM, Green - -

¢

2 Position - PanelMate™ ATP Receptacles and Wedgelocks

2 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, Standard Diameter Rear 12 25A

ATPO4-2P-PMO7G | 501 (Red), Black Body (Requires Wedgelock AWP-2P. Keyed Options Available.)

2 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, Standard Diameter Rear 12 25A

ATP04-2P-PMO7GEC | 501 (Red), End Cap, Black Body (Requires Wedgelock AWP-2P. Keyed Options Available.)

88
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4 Position - PanelMate™ ATP Receptacles and Wedgelocks, cont.
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Image Part Number Description Size Amp
Sy 2 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, Standard Diameter Rear
G ATPO4-2P-PMOBG | 5011 (Red), Grey Body (Requires Wedgelock AWP-2P. Keyed Options Available.) 12| 254
f 2 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, Standard Diameter Rear
( « ATPO4-2P-PMOBGEC | el (Red), End Cap, Grey Body [Requires Wedgelock AWP-2P. Keyed Opfions Available.) 2] A
~
‘ AWP-2P 2 Position, Receptacle Wedgelock, PanelMate™ ATP, Standard Orange - -
% AWP-2PA 2 Position, Receptacle Wedgelock, PanelMate™ ATP, Keyed A, Grey - -
‘ AWP-2PB 2 Position, Receptacle Wedgelock, PanelMate™ ATP, Keyed B, Black - -
‘ AWP-2PC 2 Position, Receptacle Wedgelock, PanelMate™ ATP, Keyed C, Green - -
‘ AWP-2PD 2 Position, Receptacle Wedgelock, PanelMate™ ATP, Keyed D, Brown - -
4 Position - PanelMate™ ATP Receptacles and Wedgelocks
5 oy . . ™ .
v & ATPO4-4P-PMO1 4 Posmon, Receptacle with Flange, Pin, PanelMate™ ATP, Standard Diameter Rear Seal (Red), Grey Body 12 25A
& (Requires Wedgelock AWP-4P)
{ b 4 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Standard Diameter Rear Seal (Red), End Cap,
& N 4 ATPO4-4P-PMO2 Grey Body (Requires Wedgelock AWP-4P) 12 25A
P, 4 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, Standard Diameter Rear
‘ ATPO4-4PPMO7G | Seal (Red), Black Body (Requires Wedgelock AWP-4P. Keyed Options Available.) 2] A
P 4 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, Standard Diameter Rear
. ATPO4-4P-PMO7GEC | Seal (Red), End Cap, Black Body (Requires Wedgelock AWP-4P. Keyed Options Available.) 2] A
P, 4 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, Standard Diameter Rear
@ ATPO4-4P-PMOBG | Seal (Red), Grey Bodly (Requires Wedgelock AWP-4P. Keyed Options Avdilable.) 12 ] 254
P, 4 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, Standard Diameter Rear
m ATP04-4P-PMOBGEC | <o | (Red), End Cap, Grey Body (Requires Wedgelock AWP-4P. Keyed Options Available.) 12| 254
‘ AWP-4P 4 Position, Receptacle Wedgelock, PanelMate™ ATP, Standard Orange - -
\‘ AWP-4PA 4 Posifion, Receptacle Wedgelock, PanelMate™ ATP, Keyed A, Grey . .
‘ AWP-4PB 4 Position, Receptacle Wedgelock, PanelMate™ ATP, Keyed B, Black - -
‘ AWP-4PC 4 Position, Receptacle Wedgelock, PanelMate™ ATP, Keyed C, Green - -
‘ AWP-4PD 4 Position, Receptacle Wedgelock, PanelMate™ ATP, Keyed D, Brown - -
° ATP4P-L012-GKT Gasket For 4 Position Receptacle with Flange, Panelmate™ ATP (Use with ATP04-4P-PM0O1/PM02) - -
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6 Position - PanelMate™ ATP Receptacles and Wedgelocks
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Image Part Number Description Size Amp
ATPO4-6P-PMO5 6 Position, Receptacle with F!onge, Pin, PanelMate™ ATP, Threao_led Inser?, Gasket, Standard Diameter Rear 12 25A
Seal (Red), Grey Body (Requires Wedgelock AWP-6P. Keyed Options Available.)
P 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Threaded Insert, Gasket, Standard Diameter Rear
. ATPO4-6P-PMOSBK | Seal (Red), Black Body (Requires Wedgelock AWP-6P. Keyed Options Available.) 2] A
my 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Threaded Insert, Gasket, Standard Diameter Rear
@ ATPO4-6P-PMOSEC | ¢o | (Red), End Cap, Grey Body (Requires Wedgelock AWP-6P. Keyed Options Available.) 12| 254
b 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Threaded Insert, Gasket, Standard Diameter Rear
. ATPO4-6P-PMOSECBK Seal (Red), End Cap, Black Body (Requires Wedgelock AWP-6P. Keyed Options Available.) 12 25A
i . 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Threaded Insert, Gasket, Standard Diameter Rear
ﬁ ATPO4-6P-PMOSSR Seal (Red), Strain Relief, Grey Body (Requires Wedgelock AWP-6P. Keyed Options Available.) 12 25A
6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Threaded Insert, Gasket, Standard Diameter Rear
. ATPO4-6P-PMOSSRBK Seal (Red), Strain Relief, Black Body (Requires Wedgelock AWP-6P. Keyed Options Available.) 12 25A
ATPO4-6P-PMO6 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Threaded Insert, Gasket, Reduced Diameter Rear 12 25A
Seal (Green), Grey Body (Requires Wedgelock AWP-6P. Keyed Options Available.)
P 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Threaded Inserf, Gasket, Reduced Diameter Rear
. ATPO4-6P-PMOGBK Seal (Green), Black Body (Requires Wedgelock AWP-6P. Keyed Options Available.) 12 25A
. 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Threaded Insert, Gasket, Reduced Diameter Rear
@ ATPO4-6P-PMOSEC Seal (Green), End Cap, Grey Body (Requires Wedgelock AWP-4P. Keyed Options Available.) 12 25A
b 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Threaded Insert, Gasket, Reduced Diameter Rear
. ATPO4-6P-PMOSECBK Seal (Green), End Cap, Black Body (Requires Wedgelock AWP-6P. Keyed Options Available.) 12 25A
6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Threaded Insert, Gasket, Reduced Diameter Rear
@ ATPO4-6P-PMOGSR Seal (Green), Strain Relief, Grey Body (Requires Wedgelock AWP-6P. Keyed Options Available.) 12 254
b 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Threaded Insert, Gasket, Reduced Diameter Rear
‘ ATPO4-6P-PMOGSRBK Seal (Green), Strain Relief, Black Body (Requires Wedgelock AWP-6P. Keyed Options Available.) 12 254
ATPO4-6P-PM11 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, Standard Diameter Rear 12 25A
Seal (Red), Grey Body (Requires Wedgelock AWP-6P. Keyed Options Available.)
P 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, Standard Diameter Rear
. ATPO4-6P-PMTIBK | Seqi (Red), Black Body (Requires Wedgelock AWP-6P. Keyed Options Available. ) 12 254
ATPO4-6P-PM12 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, Reduced Diameter Rear 12 25A
Seal (Green), Grey Body (Requires Wedgelock AWP-6P. Keyed Options Available.)
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6 Position - PanelMate™ ATP Receptacles and Wedgelocks, cont.

Diameter Rear Seal (Red), Black Body

Image Part Number Description Size Amp
. 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, Reduced Diameter Rear
‘ ATPO4-6P-PMIZBK | 5001 (Green), Black Body (Requires Wedgelock AWP-6P. Keyed Options Available.) 12| 254
. 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, End Cap, Grey Body
@ ATPO4-6P-PMI3 (Requires Wedgelock AWP-6P. Keyed Options Available.) 12 25A
. 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, End Cap, Black Body
. ATPO4-6P-PMI3BK (Requires Wedgelock AWP-6P. Keyed Options Available.) 12 25A
ATPO4-6P-PM14 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, Reduced Diameter Rear 12 25A
Seal (Green), End Cap, Grey Body (Requires Wedgelock AWP-4P. Keyed Options Available.)
P 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, Reduced Diameter Rear
‘ ATPO4-GP-PM14BK Seal (Green), End Cap, Black Body (Requires Wedgelock AWP-6P. Keyed Options Available.) 12 25
. 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, Strain Relief, Grey Body
@ ATPO4-6P-PM15 (Requires Wedgelock AWP-6P. Keyed Options Available.) 12 25A
. 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, Strain Relief, Black Body
‘ ATPO4-6P-PM15BK (Requires Wedgelock AWP-6P. Keyed Options Available.) 12 254
ATPO4-6P-PM16 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, Reduced Diameter Rear 12 25A
Seal (Green), Strain Relief, Grey Body (Requires Wedgelock AWP-6P. Keyed Options Available.)
. 6 Position, Receptacle with Flange, Pin, PanelMate™ ATP, Self-Threading, Gasket, Reduced Diameter Rear
‘ ATPO4-6P-PM16BK Seal (Green), Strain Relief, Black Body (Requires Wedgelock AWP-6P. Keyed Options Available.) 12 254
‘ AWP-6P 6 Position, ATP Series™, Receptacle Wedgelock, Standard Orange - -
‘a’ AWP-6PA 6 Position, ATP Series™, Receptacle Wedgelock, Keyed A, Grey - -
. AWP-6PB 6 Position, ATP Series™, Receptacle Wedgelock, Keyed B, Black - -
Single Position - PanelMate™ ATHD Receptacles
P Single Position, Receptacle with Inside Mount Sealed Flange, Pin, Size 4, PanelMate™ ATHD, Self-Threading,
‘ ATHDO4-1-4P-L007 Gasket, Standard Diameter Rear Seal (Red), Black Body 4 100A
. Single Position, Receptacle with Outside Mount Sealed Flange, Pin, Size 4, PanelMate™ ATHD, Self-Threading,
‘ ATHDO4-1-4P-LOT3 Gasket, Standard Diameter Rear Seal (Red), Black Body 4 100A
. - . L ™
. ATHDO4-1-8P-PMOS5 Single Position, Receptacle with Flange, Pin, Size 8, PanelMate™ ATHD, Threaded Insert, Gasket, Standard 8 60A
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Single Position - PanelMate™ ATHD Receptacles, cont.

Image Part Number Description Size Amp
1 ap. Single Position, Receptacle with Flange, Pin, Size 8, PanelMate™ ATHD, Self-Threading, Gasket, Standard
. ATHDO4-1-8P-PMIT | 1. eter Rear Seal (Red), Black Body 8 | 60A
ATHDO4-1-12P-PMO5 Sipgle Position, Receptacle with Flange, Pin, Size 12, PanelMate™ ATHD, Threaded Insert, Gasket, Standard 12 25A
Diameter Rear Seal (Red), Black Body
ATHDOA-1-12P-PM11 Sipgle Position, Receptacle with Flange, Pin, Size 12, PanelMate™ ATHD, Self-Threading, Gasket, Standard 12 25
Diameter Rear Seal (Red), Black Body
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