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KGJ Cable Gland, Polyamide

• Integrated anchorage, wide sealing and clamping range, easy to install

• Polyamide PA6 V-2 Dome nut & Gland body

• Polychloroprene-Nitrile rubber CR/NBR Sealing ring

• IP 68 up to 10 bar to the cable and pressure screw

• Temperature range: -20°C (-4°F) to 100°C (212°F)

• Test standard: EN 50262 / UL 514B

  L  

  THD

  A 

SP1
SP2

Order No. THD Cable Range

IP68 Metric mm mm in mm in mm in mm in

K8-G-J-M12-6 M12x1.5 3-6 8.0 0.31 15.0 0.59 15.0 0.59 31.0 1.22

K8-G-J-M16-10 M16x1.5 5-10 8.0 0.31 20.0 0.79 20.0 0.79 35.5 1.40

K8-G-J-M20-13 M20x1.5 8-13 8.0 0.31 24.0 0.94 24.0 0.94 36.0 1.42

K8-G-J-M25-17 M25x1.5 11-17 8.0 0.31 29.0 1.14 29.0 1.14 43.0 1.69

K8-G-J-M32-21 M32x1.5 15-21 10.0 0.39 36.0 1.42 36.0 1.42 50.0 1.97

K8-G-J-M40-28 M40x1.5 19-28 10.0 0.39 46.0 1.81 46.0 1.81 51.0 2.01

K8-G-J-M50-35 M50x1.5 27-35 12.0 0.47 55.0 2.17 55.0 2.17 61.5 2.42

K8-G-J-M63-42 M63x1.5 32-42 12.0 0.47 68.0 2.68 68.0 2.68 65.5 2.58

K8-GL-J-M12-6 M12x1.5 3-6 15.0 0.59 15.0 0.59 15.0 0.59 38.0 1.50

K8-GL-J-M16-10 M16x1.5 5-10 15.0 0.59 20.0 0.79 20.0 0.79 42.5 1.67

K8-GL-J-M20-13 M20x1.5 8-13 15.0 0.59 24.0 0.94 24.0 0.94 43.0 1.69

K8-GL-J-M25-17 M25x1.5 11-17 15.0 0.59 29.0 1.14 29.0 1.14 50.0 1.97

K8-GL-J-M32-21 M32x1.5 15-21 15.0 0.59 36.0 1.42 36.0 1.42 55.0 2.17

K8-GL-J-M40-28 M40x1.5 19-28 18.0 0.71 46.0 1.81 46.0 1.81 59.0 2.32

K8-GL-J-M50-35 M50x1.5 27-35 18.0 0.71 55.0 2.17 55.0 2.17 67.5 2.66

K8-GL-J-M63-42 M63x1.5 32-42 18.0 0.71 68.0 2.68 68.0 2.68 71.5 2.81

K8-GR-J-M12-5 M12x1.5 2-5 8.0 0.31 15.0 0.59 15.0 0.59 31.0 1.22

K8-GR-J-M16-10 M16x1.5 3-10 8.0 0.31 20.0 0.79 20.0 0.79 35.5 1.40

K8-GR-J-M20-13 M20x1.5 5-13 8.0 0.31 24.0 0.94 24.0 0.94 36.0 1.42

K8-GR-J-M25-17 M25x1.5 8-17 8.0 0.31 29.0 1.14 29.0 1.14 43.0 1.69

K8-GR-J-M32-21 M32x1.5 12-21 10.0 0.39 36.0 1.42 36.0 1.42 50.0 1.97

K8-GR-J-M40-28 M40x1.5 16-28 10.0 0.39 46.0 1.81 46.0 1.81 51.0 2.01

K8-GR-J-M50-35 M50x1.5 21-35 12.0 0.47 55.0 2.17 55.0 2.17 61.5 2.42

K8-GR-J-M63-42 M63x1.5 27-48 12.0 0.47 68.0 2.68 68.0 2.68 65.5 2.58

A SP1 SP2 L

CONNECTING THREAD-STANDARD LENGTH

CONNECTING THREAD-LONG

REDUCING SEALING RING FOR SMALL CABLE DIAMETER

Specifications are subject to change without notice
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SS KGXJM.0 01 01.23.14

KGXJ Cable Gland, Extended, Polyamide

• Integrated anchorage, wide sealing and clamping range, easy to install

• Polyamide PA6 V-2 Dome nut & Gland body

• Polychloroprene-Nitrile rubber CR/NBR Sealing ring

• IP 68 up to 10 bar to the cable and pressure screw

• Temperature range: -20°C (-4°F) to 100°C (212°F)

• Test standard: EN 50262 / UL 514B

  L  

  THD

  A 

SP1
SP2

Order No. THD Cable Range

IP68 Metric mm mm in mm in mm in mm in

K8-GX-J-M12-6.5 M12x1.5 3-6.5 8.0 0.31 15.0 0.59 15.0 0.59 31.0 1.22

K8-GX-J-M16-10 M16x1.5 5-10 8.0 0.31 22.0 0.87 22.0 0.87 37.0 1.46

K8-GX-J-M20-14 M20x1.5 10-14 8.0 0.31 27.0 1.06 27.0 1.06 40.5 1.59

K8-GX-J-M25-18 M25x1.5 13-18 8.0 0.31 33.0 1.30 33.0 1.30 45.0 1.77

K8-GX-J-M32-25 M32x1.5 18-25 10.0 0.39 42.0 1.65 42.0 1.65 52.5 2.07

K8-GX-J-M40-32 M40x1.5 22-32 10.0 0.39 53.0 2.09 53.0 2.09 61.5 2.42

K8-GX-J-M50-38 M50x1.5 30-38 12.0 0.47 60.0 2.36 60.0 2.36 67.5 2.66

K8-GX-J-M63-44 M63x1.5 34-44 12.0 0.47 65.0 2.56 65.0 2.56 67.0 2.64

K8-GXL-J-M12-6.5 M12x1.5 3-6.5 8.0 0.31 15.0 0.59 15.0 0.59 31.0 1.22

K8-GXL-J-M16-10 M16x1.5 5-10 15.0 0.59 22.0 0.87 22.0 0.87 44.0 1.73

K8-GXL-J-M20-14 M20x1.5 10-14 15.0 0.59 27.0 1.06 27.0 1.06 47.5 1.87

K8-GXL-J-M25-18 M25x1.5 13-18 15.0 0.59 33.0 1.30 33.0 1.30 52.0 2.05

K8-GXL-J-M32-25 M32x1.5 18-25 15.0 0.59 42.0 1.65 42.0 1.65 57.0 2.24

K8-GXL-J-M40-32 M40x1.5 22-32 18.0 0.71 53.0 2.09 53.0 2.09 69.0 2.72

K8-GXL-J-M50-38 M50x1.5 30-38 18.0 0.71 60.0 2.36 60.0 2.36 73.5 2.89

K8-GXL-J-M63-44 M63x1.5 34-44 18.0 0.71 65.0 2.56 65.0 2.56 73.0 2.87

K8-GXR-J-M12-5 M12x1.5 2-5 8.0 0.31 15.0 0.59 15.0 0.59 31.0 1.22

K8-GXR-J-M16-7 M16x1.5 3-7 15.0 0.59 22.0 0.87 22.0 0.87 44.0 1.73

K8-GXR-J-M20-12 M20x1.5 7-12 15.0 0.59 27.0 1.06 27.0 1.06 47.5 1.87

K8-GXR-J-M25-16 M25x1.5 9-16 15.0 0.59 33.0 1.30 33.0 1.30 52.0 2.05

K8-GXR-J-M32-20 M32x1.5 12-20 15.0 0.59 42.0 1.65 42.0 1.65 57.0 2.24

K8-GXR-J-M40-26 M40x1.5 20-26 18.0 0.71 53.0 2.09 53.0 2.09 69.0 2.72

K8-GXR-J-M50-31 M50x1.5 25-31 18.0 0.71 60.0 2.36 60.0 2.36 73.5 2.89

K8-GXR-J-M63-35 M63x1.5 29-35 18.0 0.71 65.0 2.56 65.0 2.56 73.0 2.87

CONNECTING THREAD-LONG

REDUCING SEALING RING FOR SMALL CABLE DIAMETER

A SP1 SP2 L

CONNECTING THREAD-STANDARD LENGTH

Specifications are subject to change without notice
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SS KGFM.0 01 01.23.14

KGF Cable Gland, Polyamide

Order No. THD HEAD THD Cable Range

IP68 Metric PG mm mm in mm in mm in mm in

Y8-G-F-M12-6.5 M12x1.5 7 4-6.5 Yellow 8.0 0.31 15.0 0.59 15.0 0.59 30.0 1.18

Y8-G-F-M16-6.5 M16x1.5 9 4-6.5 Yellow 9.0 0.35 19.0 0.75 19.0 0.75 31.0 1.22

Y8-G-F-M16-8 M16x1.5 9 5-8 Grey 9.0 0.35 19.0 0.75 19.0 0.75 31.0 1.22

Y8-G-F-M16-9.5 M16x1.5 9 6.5-9.5 Black 9.0 0.35 19.0 0.75 19.0 0.75 31.0 1.22

Y8-G-F-M20-6.5 M20x1.5 13.5 4-6.5 Yellow 9.0 0.35 24.0 0.94 24.0 0.94 31.0 1.22

Y8-G-F-M20-8 M20x1.5 13.5 5-8 Grey 9.0 0.35 24.0 0.94 24.0 0.94 31.0 1.22

Y8-G-F-M20-9.5 M20x1.5 13.5 6.5-9.5 Black 9.0 0.35 24.0 0.94 24.0 0.94 31.0 1.22

Y8-G-F-M20-10.5 M20x1.5 13.5 7-10.5 Green 9.0 0.35 24.0 0.94 24.0 0.94 31.0 1.22

Y8-G-F-M20-13 M20x1.5 13.5 9-13 Red 9.0 0.35 24.0 0.94 24.0 0.94 31.0 1.22

Y8-G-F-M25-6.5 M25x1.5 16 4-6.5 Yellow 9.0 0.35 30.0 1.18 27.0 1.06 32.0 1.26

Y8-G-F-M25-8 M25x1.5 16 5-8 Grey 9.0 0.35 30.0 1.18 27.0 1.06 32.0 1.26

Y8-G-F-M25-9.5 M25x1.5 16 6.5-9.5 Black 9.0 0.35 30.0 1.18 27.0 1.06 32.0 1.26

Y8-G-F-M25-10.5 M25x1.5 16 7-10.5 Green 9.0 0.35 30.0 1.18 27.0 1.06 32.0 1.26

Y8-G-F-M25-13 M25x1.5 16 9-13 Red 9.0 0.35 30.0 1.18 27.0 1.06 32.0 1.26

Y8-G-F-M25-15.5 M25x1.5 16 11.5-15.5 White 9.0 0.35 30.0 1.18 27.0 1.06 32.0 1.26

Y8-G-F-M32-10.5 M32x1.5 21 7-10.5 Green 11.0 0.43 36.0 1.42 33.0 1.30 32.0 1.26

Y8-G-F-M32-13 M32x1.5 21 9-13.0 Red 11.0 0.43 36.0 1.42 33.0 1.30 32.0 1.26

Y8-G-F-M32-15.5 M32x1.5 21 11.5-15.5 White 11.0 0.43 36.0 1.42 33.0 1.30 32.0 1.26

Y8-G-F-M32-18 M32x1.5 21 14-18 Blue 11.0 0.43 36.0 1.42 33.0 1.30 32.0 1.26

Y8-G-F-M32-20.5 M32x1.5 21 17-20.5 Brown 11.0 0.43 36.0 1.42 33.0 1.30 32.0 1.26

Y8-G-F-M40-15.5 M40x1.5 29 11.5-15.5 White 11.5 0.45 46.0 1.81 43.0 1.69 45.5 1.79

Y8-G-F-M40-18 M40x1.5 29 14-18 Blue 11.5 0.45 46.0 1.81 43.0 1.69 45.5 1.79

Y8-G-F-M40-20.5 M40x1.5 29 17-20.5 Brown 11.5 0.45 46.0 1.81 43.0 1.69 45.5 1.79

Y8-G-F-M40-25 M40x1.5 29 20-25 Orange 11.5 0.45 46.0 1.81 43.0 1.69 45.5 1.79

Y8-G-F-M40-28 M40x1.5 29 24-28 Light Yellow 11.5 0.45 46.0 1.81 43.0 1.69 45.5 1.79

Y8-G-F-M50-32 M50x1.5 36 27-32 Anthracite 14.0 0.55 56.0 2.20 53.0 2.09 48.0 1.89

Y8-G-F-M50-34 M50x1.5 36 29-34 Light Blue 14.0 0.55 56.0 2.20 53.0 2.09 48.0 1.89

Y8-G-F-M50-36 M50x1.5 36 32-36 Pink 14.0 0.55 56.0 2.20 53.0 2.09 48.0 1.89

A SP1 SP2 L
Seal Colour

Specifications are subject to change without notice

COLOUR
MATERIAL

TYPE

IP RATING

Y 8 G F BM
THD.TYPE

16
THD. SIZESERIES

8
MAX. 
CABLE RANGE

Polyamide PA6 

  of the sealing inserts for the cable diameters use

• IP 68 up to 10 bar to the cable and pressure screw

• Radially symmetrical soft cable pressing, with no damage to the cable

• Protection against distortion by knurling on the double nipple and sealing insert

• No cable twisting in assembly-disassembly

• Temperature range: -20°C (-4°F) to 120°C (248°F)

• Dome nut & Gland body

• Colour coding of the TPE sealing inserts, this direct assignment and checking 

  L  

  THD

  A 

SP1SP2

HEAD
THD
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SS KGJP.0 01 01.23.14

KGJ Cable Gland, Polyamide

• Integrated anchorage, wide sealing and clamping range, easy to install

• Polyamide PA6 V-2 Dome nut & Gland body

• Polychloroprene-Nitrile rubber CR/NBR Sealing ring

• IP 68 up to 10 bar to the cable and pressure screw

• Temperature range: -20°C (-4°F) to 100°C (212°F)

• Test standard: EN 50262 / UL 514B

  L  

  THD

  A 

SP1
SP2

Order No. THD Cable Range

IP68 Metric mm mm in mm in mm in mm in

K8-G-J-P07-6.5  7 3-6.5 8.0 0.31 15.0 0.59 15.0 0.59 30.5 1.20

K8-G-J-P09-8 9 4-8 8.0 0.31 19.0 0.75 19.0 0.75 34.0 1.34

K8-G-J-P11-10 11 5-10 8.0 0.31 22.0 0.87 22.0 0.87 37.0 1.46

K8-G-J-P13-12 13.5 6-12 9.0 0.35 24.0 0.94 24.0 0.94 39.0 1.54

K8-G-J-P16-14 16 10-14 10.0 0.39 27.0 1.06 27.0 1.06 42.5 1.67

K8-G-J-P21-18 21 13-18 11.0 0.43 33.0 1.30 33.0 1.30 47.5 1.87

K8-G-J-P29-25 29 18-25 11.0 0.43 42.0 1.65 42.0 1.65 53.0 2.09

K8-G-J-P36-32 36 22-32 13.0 0.51 53.0 2.09 53.0 2.09 61.0 2.40

K8-G-J-P42-38 42 30-38 13.0 0.51 60.0 2.36 60.0 2.36 65.0 2.56

K8-G-J-P48-44 48 34-44 14.0 0.55 65.0 2.56 65.0 2.56 67.0 2.64

K8-GL-J-P07-6.5 7 3-6.5 15.0 0.59 15.0 0.59 15.0 0.59 37.5 1.48

K8-GL-J-P09-8 9 4-8 15.0 0.59 19.0 0.75 19.0 0.75 41.0 1.61

K8-GL-J-P11-10 11 5-10 15.0 0.59 22.0 0.87 22.0 0.87 44.0 1.73

K8-GL-J-P13-12 13.5 6-12 15.0 0.59 24.0 0.94 24.0 0.94 45.0 1.77

K8-GL-J-P16-14 16 10-14 15.0 0.59 27.0 1.06 27.0 1.06 47.5 1.87

K8-GL-J-P21-18 21 13-18 15.0 0.59 33.0 1.30 33.0 1.30 51.5 2.03

K8-GL-J-P29-25 29 18-25 15.0 0.59 42.0 1.65 42.0 1.65 57.0 2.24

K8-GL-J-P36-32 36 22-32 18.0 0.71 53.0 2.09 53.0 2.09 66.0 2.60

K8-GR-J-P07-5 7 2-5 8.0 0.31 15.0 0.59 15.0 0.59 30.5 1.20

K8-GR-J-P09-6 9 2-6 8.0 0.31 19.0 0.75 19.0 0.75 34.0 1.34

K8-GR-J-P11-7 11 3-7 8.0 0.31 22.0 0.87 22.0 0.87 37.0 1.46

K8-GR-J-P13-9 13.5 5-9 9.0 0.35 24.0 0.94 24.0 0.94 39.0 1.54

K8-GR-J-P16-12 16 7-12 10.0 0.39 27.0 1.06 27.0 1.06 42.5 1.67

K8-GR-J-P21-16 21 9-16 11.0 0.43 33.0 1.30 33.0 1.30 47.5 1.87

K8-GR-J-P29-20 29 12-20 11.0 0.43 42.0 1.65 42.0 1.65 53.0 2.09

K8-GR-J-P36-26 36 20-26 13.0 0.51 53.0 2.09 53.0 2.09 61.0 2.40

CONNECTING THREAD-LONG

REDUCING SEALING RING FOR SMALL CABLE DIAMETER

A SP1 SP2 L

CONNECTING THREAD-STANDARD LENGTH

Specifications are subject to change without notice

COLOUR
MATERIAL

TYPE

IP RATING

K 8 G

GL
GR

LONG THREAD

REDUCER

J BP
THD.TYPE

16
THD. SIZESERIES

14
MAX. 
CABLE RANGE



SS KGFP.0 01 01.23.14

KGF Cable Gland, Polyamide

Order No. THD HEAD THD Cable Range

IP68 PG PG mm mm in mm in mm in mm in

Y8-G-F-P07-6.5 7 7 4-6.5 Yellow 8.0 0.31 15.0 0.59 15.0 0.59 31.0 1.22

Y8-G-F-P09-6.5 9 9 4-6.5 Yellow 9.0 0.35 19.0 0.75 19.0 0.75 32.0 1.26

Y8-G-F-P09-8 9 9 5-8 Grey 9.0 0.35 19.0 0.75 19.0 0.75 32.0 1.26

Y8-G-F-P09-9.5 9 9 6.5-9.5 Black 9.0 0.35 19.0 0.75 19.0 0.75 32.0 1.26

Y8-G-F-P11-6.5 11 11 4-6.5 Yellow 9.0 0.35 22.0 0.87 22.0 0.87 32.0 1.26

Y8-G-F-P11-8 11 11 5-8 Grey 9.0 0.35 22.0 0.87 22.0 0.87 32.0 1.26

Y8-G-F-P11-9.5 11 11 6.5-9.5 Black 9.0 0.35 22.0 0.87 22.0 0.87 32.0 1.26

Y8-G-F-P11-10.5 11 11 7-10.5 Green 9.0 0.35 22.0 0.87 22.0 0.87 32.0 1.26

Y8-G-F-P13-6.5 13.5 13.5 4-6.5 Yellow 9.0 0.35 24.0 0.94 24.0 0.94 32.0 1.26

Y8-G-F-P13-8 13.5 13.5 5-8 Grey 9.0 0.35 24.0 0.94 24.0 0.94 32.0 1.26

Y8-G-F-P13-9.5 13.5 13.5 6.5-9.5 Black 9.0 0.35 24.0 0.94 24.0 0.94 32.0 1.26

Y8-G-F-P13-10.5 13.5 13.5 7-10.5 Green 9.0 0.35 24.0 0.94 24.0 0.94 32.0 1.26

Y8-G-F-P13-13 13.5 13.5 9-13 Red 9.0 0.35 24.0 0.94 24.0 0.94 32.0 1.26

Y8-G-F-P16-6.5 16 16 4-6.5 Yellow 9.0 0.35 27.0 1.06 27.0 1.06 33.0 1.30

Y8-G-F-P16-8 16 16 5-8 Grey 9.0 0.35 27.0 1.06 27.0 1.06 33.0 1.30

Y8-G-F-P16-9.5 16 16 6.5-9.5 Black 9.0 0.35 27.0 1.06 27.0 1.06 33.0 1.30

Y8-G-F-P16-10.5 16 16 7-10.5 Green 9.0 0.35 27.0 1.06 27.0 1.06 33.0 1.30

Y8-G-F-P16-13 16 16 9-13 Red 9.0 0.35 27.0 1.06 27.0 1.06 33.0 1.30

Y8-G-F-P16-15.5 16 16 11.5-15.5 White 9.0 0.35 27.0 1.06 27.0 1.06 33.0 1.30

Y8-G-F-P16-10.5 21 21 7-10.5 Green 11.0 0.43 33.0 1.30 33.0 1.30 40.0 1.57

Y8-G-F-P21-13 21 21 9-13 Red 11.0 0.43 33.0 1.30 33.0 1.30 40.0 1.57

Y8-G-F-P21-15.5 21 21 11.5-15.5 White 11.0 0.43 33.0 1.30 33.0 1.30 40.0 1.57

Y8-G-F-P21-15.5 21 21 14-18 Blue 11.0 0.43 33.0 1.30 33.0 1.30 40.0 1.57

Y8-G-F-P21-20.5 21 21 17-20.5 Brown 11.0 0.43 33.0 1.30 33.0 1.30 40.0 1.57

Y8-G-F-P29-15.5 29 29 11.5-15.5 White 11.0 0.43 43.0 1.69 43.0 1.69 44.0 1.73

Y8-G-F-P29-18 29 29 14-18 Blue 11.0 0.43 43.0 1.69 43.0 1.69 44.0 1.73

Y8-G-F-P29-20.5 29 29 17-20.5 Brown 11.0 0.43 43.0 1.69 43.0 1.69 44.0 1.73

Y8-G-F-P29-25 29 29 20-25 Orange 11.0 0.43 43.0 1.69 43.0 1.69 44.0 1.73

Y8-G-F-P29-28 29 29 24-28 Light Yellow 11.0 0.43 43.0 1.69 43.0 1.69 44.0 1.73

Y8-G-F-P36-32 36 36 27-32 Anthracite 14.0 0.55 43.0 1.69 43.0 1.69 47.0 1.85

Y8-G-F-P36-34 36 36 29-34 Light Blue 14.0 0.55 43.0 1.69 43.0 1.69 47.0 1.85

Y8-G-F-P36-36 36 36 32-36 Pink 14.0 0.55 43.0 1.69 43.0 1.69 47.0 1.85

Y8-G-F-P42-40 42 42 36-40 White 15.0 0.59 57.0 2.24 57.0 2.24 53.0 2.09

Y8-G-F-P48-44 48 48 39-44 White 15.0 0.59 64.0 2.52 64.0 2.52 53.0 2.09

A SP1 SP2 L
Seal Colour

Specifications are subject to change without notice

COLOUR
MATERIAL

TYPE

IP RATING

Y 8 G F BM
THD.TYPE

16
THD. SIZESERIES

8
MAX. 
CABLE RANGE

Polyamide PA6 

  of the sealing inserts for the cable diameters use

• IP 68 up to 10 bar to the cable and pressure screw

• Radially symmetrical soft cable pressing, with no damage to the cable

• Protection against distortion by knurling on the double nipple and sealing insert

• No cable twisting in assembly-disassembly

• Temperature range: -20°C (-4°F) to 

• Dome nut & Gland body

• Colour coding of the TPE sealing inserts, this direct assignment and checking 

120°C (248°F)
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SS KGJN.0 01 01.23.14

KGJ Cable Gland, Polyamide

• Integrated anchorage, wide sealing and clamping range, easy to install

• Polyamide PA6 V-2 Dome nut & Gland body

• Polychloroprene-Nitrile rubber CR/NBR Sealing ring

• IP 68 up to 10 bar to the cable and pressure screw

• Temperature range: -20°C (-4°F) to 100°C (212°F)

• Test standard: EN 50262 / UL 514B

  L  

  THD

  A 

SP1
SP2

Order No. THD Cable Range

IP68 NPT mm mm in mm in mm in mm in

K8-G-J-N01-10 3/8 5-10 15.5 0.61 22.0 0.87 22.0 0.87 44.5 1.75

K8-G-J-N02-12 1/2 6-12 14.5 0.57 24.0 0.94 24.0 0.94 45.0 1.77

K8-G-J-N02-14 1/2 10-14 15.0 0.59 27.0 1.06 27.0 1.06 47.5 1.87

K8-G-J-N04-18 3/4 14-18 15.0 0.59 33.0 1.30 33.0 1.30 52.0 2.05

K8-G-J-N06-25 1 19-25 18.0 0.71 42.0 1.65 42.0 1.65 60.5 2.38

K8-G-J-N07-32 1-1/4 22-32 18.0 0.71 53.0 2.09 53.0 2.09 69.5 2.74

K8-GR-J-N01-7 3/8 3-7 15.5 0.61 22.0 0.87 22.0 0.87 44.5 1.75

K8-GR-J-N02-9 1/2 5-9 14.5 0.57 24.0 0.94 24.0 0.94 45.0 1.77

K8-GR-J-N02-12 1/2 7-12 15.0 0.59 27.0 1.06 27.0 1.06 47.5 1.87

K8-GR-J-N04-16 3/4 9-16 15.0 0.59 33.0 1.30 33.0 1.30 52.0 2.05

K8-GR-J-N06-20 1 12-20 18.0 0.71 42.0 1.65 42.0 1.65 60.5 2.38

K8-GR-J-N07-26 1-1/4 20-26 18.0 0.71 53.0 2.09 53.0 2.09 69.5 2.74

A SP1 SP2 L

CONNECTING THREAD-STANDARD LENGTH

REDUCING SEALING RING FOR SMALL CABLE DIAMETER

Specifications are subject to change without notice
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SS KGFJM.0 01 01.23.14

KGFJ Spiral Head, Cable Gland, Polyamide

• For movable flexible cables, with spiral head

• Integrated anchorage, wide sealing and clamping range, easy to install

• Polyamide PA6 V-2 Dome nut & Gland body

• Polychloroprene-Nitrile rubber CR/NBR Sealing ring

• IP 68 up to 10 bar to the cable and pressure screw

• Temperature range: -20°C (-4°F) to 100°C (212°F)

• Test standard: EN 50262 / UL 514B

Order No. THD Cable Range

IP68 Metric mm mm in mm in mm in mm in

K8-GF-J-M12-6.5 M12x1.5 3-6.5 8.0 0.31 15.0 0.59 15.0 0.59 63.5 2.50

K8-GF-J-M16-10 M16x1.5 5-10 15.0 0.59 22.0 0.87 22.0 0.87 94.5 3.72

K8-GF-J-M20-12 M20x1.5 6-12 11.0 0.43 24.0 0.94 24.0 0.94 101.5 4.00

K8-GF-J-M20-14 M20x1.5 10-14 15.0 0.59 27.0 1.06 27.0 1.06 116.0 4.57

K8-GF-J-M25-18 M25x1.5 13-18 15.0 0.59 33.0 1.30 33.0 1.30 132.5 5.22

A SP1 SP2 L

Specifications are subject to change without notice
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SS WGEJM.0 01 01.23.14

WGEJ Elbow Cable Gland, Polyamide

Order No. THD Cable Range

IP68 Metric mm mm in mm in mm in

W5-GE-J-M16-9 M16x1.5 5 - 9 12.0 0.47 16.0 0.63 38.0 1.50

W5-GE-J-M20-12 M20x1.5 7 - 12 12.0 0.47 20.0 0.79 42.0 1.65

W5-GE-J-M25-15 M25x1.5 8.5 - 15 12.0 0.47 25.0 0.98 48.5 1.91

W5-GE-J-M32-20 M32x1.5 14 - 20 12.0 0.47 32.0 1.26 57.5 2.26

A SP L

Specifications are subject to change without notice

COLOUR
MATERIAL

TYPE

IP RATING

W 5 GE J BM
THD.TYPE

20
THD. SIZESERIES

10
MAX. 
CABLE RANGE

For application in installation areas with small amounts of space.

• Polyamide PA6 GF30

• SBR/NBR, multiple perforation Sealing ring

• Steel, zinc-plated Washer

• IP 55 rating to the cable and pressure screw

• Temperature range: -20°C (-4°F) to 100°C (212°F)

• 

L

A

SP



SS KGFJP.0 01 01.23.14

KGFJ Spiral Head, Cable Gland, Polyamide

• For movable flexible cables, with spiral head

• Integrated anchorage, wide sealing and clamping range, easy to install

• Polyamide PA6 V-2 Dome nut & Gland body

• Polychloroprene-Nitrile rubber CR/NBR Sealing ring

• IP 68 up to 10 bar to the cable and pressure screw

• Temperature range: -20°C (-4°F) to 100°C (212°F)

• Test standard: EN 50262 / UL 514B

Order No. THD Cable Range

IP68 PG mm mm in mm in mm in mm in

K8-GF-J-P07-6.5 7 3-6.5 8.0 0.31 15.0 0.59 15.0 0.59 63.0 2.48

K8-GF-J-P09-8 9 4-8 8.0 0.31 19.0 0.75 19.0 0.75 74.0 2.91

K8-GF-J-P11-10 11 5-10 8.0 0.31 22.0 0.87 22.0 0.87 87.0 3.43

K8-GF-J-P13-12 13.5 6-12 9.0 0.35 24.0 0.94 24.0 0.94 98.0 3.86

K8-GF-J-P16-14 16 10-14 10.0 0.39 27.0 1.06 27.0 1.06 112.0 4.41

K8-GF-J-P21-18 21 13-18 11.0 0.43 33.0 1.30 33.0 1.30 130.0 5.12

A SP1 SP2 L

Specifications are subject to change without notice
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SS KGEJP.0 01 01.23.14

KGEJ Elbow, Cable Gland, Polyamide

Integrated anchorage, wide sealing and clamping range, easy to install

• Polyamide PA6 V-2 Dome nut & Gland body

• Polychloroprene-Nitrile rubber CR/NBR Sealing ring

• IP 68 up to 10 bar to the cable and pressure screw

• Temperature range: -20°C (-4°F) to 100°C (212°F)

• 

Order No. THD Cable Range

IP68 PG mm mm in mm in mm in mm in

K8-GE-J-P07-8 7 4-8 8.0 0.31 15.0 0.59 15.0 0.59 34.0 1.34

K8-GE-J-P09-10 9 5-10 8.0 0.31 19.0 0.75 19.0 0.75 37.0 1.46

K8-GE-J-P11-12 11 6-12 8.0 0.31 22.0 0.87 22.0 0.87 39.5 1.56

K8-GE-J-P13-14 13.5 10-14 9.0 0.35 24.0 0.94 24.0 0.94 43.0 1.69

K8-GE-J-P16-17 16 11-17 10.0 0.39 27.0 1.06 27.0 1.06 48.0 1.89

K8-GE-J-P21-21 21 15-21 11.0 0.43 33.0 1.30 33.0 1.30 57.0 2.24

K8-GE-J-P29-28 29 21-28 11.0 0.43 42.0 1.65 42.0 1.65 68.0 2.68

A SP1 SP2 L

Specifications are subject to change without notice
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SS NGJM.0 01 01.23.14

NGJ Cable Gland, Metal

• Integrated anchorage, wide sealing and clamping range, easy to install

• Protection against twisting

• Nickel-plated brass Dome nut & Gland body

• Polychloroprene-Nitrile rubber CR/NBR Sealing ring

• IP 68 up to 10 bar to the cable and pressure screw

• Temperature range: -20°C (-4°F) to 100°C (212°F)

• Test standard: EN 50262 / UL 514B

Order No. THD Cable Range

IP68 Metric mm mm in mm in mm in mm in

N8-G-J-M12-6 M12x1.5 3-6 5.0 0.20 14.0 0.55 14.0 0.55 25.0 0.98

N8-G-J-M16-9 M16x1.5 5-9 5.0 0.20 17.0 0.67 17.0 0.67 30.0 1.18

N8-G-J-M20-13 M20x1.5 9-13 6.0 0.24 22.0 0.87 22.0 0.87 33.5 1.32

N8-G-J-M25-16 M25x1.5 11-16 7.0 0.28 27.0 1.06 27.0 1.06 36.5 1.44

N8-G-J-M32-21 M32x1.5 14-21 8.0 0.31 34.0 1.34 34.0 1.34 38.0 1.50

N8-G-J-M40-27 M40x1.5 19-27 8.0 0.31 43.0 1.69 43.0 1.69 41.0 1.61

N8-G-J-M50-35 M50x1.5 24-35 9.0 0.35 55.0 2.17 55.0 2.17 49.5 1.95

N8-G-J-M63-42 M63x1.5 32-42 10.0 0.39 65.0 2.56 65.0 2.56 52.5 2.07

N8-G-J-M63-48 M63x1.5 38-48 10.0 0.39 65.0 2.56 65.0 2.56 52.5 2.07

N8-GL-J-M12-6 M12x1.5 3-6 10.0 0.39 14.0 0.55 14.0 0.55 30.0 1.18

N8-GL-J-M16-9 M16x1.5 5-9 10.0 0.39 17.0 0.67 17.0 0.67 35.0 1.38

N8-GL-J-M20-13 M20x1.5 9-13 10.0 0.39 22.0 0.87 22.0 0.87 37.5 1.48

N8-GL-J-M25-16 M25x1.5 11-16 11.0 0.43 27.0 1.06 27.0 1.06 40.5 1.59

N8-GL-J-M32-21 M32x1.5 14-21 13.0 0.51 34.0 1.34 34.0 1.34 43.0 1.69

N8-GL-J-M40-27 M40x1.5 19-27 13.0 0.51 43.0 1.69 43.0 1.69 46.0 1.81

N8-GL-J-M50-35 M50x1.5 24-35 14.0 0.55 55.0 2.17 55.0 2.17 54.5 2.15

N8-GL-J-M63-42 M63x1.5 32-42 14.0 0.55 65.0 2.56 65.0 2.56 56.5 2.22

N8-GL-J-M63-48 M63x1.5 38-48 14.0 0.55 65.0 2.56 65.0 2.56 56.5 2.22

N8-GR-J-M12-5 M12x1.5 2-5 5.0 0.20 14.0 0.55 14.0 0.55 25.0 0.98

N8-GR-J-M16-9 M16x1.5 3-9 5.0 0.20 17.0 0.67 17.0 0.67 30.0 1.18

N8-GR-J-M20-13 M20x1.5 5-13 6.0 0.24 22.0 0.87 22.0 0.87 33.5 1.32

N8-GR-J-M25-16 M25x1.5 8-16 7.0 0.28 27.0 1.06 27.0 1.06 36.5 1.44

N8-GR-J-M32-21 M32x1.5 12-21 8.0 0.31 34.0 1.34 34.0 1.34 38.0 1.50

N8-GR-J-M40-27 M40x1.5 16-27 8.0 0.31 43.0 1.69 43.0 1.69 41.0 1.61

N8-GR-J-M50-35 M50x1.5 21-35 9.0 0.35 55.0 2.17 55.0 2.17 49.5 1.95

N8-GR-J-M63-48 M63x1.5 27-48 10.0 0.39 65.0 2.56 65.0 2.56 52.5 2.07

A SP1 SP2 L

CONNECTING THREAD-STANDARD LENGTH
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SS SGJM.0 01 01.23.14

SGJ Cable Gland, Metal

• Integrated anchorage, wide sealing and clamping range, easy to install

• Protection against twisting

• Stainless Steel (1.4305) Dome nut & Gland body

• Polychloroprene-Nitrile rubber CR/NBR Sealing ring

• IP 68 up to 10 bar to the cable and pressure screw

• Temperature range: -20°C (-4°F) to 100°C (212°F)

• Test standard: UL 514B

Order No. THD Cable Range

IP68 Metric mm mm in mm in mm in mm in

S8-G-J-M12-6 M12x1.5 3-6 5.0 0.20 14.0 0.55 14.0 0.55 25.0 0.98

S8-G-J-M16-9 M16x1.5 5-9 5.0 0.20 17.0 0.67 17.0 0.67 30.0 1.18

S8-G-J-M20-13 M20x1.5 9-13 6.0 0.24 22.0 0.87 22.0 0.87 33.5 1.32

S8-G-J-M25-16 M25x1.5 11-16 7.0 0.28 27.0 1.06 27.0 1.06 36.5 1.44

S8-G-J-M32-21 M32x1.5 14-21 8.0 0.31 34.0 1.34 34.0 1.34 38.0 1.50

S8-G-J-M40-27 M40x1.5 19-27 8.0 0.31 43.0 1.69 43.0 1.69 41.0 1.61

S8-G-J-M50-35 M50x1.5 24-35 9.0 0.35 55.0 2.17 55.0 2.17 49.5 1.95

S8-G-J-M63-42 M63x1.5 32-42 10.0 0.39 65.0 2.56 65.0 2.56 52.5 2.07

A SP1 SP2 L

CONNECTING THREAD-STANDARD LENGTH
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SS NGJP.0 01 01.23.14

NGJ Cable Gland, Metal

• Integrated anchorage, wide sealing and clamping range, easy to install

• Protection against twisting

• Nickel-plated brass Dome nut & Gland body

• Polychloroprene-Nitrile rubber CR/NBR Sealing ring

• IP 68 up to 10 bar to the cable and pressure screw

• Temperature range: -20°C (-4°F) to 100°C (212°F)

Order No. THD Cable Range

IP68 PG mm mm in mm in mm in mm in

N8-G-J-P07-6.5 7 3-6.5 5.0 0.20 14.0 0.55 14.0 0.55 24.0 0.94

N8-G-J-P09-8 9 4-8 6.0 0.24 17.0 0.67 17.0 0.67 29.0 1.14

N8-G-J-P11-10 11 5-10 6.0 0.24 20.0 0.79 20.0 0.79 29.5 1.16

N8-G-J-P13-12 13.5 6-12 6.5 0.26 22.0 0.87 22.0 0.87 31.5 1.24

N8-G-J-P16-14 16 10-14 6.5 0.26 24.0 0.94 24.0 0.94 31.5 1.24

N8-G-J-P21-18 21 13-18 7.0 0.28 30.0 1.18 30.0 1.18 34.0 1.34

N8-G-J-P29-25 29 18-25 8.0 0.31 40.0 1.57 40.0 1.57 39.0 1.54

N8-G-J-P36-32 36 24-32 9.0 0.35 50.0 1.97 50.0 1.97 45.0 1.77

N8-G-J-P42-38 42 30-38 10.0 0.39 57.0 2.24 57.0 2.24 49.0 1.93

N8-G-J-P48-44 48 34-44 10.0 0.39 64.0 2.52 64.0 2.52 52.0 2.05

N8-GL-J-P07-6.5 7 3-6.5 15.0 0.59 14.0 0.55 14.0 0.55 34.0 1.34

N8-GL-J-P09-8 9 4-8 15.0 0.59 17.0 0.67 17.0 0.67 38.0 1.50

N8-GL-J-P11-10 11 5-10 15.0 0.59 20.0 0.79 20.0 0.79 38.5 1.52

N8-GL-J-P13-12 13.5 6-12 15.0 0.59 22.0 0.87 22.0 0.87 40.0 1.57

N8-GL-J-P16-14 16 10-14 15.0 0.59 24.0 0.94 24.0 0.94 40.0 1.57

N8-GL-J-P21-18 21 13-18 15.0 0.59 30.0 1.18 30.0 1.18 42.0 1.65

N8-GL-J-P29-25 29 18-25 15.0 0.59 40.0 1.57 40.0 1.57 46.0 1.81

N8-GR-J-P07-5 7 2-5 5.0 0.20 14.0 0.55 14.0 0.55 24.0 0.94

N8-GR-J-P09-6 9 2-6 6.0 0.24 17.0 0.67 17.0 0.67 29.0 1.14

N8-GR-J-P11-7 11 3-7 6.0 0.24 20.0 0.79 20.0 0.79 29.5 1.16

N8-GR-J-P13-9 13.5 5-9 6.5 0.26 22.0 0.87 22.0 0.87 31.5 1.24

N8-GR-J-P16-12 16 7-12 6.5 0.26 24.0 0.94 24.0 0.94 31.5 1.24

N8-GR-J-P21-16 21 9-16 7.0 0.28 30.0 1.18 30.0 1.18 34.0 1.34

N8-GR-J-P29-20 29 12-20 8.0 0.31 40.0 1.57 40.0 1.57 39.0 1.54

N8-GR-J-P36-26 36 20-26 9.0 0.35 50.0 1.97 50.0 1.97 45.0 1.77

CONNECTING THREAD-LONG

REDUCING SEALING RING FOR SMALL CABLE DIAMETER

A SP1 SP2 L
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SS NGLN.0 01 01.23.14

NGL Cable Gland, Metal

• Integrated anchorage, wide sealing and clamping range, easy to install

• Protection against twisting

• Nickel-plated brass Dome nut & Gland body

• Polychloroprene-Nitrile rubber CR/NBR Sealing ring

• IP 68 up to 10 bar to the cable and pressure screw

• Temperature range: -20°C (-4°F) to 100°C (212°F)

Order No. THD Cable Range

IP68 NPT mm mm in mm in mm in mm in

N8-G-L-N00-7  1/4 3.5-7 15.0 0.59 16.0 0.63 16.0 0.63 36.0 1.42

N8-G-L-N01-10  3/8 4.5-10 15.0 0.59 20.0 0.79 20.0 0.79 39.7 1.56

N8-G-L-N02-13  1/2 7-13 15.0 0.59 24.0 0.94 24.0 0.94 42.5 1.67

N8-G-L-N04-17  3/4 9-17 15.0 0.59 29.0 1.14 29.0 1.14 44.5 1.75

N8-G-L-N06-21 1    11-21 17.0 0.67 36.0 1.42 36.0 1.42 49.0 1.93

N8-G-L-N07-28 1 1/4 19-28 17.0 0.67 45.0 1.77 45.0 1.77 57.5 2.26

N8-G-L-N08-35 1 1/2 27-35 17.0 0.67 54.0 2.13 54.0 2.13 61.5 2.42

N8-G-L-N09-45 2    34-45 17.0 0.67 67.0 2.64 67.0 2.64 63.5 2.50

N8-GR-L-N00-5  1/4 1-5 15.0 0.59 16.0 0.63 16.0 0.63 36.0 1.42

N8-GR-L-N01-7  3/8 2-7 15.0 0.59 20.0 0.79 20.0 0.79 39.7 1.56

N8-GR-L-N02-10  1/2 5-10 15.0 0.59 24.0 0.94 24.0 0.94 42.5 1.67

N8-GR-L-N04-13  3/4 6-13 15.0 0.59 29.0 1.14 29.0 1.14 44.5 1.75

N8-GR-L-N06-15 1    7-15 17.0 0.67 36.0 1.42 36.0 1.42 49.0 1.93

N8-GR-L-N07-23 1 1/4 15-23 17.0 0.67 45.0 1.77 45.0 1.77 57.5 2.26

N8-GR-L-N08-29 1 1/2 22-29 17.0 0.67 54.0 2.13 54.0 2.13 61.5 2.42

N8-GR-L-N09-39 2    28-39 17.0 0.67 67.0 2.64 67 2.64 63.5 2.50

REDUCING SEALING RING FOR SMALL CABLE DIAMETER

A SP1 SP2 L
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SS NGFM.0 01 01.23.14

NGF Cable Gland, Metal

Specifications are subject to change without notice
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  of the sealing inserts for the cable diameters use

• IP 68 up to 10 bar to the cable and pressure screw

• Radially symmetrical soft cable pressing, with no damage to the cable

• Protection against distortion by knurling on the double nipple and sealing insert

• No cable twisting in assembly-disassembly

• Temperature range: -20°C (-4°F) to 130°C (266°F)

• 

• Colour coding of the TPE sealing inserts, this direct assignment and checking 

Nickel-plated brass Dome nut & Gland body

  L  

  THD

  A 

SP1SP2

HEAD
THD

O-ring

Order No. THD HEAD THD Cable Range Seal

IP68 Metric PG mm Colour mm in mm in mm in mm in

N8-G-F-M12-6.5 M12x1.5 7 4-6.5 Yellow 5.0 0.20 14.0 0.55 14.0 0.55 25.0 0.98

N8-G-F-M16-6.5 M16x1.5 9 4-6.5 Yellow 6.0 0.24 18.0 0.71 17.0 0.67 26.0 1.02

N8-G-F-M16-8 M16x1.5 9 5-8 Grey 6.0 0.24 18.0 0.71 17.0 0.67 26.0 1.02

N8-G-F-M16-9.5 M16x1.5 9 6.5-9.5 Black 6.0 0.24 18.0 0.71 17.0 0.67 26.0 1.02

N8-G-F-M20-6.5 M20x1.5 13.5 4-6.5 Yellow 6.5 0.26 22.0 0.87 22.0 0.87 26.5 1.04

N8-G-F-M20-8 M20x1.5 13.5 5-8 Grey 6.5 0.26 22.0 0.87 22.0 0.87 26.5 1.04

N8-G-F-M20-9.5 M20x1.5 13.5 6.5-9.5 Black 6.5 0.26 22.0 0.87 22.0 0.87 26.5 1.04

N8-G-F-M20-10.5 M20x1.5 13.5 7-10.5 Green 6.5 0.26 22.0 0.87 22.0 0.87 26.5 1.04

N8-G-F-M20-13 M20x1.5 13.5 9-13 Red 6.5 0.26 22.0 0.87 22.0 0.87 26.5 1.04

N8-G-F-M25-6.5 M25x1.5 16 4.5-6.5 Yellow 7.5 0.30 28.0 1.10 24.0 0.94 28.5 1.12

N8-G-F-M25-8 M25x1.5 16 5-8 Grey 7.5 0.30 28.0 1.10 24.0 0.94 28.5 1.12

N8-G-F-M25-9.5 M25x1.5 16 6.5-9.5 Black 7.5 0.30 28.0 1.10 24.0 0.94 28.5 1.12

N8-G-F-M25-10.5 M25x1.5 16 7-10.5 Green 7.5 0.30 28.0 1.10 24.0 0.94 28.5 1.12

N8-G-F-M25-13 M25x1.5 16 9-13 Red 7.5 0.30 28.0 1.10 24.0 0.94 28.5 1.12

N8-G-F-M25-15.5 M25x1.5 16 11.5-15.5 White 7.5 0.30 28.0 1.10 24.0 0.94 28.5 1.12

N8-G-F-M32-10.5 M32x1.5 21 7-10.5 Green 8.0 0.31 35.0 1.38 30.0 1.18 33.0 1.30

N8-G-F-M32-13 M32x1.5 21 9-13 Red 8.0 0.31 35.0 1.38 30.0 1.18 33.0 1.30

N8-G-F-M32-15.5 M32x1.5 21 11.5-15.5 White 8.0 0.31 35.0 1.38 30.0 1.18 33.0 1.30

N8-G-F-M32-18 M32x1.5 21 14-18 Blue 8.0 0.31 35.0 1.38 30.0 1.18 33.0 1.30

N8-G-F-M32-20.5 M32x1.5 21 17-20.5 Brown 8.0 0.31 35.0 1.38 30.0 1.18 33.0 1.30

N8-G-F-M40-15.5 M40x1.5 29 11.5-15.5 White 8.0 0.31 43.0 1.69 40.0 1.57 33.0 1.30

N8-G-F-M40-18 M40x1.5 29 14-18 Blue 8.0 0.31 43.0 1.69 40.0 1.57 33.0 1.30

N8-G-F-M40-20.5 M40x1.5 29 17-20.5 Brown 8.0 0.31 43.0 1.69 40.0 1.57 33.0 1.30

N8-G-F-M40-25 M40x1.5 29 20-25 Orange 8.0 0.31 43.0 1.69 40.0 1.57 33.0 1.30

N8-G-F-M40-28 M40x1.5 29 24-28 Light Yellow 8.0 0.31 43.0 1.69 40.0 1.57 33.0 1.30

N8-G-F-M50-32 M50x1.5 36 27-32 Anthracite 10.0 0.39 54.0 2.13 50.0 1.97 38.0 1.50

N8-G-F-M50-34 M50x1.5 36 29-34 Light Blue 10.0 0.39 54.0 2.13 50.0 1.97 38.0 1.50

N8-G-F-M50-36 M50x1.5 36 32-36 Pink 10.0 0.39 54.0 2.13 50.0 1.97 38.0 1.50

N8-G-F-M50-40 M50x1.5 42 36-40 White 10.0 0.39 57.0 2.24 57.0 2.24 40.0 1.57

N8-G-F-M63-44 M63x1.5 48 39-44 White 10.0 0.39 68.0 2.68 64.0 2.52 40.0 1.57

A SP1 SP2 L



SS NGFP.0 01 01.23.14

NGF Cable Gland, Metal

Specifications are subject to change without notice

COLOUR
MATERIAL

TYPE

IP RATING

N 8 G F BP
THD.TYPE

16
THD. SIZESERIES

8
MAX. 
CABLE RANGE

  of the sealing inserts for the cable diameters use

• IP 68 up to 10 bar to the cable and pressure screw

• Radially symmetrical soft cable pressing, with no damage to the cable

• Protection against distortion by knurling on the double nipple and sealing insert

• No cable twisting in assembly-disassembly

• Temperature range: -20°C (-4°F) to 130°C (266°F)

• 

• Colour coding of the TPE sealing inserts, this direct assignment and checking 

Nickel-plated brass Dome nut & Gland body

  L  

  THD

  A 

SP1SP2

HEAD
THD

O-ring

Order No. THD HEAD THD Cable Range

IP68 PG PG mm mm in mm in mm in mm in

N8-G-F-P07-6.5 7 7 4-6.5 Yellow 5.0 0.20 14.0 0.55 14.0 0.55 25.0 0.98

N8-G-F-P09-6.5 9 9 4-6.5 Yellow 6.0 0.24 17.0 0.67 17.0 0.67 26.0 1.02

N8-G-F-P09-8 9 9 5-8 Grey 6.0 0.24 17.0 0.67 17.0 0.67 26.0 1.02

N8-G-F-P09-9.5 9 9 6.5-9.5 Black 6.0 0.24 17.0 0.67 17.0 0.67 26.0 1.02

N8-G-F-P11-6.5 11 11 4-6.5 Yellow 6.0 0.24 20.0 0.79 20.0 0.79 25.0 0.98

N8-G-F-P11-8 11 11 5-8 Grey 6.0 0.24 20.0 0.79 20.0 0.79 26.0 1.02

N8-G-F-P11-9.5 11 11 6.5-9.5 Black 6.0 0.24 20.0 0.79 20.0 0.79 26.0 1.02

N8-G-F-P11-10.5 11 11 7-10.5 Green 6.0 0.24 20.0 0.79 20.0 0.79 26.0 1.02

N8-G-F-P13-6.5 13.5 13.5 4-6.5 Yellow 6.5 0.26 22.0 0.87 22.0 0.87 27.5 1.08

N8-G-F-P13-8 13.5 13.5 5-8 Grey 6.5 0.26 22.0 0.87 22.0 0.87 27.5 1.08

N8-G-F-P13-9.5 13.5 13.5 6.5-9.5 Black 6.5 0.26 22.0 0.87 22.0 0.87 27.5 1.08

N8-G-F-P13-10.5 13.5 13.5 7-10.5 Green 6.5 0.26 22.0 0.87 22.0 0.87 27.5 1.08

N8-G-F-P13-13 13.5 13.5 9-13 Red 6.5 0.26 22.0 0.87 22.0 0.87 27.5 1.08

N8-G-F-P16-6.5 16 16 4.5-6.5 Yellow 6.5 0.26 24.0 0.94 24.0 0.94 27.5 1.08

N8-G-F-P16-8 16 16 5-8 Grey 6.5 0.26 24.0 0.94 24.0 0.94 27.5 1.08

N8-G-F-P16-9.5 16 16 6.5-9.5 Black 6.5 0.26 24.0 0.94 24.0 0.94 27.5 1.08

N8-G-F-P16-10.5 16 16 7-10.5 Green 6.5 0.26 24.0 0.94 24.0 0.94 27.5 1.08

N8-G-F-P16-13 16 16 9-13 Red 6.5 0.26 24.0 0.94 24.0 0.94 27.5 1.08

N8-G-F-P16-15.5 16 16 11.5-15.5 White 6.5 0.26 24.0 0.94 24.0 0.94 27.5 1.08

N8-G-F-P21-10.5 21 21 7-10.5 Green 7.0 0.28 30.0 1.18 30.0 1.18 32.0 1.26

N8-G-F-P21-13 21 21 9-13 Red 7.0 0.28 30.0 1.18 30.0 1.18 32.0 1.26

N8-G-F-P21-15.5 21 21 11.5-15.5 White 7.0 0.28 30.0 1.18 30.0 1.18 32.0 1.26

N8-G-F-P21-18 21 21 14-18 Blue 7.0 0.28 30.0 1.18 30.0 1.18 32.0 1.26

N8-G-F-P21-20.5 21 21 17-20.5 Brown 7.0 0.28 30.0 1.18 30.0 1.18 32.0 1.26

N8-G-F-P29-15.5 29 29 11.5-15.5 White 8.0 0.31 40.0 1.57 40.0 1.57 35.0 1.38

N8-G-F-P29-18 29 29 14-18 Blue 8.0 0.31 40.0 1.57 40.0 1.57 35.0 1.38

N8-G-F-P29-20.5 29 29 17-20.5 Brown 8.0 0.31 40.0 1.57 40.0 1.57 35.0 1.38

N8-G-F-P29-25 29 29 20-25 Orange 8.0 0.31 40.0 1.57 40.0 1.57 35.0 1.38

N8-G-F-P29-28 29 29 24-28 Light Yellow 8.0 0.31 40.0 1.57 40.0 1.57 35.0 1.38

N8-G-F-P36-32 36 36 27-32 Anthracite 9.0 0.35 50.0 1.97 50.0 1.97 37.0 1.46

N8-G-F-P36-34 36 36 29-34 Light Blue 9.0 0.35 50.0 1.97 50.0 1.97 37.0 1.46

N8-G-F-P36-36 36 36 32-36 Pink 9.0 0.35 50.0 1.97 50.0 1.97 37.0 1.46

N8-G-F-P36-40 42 42 36-40 White 10.0 0.39 57.0 2.24 57.0 2.24 40.0 1.57

N8-G-F-P48-44 48 48 39-44 White 10.0 0.39 64.0 2.52 64.0 2.52 40.0 1.57

A SP1 SP2 LSeal 
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SS NGFN.0 01 01.23.14

NGF Cable Gland, Metal

Specifications are subject to change without notice

COLOUR
MATERIAL

TYPE

IP RATING

N 8 G F BP
THD.TYPE

16
THD. SIZESERIES

8
MAX. 
CABLE RANGE

  of the sealing inserts for the cable diameters use

• IP 68 up to 10 bar to the cable and pressure screw

• Radially symmetrical soft cable pressing, with no damage to the cable

• Protection against distortion by knurling on the double nipple and sealing insert

• No cable twisting in assembly-disassembly

• Temperature range: -20°C (-4°F) to 130°C (266°F)

• 

• Colour coding of the TPE sealing inserts, this direct assignment and checking 

Nickel-plated brass Dome nut & Gland body

  L  

  THD

  A 

SP1SP2

HEAD
THD

O-ring

Order No. THD HEAD THD Cable Range

IP68 NPT PG mm mm in mm in mm in mm in

N8-G-F-N01-6.5 3/8 11 4-6.5 Yellow 13.0 0.51 20.0 0.79 20.0 0.79 41.0 1.61

N8-G-F-N01-8 3/8 11 5-8 Grey 13.0 0.51 20.0 0.79 20.0 0.79 41.0 1.61

N8-G-F-N01-9.5 3/8 11 6.5-9.5 Black 13.0 0.51 20.0 0.79 20.0 0.79 41.0 1.61

N8-G-F-N01-10.5 3/8 11 7-10.5 Green 13.0 0.51 20.0 0.79 20.0 0.79 41.0 1.61

N8-G-F-N02-6.5 1/2 16 4-6.5 Yellow 16.0 0.63 24.0 0.94 24.0 0.94 44.0 1.73

N8-G-F-N02-8 1/2 16 5-8 Grey 16.0 0.63 24.0 0.94 24.0 0.94 44.0 1.73

N8-G-F-N02-9.5 1/2 16 6.5-9.5 Black 16.0 0.63 24.0 0.94 24.0 0.94 44.0 1.73

N8-G-F-N02-10.5 1/2 16 7-10.5 Green 16.0 0.63 24.0 0.94 24.0 0.94 44.0 1.73

N8-G-F-N02-13 1/2 16 9-13 Red 16.0 0.63 24.0 0.94 24.0 0.94 44.0 1.73

N8-G-F-N02-15.5 1/2 16 11.5-15.5 White 16.0 0.63 24.0 0.94 24.0 0.94 44.0 1.73

N8-G-F-N04-10.5 3/4 21 7-10.5 Green 16.0 0.63 30.0 1.18 30.0 1.18 50.0 1.97

N8-G-F-N04-13 3/4 21 9-13 Red 16.0 0.63 30.0 1.18 30.0 1.18 50.0 1.97

N8-G-F-N04-15.5 3/4 21 11.5-15.5 White 16.0 0.63 30.0 1.18 30.0 1.18 50.0 1.97

N8-G-F-N04-18 3/4 21 14-18 Blue 16.0 0.63 30.0 1.18 30.0 1.18 50.0 1.97

N8-G-F-N04-20.5 3/4 21 17-20.5 Brown 16.0 0.63 30.0 1.18 30.0 1.18 50.0 1.97

N8-G-F-N06-15.5 1 29 11.5-15.5 White 20.0 0.79 40.0 1.57 40.0 1.57 58.0 2.28

N8-G-F-N06-18 1 29 14-18 Blue 20.0 0.79 40.0 1.57 40.0 1.57 58.0 2.28

N8-G-F-N06-20.5 1 29 17-20.5 Brown 20.0 0.79 40.0 1.57 40.0 1.57 58.0 2.28

N8-G-F-N06-25 1 29 20-25 Orange 20.0 0.79 40.0 1.57 40.0 1.57 58.0 2.28

N8-G-F-N06-28 1 29 24-28 Light Yellow 20.0 0.79 40.0 1.57 40.0 1.57 58.0 2.28

N8-G-F-N07-32 1-1/4 29 27-32 Anthracite 20.0 0.79 50.0 1.97 50.0 1.97 58.0 2.28

N8-G-F-N07-34 1-1/4 29 29-34 Light Blue 20.0 0.79 50.0 1.97 50.0 1.97 58.0 2.28

N8-G-F-N07-36 1-1/4 29 32-36 Pink 20.0 0.79 50.0 1.97 50.0 1.97 58.0 2.28

N8-G-F-N08-36 1-1/2 42 32-36 Pink 22.0 0.87 57.0 2.24 57.0 2.24 62.0 2.44

N8-G-F-N08-40 1-1/2 42 36-40 White 22.0 0.87 57.0 2.24 57.0 2.24 62.0 2.44

N8-G-F-N09-44 2 48 39-44 White 25.0 0.98 64.0 2.52 64.0 2.52 65.0 2.56

A SP1 SP2 LSeal 
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SS NGTN.0 01 01.23.14

NGT Cable Gland, Metal

Specifications are subject to change without notice

COLOUR
MATERIAL

TYPE

IP RATING

N 8 G T BN
THD.TYPE

02
THD. SIZESERIES

8
MAX. 
CABLE RANGE

  of the sealing inserts for the cable diameters use

• IP67 up to 10 bar to the cable and pressure screw

• Radially symmetrical soft cable pressing, with no damage to the cable

• Protection against distortion by knurling on the double nipple and sealing insert

• No cable twisting in assembly-disassembly

• Temperature range: -40°C (-40°F) to 135°C (275°F)

• 

• Colour coding of the TPE sealing inserts, this direct assignment and checking 

Nickel-plated brass Dome nut & Gland body

  L  

  THD

  A 

SP1SP2

HEAD
THD

O-ring

Order No. THD Cable Range

IP67 NPT mm mm in mm in mm in mm in

N8-G-T-N02-6.5 1/2 4-6.5 Yellow 14.0 0.55 24.0 0.94 22.0 0.87 42.0 1.65

N8-G-T-N02-8 1/2 5-8 Grey 14.0 0.55 24.0 0.94 22.0 0.87 42.0 1.65

N8-G-T-N02-9.5 1/2 6.5-9.5 Black 14.0 0.55 24.0 0.94 22.0 0.87 42.0 1.65

N8-G-T-N02-10.5 1/2 7-10.5 Green 14.0 0.55 24.0 0.94 22.0 0.87 42.0 1.65

N8-G-T-N02-13 1/2 9-13 Red 14.0 0.55 24.0 0.94 22.0 0.87 42.0 1.65

N8-G-T-N04-6.5 3/4 4-6.5 Yellow 14.0 0.55 30.0 1.18 24.0 0.94 48.0 1.89

N8-G-T-N04-8 3/4 5-8 Grey 14.0 0.55 30.0 1.18 24.0 0.94 48.0 1.89

N8-G-T-N04-9.5 3/4 6.5-9.5 Black 14.0 0.55 30.0 1.18 24.0 0.94 48.0 1.89

N8-G-T-N04-10.5 3/4 7-10.5 Green 14.0 0.55 30.0 1.18 24.0 0.94 48.0 1.89

N8-G-T-N04-13 3/4 9-13 Red 14.0 0.55 30.0 1.18 24.0 0.94 48.0 1.89

N8-G-T-N04-15.5 3/4 11.5-15.5 White 14.0 0.55 30.0 1.18 24.0 0.94 48.0 1.89

N8-G-T-N06-10.5 1 7-10.5 Green 18.0 0.71 35.0 1.38 30.0 1.18 56.0 2.20

N8-G-T-N06-13 1 9-13 Red 18.0 0.71 35.0 1.38 30.0 1.18 56.0 2.20

N8-G-T-N06-15.5 1 11.5-15.5 White 18.0 0.71 35.0 1.38 30.0 1.18 56.0 2.20

N8-G-T-N06-18 1 14-18 Blue 18.0 0.71 35.0 1.38 30.0 1.18 56.0 2.20

N8-G-T-N06-20.5 1 17-20.5 Brown 18.0 0.71 35.0 1.38 30.0 1.18 56.0 2.20

N8-G-T-N08-32 1-1/2 27-32 Anthracite 18.0 0.71 50.0 1.97 50.0 1.97 58.0 2.28

N8-G-T-N08-34 1-1/2 29-34 Light Blue 18.0 0.71 50.0 1.97 50.0 1.97 58.0 2.28

N8-G-T-N08-36 1-1/2 32-36 Pink 18.0 0.71 50.0 1.97 50.0 1.97 58.0 2.28

N8-G-T-N09-44 2 39-44 White 19.0 0.75 64.0 2.52 64.0 2.52 59.0 2.32

A SP1 SP2 LSeal 
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SS EM NGJM.0 01 01.23.14

EM-NGJ EMI-Cable Gland, Metal

• For cables with shielding

• Integrated anchorage, wide sealing and clamping range, easy to install

• Protection against twisting

• Nickel-plated brass Dome nut & Gland body

• Polychloroprene-Nitrile rubber CR/NBR Sealing ring

• IP 68 up to 10 bar to the cable and pressure screw

• Temperature range: -20°C (-4°F) to 100°C (212°F)

• Test standard: EN 50262 / UL 514B

Order No. THD Cable Range

IP68 Metric mm mm in mm in mm in mm in

EM-N8-G-J-M12-6 M12x1.5 3-6 5.0 0.20 14.0 0.55 14.0 0.55 25.0 0.98

EM-N8-G-J-M16-9 M16x1.5 5-9 5.0 0.20 17.0 0.67 17.0 0.67 30.0 1.18

EM-N8-G-J-M20-13 M20x1.5 9-13 6.0 0.24 22.0 0.87 22.0 0.87 33.5 1.32

EM-N8-G-J-M25-16 M25x1.5 11-16 7.0 0.28 27.0 1.06 27.0 1.06 36.5 1.44

EM-N8-G-J-M32-21 M32x1.5 14-21 8.0 0.31 34.0 1.34 34.0 1.34 38.0 1.50

EM-N8-G-J-M40-27 M40x1.5 19-27 8.0 0.31 43.0 1.69 43.0 1.69 41.0 1.61

EM-N8-G-J-M50-35 M50x1.5 24-35 9.0 0.35 55.0 2.17 55.0 2.17 49.5 1.95

EM-N8-G-J-M63-42 M63x1.5 32-42 10.0 0.39 65.0 2.56 65.0 2.56 52.5 2.07

EM-N8-GL-J-M12-6 M12x1.5 3-6 10.0 0.39 14.0 0.55 14.0 0.55 30.0 1.18

EM-N8-GL-J-M16-9 M16x1.5 5-9 10.0 0.39 17.0 0.67 17.0 0.67 35.0 1.38

EM-N8-GL-J-M20-13 M20x1.5 9-13 11.0 0.43 22.0 0.87 22.0 0.87 37.5 1.48

EM-N8-GL-J-M25-16 M25x1.5 11-16 13.0 0.51 27.0 1.06 27.0 1.06 40.5 1.59

EM-N8-GL-J-M32-21 M32x1.5 14-21 13.0 0.51 34.0 1.34 34.0 1.34 43.0 1.69

EM-N8-GL-J-M40-27 M40x1.5 19-27 14.0 0.55 43.0 1.69 43.0 1.69 46.0 1.81

EM-N8-GL-J-M50-35 M50x1.5 24-35 14.0 0.55 55.0 2.17 55.0 2.17 54.5 2.15

EM-N8-GL-J-M63-42 M63x1.5 32-42 14.0 0.55 65.0 2.56 65.0 2.56 56.5 2.22

CONNECTING THREAD-LONG

A SP1 SP2 L

CONNECTING THREAD-STANDARD LENGTH

Specifications are subject to change without notice
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1. Cut off outer cable sheath and expose braided screen over a length of approx. 10 - 15 mm, 
depending on the cable diameter.

2. Push dome nut and lamellar insert with sealing ring on to the cable.

3. Bend braided screen outwards at a right angle (90°).

4. Fold braided screen towards outer sheath, i.e. by another 180°.

5. Push gland body up to braided screen and turn briefly around both sides of the cable axis.

6. Push lamellar insert with sealing ring into gland body and snap anti-rotation element into place.

7. Firmly screw on dome nut.

ASSEMBLY  INSTRUCTIONS

EM
EMI



SS EM NGJP.0 01 01.23.14

EM-NGJ EMI-Cable Gland, Metal

• For cables with shielding

• Integrated anchorage, wide sealing and clamping range, easy to install

• Protection against twisting

• Nickel-plated brass Dome nut & Gland body

• Polychloroprene-Nitrile rubber CR/NBR Sealing ring

• IP 68 up to 10 bar to the cable and pressure screw

• Temperature range: -20°C (-4°F) to 100°C (212°F)

Specifications are subject to change without notice

1. Cut off outer cable sheath and expose braided screen over a length of approx. 10 - 15 mm, 
depending on the cable diameter.

2. Push dome nut and lamellar insert with sealing ring on to the cable.

3. Bend braided screen outwards at a right angle (90°).

4. Fold braided screen towards outer sheath, i.e. by another 180°.

5. Push gland body up to braided screen and turn briefly around both sides of the cable axis.

6. Push lamellar insert with sealing ring into gland body and snap anti-rotation element into place.

7. Firmly screw on dome nut.

ASSEMBLY  INSTRUCTIONS

Order No. THD Cable Range

IP68 PG mm mm in mm in mm in mm in

EM-N8-G-J-P07-6.5 7 3-6.5 5.0 0.20 14.0 0.55 14.0 0.55 24.0 0.94

EM-N8-G-J-P09-8 9 4-8 6.0 0.24 17.0 0.67 17.0 0.67 29.0 1.14

EM-N8-G-J-P11-10 11 5-10 6.0 0.24 20.0 0.79 20.0 0.79 29.5 1.16

EM-N8-G-J-P13-12 13.5 6-12 6.5 0.26 22.0 0.87 22.0 0.87 31.5 1.24

EM-N8-G-J-P16-14 16 10-14 6.5 0.26 24.0 0.94 24.0 0.94 31.5 1.24

EM-N8-G-J-P21-18 21 13-18 7.0 0.28 30.0 1.18 30.0 1.18 34.0 1.34

EM-N8-G-J-P29-25 29 18-25 8.0 0.31 40.0 1.57 40.0 1.57 39.0 1.54

EM-N8-G-J-P36-32 36 24-32 9.0 0.35 50.0 1.97 50.0 1.97 45.0 1.77

EM-N8-G-J-P42-38 42 30-38 10.0 0.39 57.0 2.24 57.0 2.24 49.0 1.93

EM-N8-G-J-P48-44 48 34-44 10.0 0.39 64.0 2.52 64.0 2.52 52.0 2.05

A SP1 SP2 L
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Order No. THD Cable Range

IP68 NPT mm mm in mm in mm in mm in

EM-N8-G-J-N00-9  1/4 3-9 8.0 0.31 17.0 0.67 17.0 0.67 33.0 1.30

EM-N8-G-J-N01-9  3/8 3-9 8.0 0.31 20.0 0.79 20.0 0.79 33.0 1.30

EM-N8-G-J-N02-13  1/2 5-13 10.0 0.39 24.0 0.94 24.0 0.94 37.5 1.48

EM-N8-G-J-N04-16  3/4 8-16 11.0 0.43 30.0 1.18 30.0 1.18 40.5 1.59

EM-N8-G-J-N06-21 1    12-21 14.0 0.55 40.0 1.57 40.0 1.57 44.0 1.73

EM-N8-G-J-N07-27 1 1/4 16-27 14.0 0.55 50.0 1.97 50.0 1.97 47.0 1.85

EM-N8-G-J-N08-35 1 1/2 21-35 15.0 0.59 55.0 2.17 55.0 2.17 55.5 2.19

EM-N8-G-J-N09-48 2    27-48 15.0 0.59 65.0 2.56 65.0 2.56 57.5 2.26

A SP1 SP2 L

CONNECTING THREAD-STANDARD LENGTH

SS EM NGJN.0 01 01.23.14

EM-NGJ EMI-Cable Gland, Metal

• For cables with shielding

• Integrated anchorage, wide sealing and clamping range, easy to install

• Protection against twisting

• Nickel-plated brass Dome nut & Gland body

• Polychloroprene-Nitrile rubber CR/NBR Sealing ring

• IP 68 up to 10 bar to the cable and pressure screw

• Temperature range: -20°C (-4°F) to 100°C (212°F)

• Test standard: EN 50262 / UL 514B

Specifications are subject to change without notice
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1. Cut off outer cable sheath and expose braided screen over a length of approx. 10 - 15 mm, 
depending on the cable diameter.

2. Push dome nut and lamellar insert with sealing ring on to the cable.

3. Bend braided screen outwards at a right angle (90°).

4. Fold braided screen towards outer sheath, i.e. by another 180°.

5. Push gland body up to braided screen and turn briefly around both sides of the cable axis.

6. Push lamellar insert with sealing ring into gland body and snap anti-rotation element into place.

7. Firmly screw on dome nut.
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