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Electromagnetic interference (EMI) is noise that may interrupt, obstruct, or degrade a signal.  This results in a partial or even total 

loss of data.  Electromagnetic interference resistance is the ability of an electric or electronic unit to function within its own 

magnetic surroundings without interfering with, or receiving disturbance from, other equipment operating in the same field.  

                Electric Motors

Ignition Systems in Motor Vehicles

Heating Installations

Switching and Regulating Connections

Radio Transmitters

Our EMI Shielding System virtually eliminates 

electromagnetic interference.  Wires and cables are 

shielded using tinned copper braid that delivers 

over 95% of coverage and is clamped using a 360° 

design for optimal screening and low impedance 

connections.  This allows high short circuit currents 

to pass and effectively discharge disturbances such 

as electrical signals and magnetic fields to the 

housing.  Efficiency of the system is maximized by 

running the shielding the entire length of the 

assembly and terminating at the connector.

Common problem areas include:

 Cable Protection Solutions for Shielding Applications  



 Cable Protection Solutions for Shielding Applications  

STOP using expensive shielded cables that have high 

minimum order quantities.  Wires and cables are fully 

protected using our unique cable protection solutions 

for shielding applications.  Secure and easy to use, our 

system delivers:

     North American and European EMI/EMC requirements

   Protection of up to IP68 / NEMA 6P (1500 psi jet spray   

wash-down)

    Excellent compression and impact strength even at low   

temperatures and dry air conditions

      Enhanced flexibility and fatigue strength

      Excellent UV and weathering resistance

      Countless interface options

      Fully reusable system - easy to add / replace wires

EM connectors are manufactured from nylon and nickel-

plated aluminum or brass.  The nylon material is self-

extinguishing and free from halogens and cadmium.  Various fitting configurations are available, including straight, 90°, 45°, 

Y and T junctions, swivel capabilities and internalized strain reliefs.  Our fittings are used with GRIP LOCK flexible nylon 

conduit and system supports for a complete solution.  The system can interface with all types of circular connectors on the 

market.  Any required thread size can be manufactured (in UNEF, NPT, Metric and PG) for any configuration, and we also offer 

connections to solid tube.

Our skilled Mechanical and Electrical engineering team can provide new design solutions for your application within a short 

time frame, ensuring high quality, reliability and safety to meet your requirements and exceed your expectations.



 Cable Protection Solutions for Shielding Applications  

 Screening attenuation and transfer impedance measurements on EMI fittings

 

Test Methods:

1 - Screening attenuation according to IEC 62153-4-4

1 - Transfer impedance according to IEC 62153-4-3

Fittings under test:

EM-M8-M-S-10M16

EM-M8-M-S-12M16

Transfer impedance at 300 kHz is less that 3mOhm/m and less than 15mOhm/m for frequency less than 100Mhz.

RESULTS

The reported data in the following graphs are average values extrapolated from all performed tests by TUV laboratory.
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 Highly Flexible, Heavy Duty ConduitLHT

Specifications are subject to change without notice

• High-grade, specially formulated polyamide 12

• Halogens and cadmium free

• Excellent weather and UV resistance

• Enhanced flexibility and fatigue strength

• Excellent mechanical strength (compression/impact) also at low  

  temperatures and dry air conditions

• Self-extinguishing with very low smoke development

• Temperature range: -50°C(-58°F) to 95°C(203°F)

• Short-term to 150°C(302°F)

L
H

T

LHT F
TYPE

PROFILE

K
COLOUR

12
NW

50
PU

Fine Profile F
Tight bend radius

Coarse Profile C
High pull-out strength

d1

d2

R 

x

Rs static = lowest recommended 
bending radius for static 
(fixed) installation

Rd dynamic = lowest recommended 
bending radius for dynamic 
(flexible) installation

Conduit 

Size

NW mm in mm in mm in mm in mm in m ft kg./50m lb./100ft

LHT-FK07.50 7 10 1/4 6.0 0.24 10.0 0.39 15.0 0.59 40.0 1.57 50 164.0 1.25 1.68

LHT-FK10.50 10 12 5/16 9.2 0.36 13.0 0.51 20.0 0.79 50.0 1.97 50 164.0 1.55 2.08

LHT-FK12.50 12 16 3/8 11.8 0.46 15.8 0.62 25.0 0.98 70.0 2.76 50 164.0 2.10 2.82

LHT-FK17.50 17 20 1/2 16.0 0.63 21.2 0.83 30.0 1.18 80.0 3.15 50 164.0 3.50 4.70

LHT-CK17.50 17 20 1/2 15.2 0.60 21.2 0.83 35.0 1.38 85.0 3.35 50 164.0 3.50 0.00

LHT-CK23.50 23 25 3/4 22.0 0.87 28.5 1.12 40.0 1.57 110.0 4.33 50 164.0 6.00 8.06

LHT-CK29.50 29 32 1 27.7 1.09 34.5 1.36 50.0 1.97 130.0 5.12 50 164.0 7.50 10.08

LHT-CK36.30 36 40 1-1/4 35.8 1.41 42.5 1.67 60.0 2.36 180.0 7.09 30 98.4 9.50 12.77

LHT-CK48.30 48 50 1-1/2 46.8 1.84 54.5 2.15 70.0 2.76 220.0 8.66 30 98.4 12.50 16.80

LHT-CK56.30 56 68 2 56.0 2.20 67.2 2.65 130.0 5.12 280.0 11.02 30 98.4 18.00 24.19

LHT-CK70.10 70 80 2-1/2-3 66.5 2.62 80.0 3.15 170.0 6.69 360.0 14.17 10 32.8 26.00 34.94

LHT-CK95.10 95 106 3-1/2-4 91.3 3.59 106.0 4.17 250.0 9.84 470.0 18.50 10 32.8 38.25 51.41

Order No.
Trade Size Weightd1 d2 Rs Static Rd Dynamic PU



 
 Tinned Copper Flat BraidBCU F

BCU
TYPE

40
NW

B
C

U
Tin-plated copper braid is safely used against magnetic fields. It is suitable for grounding of electrical cabinets, automotive and railways.

It is also used as an extra-flexible conductor and connected to the fittings, guarantees continuity and meets the requirements of shield protection, 

including power, grounding and equipotential connection. Covering rate of the braid greater than 95%.

• Made in compliance with AA59569

• Raw material meets ASTM B33 requirement

F
FLAT

Approx. 

Shipping 

Weight 

mm in mm in Lbs/1000 Ft

BCU-10F NW10 - NW12 6.5 0.26 14.0 0.55 36 24 14 4,200 17

BCU-15F NW17 - NW23 13.5 0.53 24.1 0.95 36 48 15 14,400 48

BCU-20F NW23 - NW29 16.0 0.63 35.0 1.90 34 48 10 19,080 62

BCU-40F NW36 - NW48 20.5 0.81 48.3 1.90 34 48 22 41,976 140

Aproximate

Circular

Mill Area

Order No.

Nominal Flat

Width

Nominal Dimension

Opens up to
AWG of 

Individual 

Ends

No. of 

Carriers

No. Ends 

Per 

Carrier

Fits to Conduit

Specifications are subject to change without notice



• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide

• EMI/EMC end made of nickel-plated aluminum

• Low transfer impedances

• 360° clamping effect: For high shielding efficiency

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

Locking device system provides a quick and secure

EMFS Straight, Female Metal Thread, EMI Connector

Specifications are subject to change without notice
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MATERIAL
SERIES
TYPE

U

THREAD
TYPE

29
THREAD

SIZE
NW

8
IP RATING

F S
SHAPE

23EM
EMI

Fits to Fits to

NW Braid mm in mm in

EM-M8-F-S-10U15 5/8"-24 10 BCU-10F 8.0 0.31 20.0 0.79

EM-M8-F-S-12U15 5/8"-24 12 BCU-10F 8.0 0.31 24.0 0.94

EM-M8-F-S-12U16 11/16"-24 12 BCU-10F 8.0 0.31 24.0 0.94

EM-M8-F-S-12U18 3/4"-20 12 BCU-10F 9.0 0.35 24.0 0.94

EM-M8-F-S-17U18 3/4"-20 17 BCU-15F 9.0 0.35 30.0 1.18

EM-M8-F-S-12U21 7/8"-20 12 BCU-10F 9.0 0.35 24.0 0.94

EM-M8-F-S-17U21 7/8"-20 17 BCU-15F 9.0 0.35 30.0 1.18

EM-M8-F-S-23U21 7/8"-20 23 BCU-15F 9.0 0.35 38.0 1.50

EM-M8-F-S-12U24 1"-20 12 BCU-10F 9.0 0.35 24.0 0.94

EM-M8-F-S-17U24 1"-20 17 BCU-15F 9.0 0.35 30.0 1.18

EM-M8-F-S-23U24 1"-20 23 BCU-15F 9.0 0.35 38.0 1.50

EM-M8-F-S-12U29 1-3/16"-18 12 BCU-10F 9.0 0.35 24.0 0.94

EM-M8-F-S-17U29 1-3/16"-18 17 BCU-15F 9.0 0.35 30.0 1.18

EM-M8-F-S-23U29 1-3/16"-18 23 BCU-15F 9.0 0.35 38.0 1.50

EM-M8-F-S-29U29 1-3/16"-18 29 BCU-20F 9.0 0.35 45.5 1.79

EM-M8-F-S-17U35 1-7/16"-18 17 BCU-15F 9.0 0.35 30.0 1.18

EM-M8-F-S-23U35 1-7/16"-18 23 BCU-15F 9.0 0.35 38.0 1.50

EM-M8-F-S-29U35 1-7/16"-18 29 BCU-20F 9.0 0.35 45.5 1.79

EM-M8-F-S-36U35 1-7/16"-18 36 BCU-40F 9.0 0.35 57.0 2.24

EM-M8-F-S-23U40 1-5/8"-18 UNS 23 BCU-15F 9.0 0.35 38.0 1.50

EM-M8-F-S-29U40 1-5/8"-18 UNS 29 BCU-20F 9.0 0.35 45.5 1.79

EM-M8-F-S-17U43 1-3/4"-18 UNS 17 BCU-15F 10.0 0.39 30.0 1.18

EM-M8-F-S-23U43 1-3/4"-18 UNS 23 BCU-15F 10.0 0.39 38.0 1.50

EM-M8-F-S-29U43 1-3/4"-18 UNS 29 BCU-20F 10.0 0.39 45.5 1.79

EM-M8-F-S-36U43 1-3/4"-18 UNS 36 BCU-40F 10.0 0.39 57.0 2.24

EM-M8-F-S-48U43 1-3/4"-18 UNS 48 BCU-40F 10.0 0.39 68.0 2.68

EM-M8-F-S-23U50 2"-18 UNS 23 BCU-15F 10.0 0.39 38.0 1.50

EM-M8-F-S-29U50 2"-18 UNS 29 BCU-20F 10.0 0.39 45.5 1.79

EM-M8-F-S-36U50 2"-18 UNS 36 BCU-40F 10.0 0.39 57.0 2.24

EM-M8-F-S-48U50 2"-18 UNS 48 BCU-40F 10.0 0.39 68.0 2.68

EM-M8-F-S-23U56 2-1/4"-16 UN 23 BCU-15F 10.0 0.39 38.0 1.50

EM-M8-F-S-29U56 2-1/4"-16 UN 29 BCU-20F 10.0 0.39 45.5 1.79

EM-M8-F-S-36U56 2-1/4"-16 UN 36 BCU-40F 10.0 0.39 57.0 2.24

EM-M8-F-S-48U56 2-1/4"-16 UN 48 BCU-40F 10.0 0.39 68.0 2.68

Order  No.
THD

UNEF

A OD1

OD1 NW THD

A



• Designed to thread directly onto circular connectors & houses environmental seal

• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide

• EMI/EMC end made of nickel-plated aluminum

• Low transfer impedances

• 360° clamping effect: For high shielding efficiency

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F), Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

Locking device system provides a quick and secure

EMFS ES Straight, Female Metal Thread, EMI Connector

Specifications are subject to change without notice
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MATERIAL
SERIES
TYPE

U

THREAD
TYPE

30
THREAD

SIZE
NW

8
IP RATING

F S
SHAPE

23EM
EMI

ES

ENVIRO
SEAL

Order No. THD Shell Size Fits to

IP68 UNEF MIL-C5015 Braid NW mm in mm in mm in

EM-M8-F-S-10U15-ES 5/8"-24 10SL BCU-10F 10 12 5/16 9.0 0.31 20.0 0.79

EM-M8-F-S-12U15-ES 5/8"-24 10SL BCU-10F 12 16 3/8 9.0 0.31 24.0 0.94

EM-M8-F-S-17U18-ES 3/4"-20 14SL BCU-15F 17 20 1/2 9.0 0.35 30.0 1.18

EM-M8-F-S-10U21-ES 7/8"-20 16 / 16S BCU-10F 10 12 5/16 9.0 0.35 20.0 0.79

EM-M8-F-S-12U21-ES 7/8"-20 16 / 16S BCU-10F 12 16 3/8 9.0 0.35 24.0 0.94

EM-M8-F-S-17U21-ES 7/8"-20 16 / 16S BCU-15F 17 20 1/2 9.0 0.35 30.0 1.18

EM-M8-F-S-12U24-ES 1"-20 18 BCU-10F 12 16 3/8 9.0 0.35 24.0 0.94

EM-M8-F-S-17U24-ES 1"-20 18 BCU-15F 17 20 1/2 9.0 0.35 30.0 1.18

EM-M8-F-S-23U24-ES 1"-20 18 BCU-15F 23 25 3/4 9.0 0.35 38.0 1.50

EM-M8-F-S-12U27-ES 1 1/8"-18 20 BCU-10F 12 16 3/8 9.0 0.35 24.0 0.94

EM-M8-F-S-17U27-ES 1 1/8"-18 20 BCU-15F 17 20 1/2 9.0 0.35 30.0 1.18

EM-M8-F-S-23U27-ES 1 1/8"-18 20 BCU-15F 23 25 3/4 9.0 0.35 38.0 1.50

EM-M8-F-S-29U27-ES 1 1/8"-18 20 BCU-20F 29 32 1 9.0 0.35 45.5 1.79

EM-M8-F-S-12U30-ES 1 1/4"-18 22 BCU-10F 12 16 3/8 9.0 0.39 24.0 0.94

EM-M8-F-S-17U30-ES 1 1/4"-18 22 BCU-15F 17 20 1/2 9.0 0.35 30.0 1.18

EM-M8-F-S-23U30-ES 1 1/4"-18 22 BCU-15F 23 25 3/4 9.0 0.35 38.0 1.50

EM-M8-F-S-29U30-ES 1 1/4"-18 22 BCU-20F 29 32 1 9.0 0.35 45.5 1.79

EM-M8-F-S-36U30-ES 1 1/4"-18 22 BCU-40F 36 40 1-1/4 9.0 0.35 57.0 2.24

EM-M8-F-S-12U34-ES 1 3/8"-18 24 BCU-10F 12 16 3/8 9.0 0.39 24.0 0.94

EM-M8-F-S-17U34-ES 1 3/8"-18 24 BCU-15F 17 20 1/2 9.0 0.35 30.0 1.18

EM-M8-F-S-23U34-ES 1 3/8"-18 24 BCU-15F 23 25 3/4 9.0 0.35 38.0 1.50

EM-M8-F-S-29U34-ES 1 3/8"-18 24 BCU-20F 29 32 1 9.0 0.35 45.5 1.79

EM-M8-F-S-36U34-ES 1 3/8"-18 24 BCU-40F 36 40 1-1/4 9.0 0.35 57.0 2.24

EM-M8-F-S-17U40-ES 1 5/8"-18 28 BCU-15F 17 20 1/2 9.0 0.39 30.0 1.18

EM-M8-F-S-23U40-ES 1 5/8"-18 28 BCU-15F 23 25 3/4 9.0 0.39 38.0 1.50

EM-M8-F-S-29U40-ES 1 5/8"-18 28 BCU-20F 29 32 1 9.0 0.39 45.5 1.79

EM-M8-F-S-36U40-ES 1 5/8"-18 28 BCU-40F 36 40 1-1/4 9.0 0.39 57.0 2.24

EM-M8-F-S-23U47-ES 1 7/8"-16 32 BCU-15F 23 25 3/4 10.0 0.39 38.0 1.50

EM-M8-F-S-29U47-ES 1 7/8"-16 32 BCU-20F 29 32 1 10.0 0.39 45.5 1.79

EM-M8-F-S-36U47-ES 1 7/8"-16 32 BCU-40F 36 40 1-1/4 10.0 0.39 57.0 2.24

EM-M8-F-S-48U47-ES 1 7/8"-16 32 BCU-40F 48 50 1-1/2 10.0 0.39 68.0 2.68

EM-M8-F-S-23U53-ES 2 1/16"-16 36 BCU-15F 23 25 3/4 10.0 0.39 38.0 1.50

EM-M8-F-S-29U53-ES 2 1/16"-16 36 BCU-20F 29 32 1 10.0 0.39 45.5 1.79

EM-M8-F-S-36U53-ES 2 1/16"-16 36 BCU-40F 36 40 1-1/4 10.0 0.39 57.0 2.24

EM-M8-F-S-48U53-ES 2 1/16"-16 36 BCU-40F 48 50 1-1/2 10.0 0.39 68.0 2.68

EM-M8-F-S-23U57A-ES 2 5/16"-16 40 BCU-15F 23 25 3/4 10.0 0.39 38.0 1.50

EM-M8-F-S-29U57A-ES 2 5/16"-16 40 BCU-20F 29 32 1 10.0 0.39 45.5 1.79

EM-M8-F-S-36U57A-ES 2 5/16"-16 40 BCU-40F 36 40 1-1/4 10.0 0.39 57.0 2.24

EM-M8-F-S-48U57A-ES 2 5/16"-16 40 BCU-40F 48 50 1-1/2 10.0 0.39 68.0 2.68

Fits to Conduit OD1A

OD1 NW THD

A

O-RING

ENVIRO SEAL

MIL-DTL-5015 /V G-95234
ACCORDING TO

CIRCULAR CONNECTORS



• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide, EMI/EMC end nickel-plated aluminum

• 360° clamping effect: For high shielding efficiency, Low transfer impedances

• Self-extinguishing, free from halogens and cadmium

• Temperature range: -40°C(-40°F) to 105°C(221°F), Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

Locking device system provides a quick and secure

EMP FE 90º Elbow, Female Metal Thread, EMI Connector

Specifications are subject to change without notice
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MATERIAL
SERIES
TYPE

U

THREAD
TYPE

29
THREAD

SIZE
NW

8
IP RATING

F E
SHAPE

23EMP
EMI / RING A

OD2THD

L

NW

SP1

W

R

OD1

Fits to Fits to

NW Braid mm in mm in mm in mm in mm in mm in mm in

EMP-M8-F-E-10U15 5/8"-24 10 10 8.0 0.31 85.0 3.35 31.2 1.23 63.0 2.48 20.0 0.79 25.0 0.98 13.0 0.51

EMP-M8-F-E-12U15 5/8"-24 12 12.5 8.0 0.31 90.0 3.54 31.7 1.25 67.5 2.66 24.0 0.94 29.0 1.14 15.0 0.59

EMP-M8-F-E-12U16 11/16"-24 12 12.5 8.0 0.31 94.0 3.70 31.7 1.25 67.5 2.66 24.0 0.94 29.0 1.14 15.0 0.59

EMP-M8-F-E-12U18 3/4"-20 12 12.5 9.0 0.35 91.5 3.60 31.7 1.25 67.5 2.66 24.0 0.94 29.0 1.14 15.0 0.59

EMP-M8-F-E-17U18 3/4"-20 17 15 9.0 0.35 100.0 3.94 36.6 1.44 78.0 3.07 30.0 1.18 32.0 1.26 20.0 0.79

EMP-M8-F-E-12U21 7/8"-20 12 12.5 9.0 0.35 92.0 3.62 31.7 1.25 67.5 2.66 24.0 0.94 29.0 1.14 15.0 0.59

EMP-M8-F-E-17U21 7/8"-20 17 15 9.0 0.35 100.5 3.96 36.6 1.44 78.0 3.07 30.0 1.18 32.0 1.26 20.0 0.79

EMP-M8-F-E-23U21 7/8"-20 23 20 9.0 0.35 113.0 4.45 41.5 1.63 67.5 2.66 38.0 1.50 40.5 1.59 26.0 1.02

EMP-M8-F-E-12U24 1"-20 12 12.5 9.0 0.35 91.5 3.60 31.7 1.25 67.5 2.66 24.0 0.94 29.0 1.14 15.0 0.59

EMP-M8-F-E-17U24 1"-20 17 15 9.0 0.35 100.0 3.94 36.6 1.44 78.0 3.07 30.0 1.18 32.0 1.26 20.0 0.79

EMP-M8-F-E-23U24 1"-20 23 20 9.0 0.35 112.5 4.43 41.5 1.63 93.0 3.66 38.0 1.50 40.5 1.59 26.0 1.02

EMP-M8-F-E-12U29 1-3/16"-18 12 12.5 9.0 0.35 91.5 3.60 31.7 1.25 70.5 2.78 24.0 0.94 35.0 1.38 15.0 0.59

EMP-M8-F-E-17U29 1-3/16"-18 17 15 9.0 0.35 100.5 3.96 36.6 1.44 79.5 3.13 30.0 1.18 35.0 1.38 20.0 0.79

EMP-M8-F-E-23U29 1-3/16"-18 23 20 9.0 0.35 116.0 4.57 41.5 1.63 93.0 3.66 38.0 1.50 40.5 1.59 26.0 1.02

EMP-M8-F-E-29U29 1-3/16"-18 29 30 9.0 0.35 124.5 4.90 47.5 1.87 105.0 4.13 45.5 1.79 48.0 1.89 32.0 1.26

EMP-M8-F-E-17U35 1-7/16"-18 17 15 9.0 0.35 102.5 4.04 36.6 1.44 83.5 3.29 30.0 1.18 42.5 1.67 20.0 0.79

EMP-M8-F-E-23U35 1-7/16"-18 23 20 9.0 0.35 116.0 4.57 41.5 1.63 94.0 3.70 38.0 1.50 42.5 1.67 26.0 1.02

EMP-M8-F-E-29U35 1-7/16"-18 29 30 9.0 0.35 123.5 4.86 47.5 1.87 105.0 4.13 45.5 1.79 48.0 1.89 26.0 1.02

EMP-M8-F-E-36U35 1-7/16"-18 36 35 9.0 0.35 141.0 5.55 59.4 2.34 119.5 4.70 57.0 2.24 56.0 2.20 40.0 1.57

EMP-M8-F-E-23U40 1-5/8"-18 UNS 23 20 9.0 0.35 120.5 4.74 41.5 1.63 95.5 3.76 38.0 1.50 45.5 1.79 26.0 1.02

EMP-M8-F-E-29U40 1-5/8"-18 UNS 29 30 9.0 0.35 129.0 5.08 47.5 1.87 105.0 4.13 45.5 1.79 48.0 1.89 32.0 1.26

EMP-M8-F-E-17U43 1-3/4"-18 UNS 17 15 10.0 0.39 107.0 4.21 36.6 1.44 86.0 3.39 30.0 1.18 48.0 1.89 20.0 0.79

EMP-M8-F-E-23U43 1-3/4"-18 UNS 23 20 10.0 0.39 120.5 4.74 41.5 1.63 96.5 3.80 38.0 1.50 48.0 1.89 26.0 1.02

EMP-M8-F-E-29U43 1-3/4"-18 UNS 29 30 10.0 0.39 129.5 5.10 47.5 1.87 105.0 4.13 45.5 1.79 48.0 1.89 32.0 1.26

EMP-M8-F-E-36U43 1-3/4"-18 UNS 36 35 10.0 0.39 146.0 5.75 59.4 2.34 119.5 4.70 57.0 2.24 56.0 2.20 40.0 1.57

EMP-M8-F-E-48U43 1-3/4"-18 UNS 48 40 10.0 0.39 158.0 6.22 63.3 2.49 144.0 5.67 68.0 2.68 70.0 2.76 55.0 2.17

EMP-M8-F-E-23U50 2"-18 UNS 23 20 10.0 0.39 120.5 4.74 41.5 1.63 99.5 3.92 38.0 1.50 54.0 2.13 26.0 1.02

EMP-M8-F-E-29U50 2"-18 UNS 29 30 10.0 0.39 129.5 5.10 47.5 1.87 108.0 4.25 45.5 1.79 54.0 2.13 32.0 1.26

EMP-M8-F-E-36U50 2"-18 UNS 36 35 10.0 0.39 146.0 5.75 59.4 2.34 119.5 4.70 57.0 2.24 56.0 2.20 40.0 1.57

EMP-M8-F-E-48U50 2"-18 UNS 48 40 10.0 0.39 158.0 6.22 63.3 2.49 144.0 5.67 68.0 2.68 70.0 2.76 55.0 2.17

EMP-M8-F-E-23U56 2-1/4"-16 UN 23 20 10.0 0.39 121.0 4.76 41.5 1.63 104.5 4.11 38.0 1.50 64.0 2.52 26.0 1.02

EMP-M8-F-E-29U56 2-1/4"-16 UN 29 30 10.0 0.39 129.5 5.10 47.5 1.87 113.0 4.45 45.5 1.79 64.0 2.52 32.0 1.26

EMP-M8-F-E-36U56 2-1/4"-16 UN 36 35 10.0 0.39 146.0 5.75 59.4 2.34 123.5 4.86 57.0 2.24 64.0 2.52 40.0 1.57

EMP-M8-F-E-48U56 2-1/4"-16 UN 48 40 10.0 0.39 158.0 6.22 63.3 2.49 144.0 5.67 68.0 2.68 70.0 2.76 55.0 2.17

SP1
Order  No.

THD

UNEF

A W OD1 OD2L R



• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide, EMI/EMC end nickel-plated aluminum

• 360° clamping effect: For high shielding efficiency, Low transfer impedances

• Self-extinguishing, free from halogens and cadmium

• Temperature range: -40°C(-40°F) to 105°C(221°F), Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

Locking device system provides a quick and secure

EMP FF 45º Elbow, Female Metal Thread, EMI Connector

Specifications are subject to change without notice

U
N

E
F

M
E

T
A

L
 

T
H

R
E

A
D

BM
COLOUR

MATERIAL
SERIES
TYPE

U

THREAD
TYPE

29
THREAD

SIZE
NW

8
IP RATING

F F
SHAPE

23EMP
EMI / RING

Fits to Fits to

NW Braid mm in mm in mm in mm in mm in mm in

EMP-M8-F-F-10U15 5/8"-24 10 10 8.0 0.31 91.0 3.58 31.2 1.23 46.5 1.83 20.0 0.79 25.0 0.98

EMP-M8-F-F-12U15 5/8"-24 12 12.5 8.0 0.31 97.5 3.84 31.6 1.24 51.5 2.03 24.0 0.94 29.0 1.14

EMP-M8-F-F-12U16 11/16"-24 12 12.5 8.0 0.31 101.5 4.00 31.6 1.24 51.5 2.03 24.0 0.94 29.0 1.14

EMP-M8-F-F-12U18 3/4"-20 12 12.5 9.0 0.35 98.8 3.89 31.6 1.24 51.5 2.03 24.0 0.94 29.0 1.14

EMP-M8-F-F-17U18 3/4"-20 17 15 9.0 0.35 105.8 4.17 37.6 1.48 60.0 2.36 30.0 1.18 32.0 1.26

EMP-M8-F-F-12U21 7/8"-20 12 12.5 9.0 0.35 99.5 3.92 31.6 1.24 51.5 2.03 24.0 0.94 29.0 1.14

EMP-M8-F-F-17U21 7/8"-20 17 15 9.0 0.35 106.5 4.19 37.6 1.48 60.0 2.36 30.0 1.18 32.0 1.26

EMP-M8-F-F-23U21 7/8"-20 23 20 9.0 0.35 125.0 4.92 41.5 1.63 72.3 2.84 38.0 1.50 40.5 1.59

EMP-M8-F-F-12U24 1"-20 12 12.5 9.0 0.35 99.0 3.90 31.6 1.24 51.5 2.03 24.0 0.94 29.0 1.14

EMP-M8-F-F-17U24 1"-20 17 15 9.0 0.35 106.0 4.17 37.6 1.48 60.0 2.36 30.0 1.18 32.0 1.26

EMP-M8-F-F-23U24 1"-20 23 20 9.0 0.35 124.5 4.90 41.5 1.63 72.3 2.84 38.0 1.50 40.5 1.59

EMP-M8-F-F-12U29 1-3/16"-18 12 12.5 9.0 0.35 99.0 3.90 31.6 1.24 54.5 2.15 24.0 0.94 35.0 1.38

EMP-M8-F-F-17U29 1-3/16"-18 17 15 9.0 0.35 106.5 4.19 37.6 1.48 61.5 2.42 30.0 1.18 35.0 1.38

EMP-M8-F-F-23U29 1-3/16"-18 23 20 9.0 0.35 128.0 5.04 41.5 1.63 72.3 2.84 38.0 1.50 40.5 1.59

EMP-M8-F-F-29U29 1-3/16"-18 29 30 9.0 0.35 136.0 5.35 47.5 1.87 82.0 3.23 45.5 1.79 48.0 1.89

EMP-M8-F-F-17U35 1-7/16"-18 17 15 9.0 0.35 108.5 4.27 37.6 1.48 65.3 2.57 30.0 1.18 42.5 1.67

EMP-M8-F-F-23U35 1-7/16"-18 23 20 9.0 0.35 128.0 5.04 41.5 1.63 73.3 2.88 38.0 1.50 42.5 1.67

EMP-M8-F-F-29U35 1-7/16"-18 29 30 9.0 0.35 135.0 5.31 47.5 1.87 82.0 3.23 45.5 1.79 48.0 1.89

EMP-M8-F-F-36U35 1-7/16"-18 36 35 9.0 0.35 147.5 5.81 59.4 2.34 97.0 3.82 57.0 2.24 56.0 2.20

EMP-M8-F-F-23U40 1-5/8"-18 UNS 23 20 9.0 0.35 132.5 5.22 41.5 1.63 74.8 2.94 38.0 1.50 45.5 1.79

EMP-M8-F-F-29U40 1-5/8"-18 UNS 29 30 9.0 0.35 140.5 5.53 47.5 1.87 82.0 3.23 45.5 1.79 48.0 1.89

EMP-M8-F-F-17U43 1-3/4"-18 UNS 17 15 10.0 0.39 113.0 4.45 37.6 1.48 68.0 2.68 30.0 1.18 48.0 1.89

EMP-M8-F-F-23U43 1-3/4"-18 UNS 23 20 10.0 0.39 132.5 5.22 41.5 1.63 76.0 2.99 38.0 1.50 48.0 1.89

EMP-M8-F-F-29U43 1-3/4"-18 UNS 29 30 10.0 0.39 141.0 5.55 47.5 1.87 82.0 3.23 45.5 1.79 48.0 1.89

EMP-M8-F-F-36U43 1-3/4"-18 UNS 36 35 10.0 0.39 152.5 6.00 59.4 2.34 97.0 3.82 57.0 2.24 56.0 2.20

EMP-M8-F-F-48U43 1-3/4"-18 UNS 48 40 10.0 0.39 171.0 6.73 63.3 2.49 116.0 4.57 68.0 2.68 70.0 2.76

EMP-M8-F-F-23U50 2"-18 UNS 23 20 10.0 0.39 132.5 5.22 41.5 1.63 79.0 3.11 38.0 1.50 54.0 2.13

EMP-M8-F-F-29U50 2"-18 UNS 29 30 10.0 0.39 141.0 5.55 47.5 1.87 85.0 3.35 45.5 1.79 54.0 2.13

EMP-M8-F-F-36U50 2"-18 UNS 36 35 10.0 0.39 152.5 6.00 59.4 2.34 97.0 3.82 57.0 2.24 56.0 2.20

EMP-M8-F-F-48U50 2"-18 UNS 48 40 10.0 0.39 171.0 6.73 63.3 2.49 116.0 4.57 68.0 2.68 70.0 2.76

EMP-M8-F-F-23U56 2-1/4"-16 UN 23 20 10.0 0.39 133.0 5.24 41.5 1.63 84.0 3.31 38.0 1.50 64.0 2.52

EMP-M8-F-F-29U56 2-1/4"-16 UN 29 30 10.0 0.39 141.0 5.55 47.5 1.87 90.0 3.54 45.5 1.79 64.0 2.52

EMP-M8-F-F-36U56 2-1/4"-16 UN 36 35 10.0 0.39 152.5 6.00 59.4 2.34 101.0 3.98 57.0 2.24 64.0 2.52

EMP-M8-F-F-48U56 2-1/4"-16 UN 48 40 10.0 0.39 171.0 6.73 63.3 2.49 116.0 4.57 68.0 2.68 70.0 2.76

OD2L R
Order  No.

THD

UNEF

A W OD1

A

OD2THD

L

OD1

NW

R
W



• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide

• EMI/EMC end made of nickel-plated aluminum

• Low transfer impedances

• 360° clamping effect: For high shielding efficiency

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

Locking device system provides a quick and secure

EMMS Straight, Male Metal Thread, EMI Connector

Specifications are subject to change without notice

BM
COLOUR

MATERIAL
SERIES
TYPE

M

THREAD
TYPE

20
THREAD

SIZE
NW

8
IP RATING

M S
SHAPE

17EM
EMI

M
E

T
R

IC
M

E
T
A

L
 

T
H

R
E

A
D

Fits to Fits to

NW Braid mm in mm in

EM-M8-M-S-10M16 M16x1.5 10 BCU-10F 10.0 0.39 20.0 0.79

EM-M8-M-S-12M16 M16x1.5 12 BCU-10F 10.0 0.39 24.0 0.94

EM-M8-M-S-17M20 M20x1.5 17 BCU-15F 10.0 0.39 30.0 1.18

EM-M8-M-S-17M25 M25x1.5 17 BCU-15F 10.0 0.39 30.0 1.18

EM-M8-M-S-17M32 M32x1.5 17 BCU-15F 13.0 0.51 30.0 1.18

EM-M8-M-S-23M20 M20x1.5 23 BCU-15F 15.0 0.59 38.0 1.50

EM-M8-M-S-23M25 M25x1.5 23 BCU-15F 15.0 0.59 38.0 1.50

EM-M8-M-S-23M32 M32x1.5 23 BCU-15F 15.0 0.59 38.0 1.50

EM-M8-M-S-23M40 M40x1.5 23 BCU-15F 15.0 0.59 38.0 1.50

EM-M8-M-S-29M32 M32x1.5 29 BCU-20F 15.0 0.59 45.5 1.79

EM-M8-M-S-36M40 M40x1.5 36 BCU-40F 15.0 0.59 57.0 2.24

EM-M8-M-S-36M50 M50x1.5 36 BCU-40F 14.0 0.55 57.0 2.24

EM-M8-M-S-48M50 M50x1.5 48 BCU-40F 12.0 0.47 68.0 2.68

EM-M8-M-S-48M63 M63x1.5 48 BCU-40F 12.0 0.47 68.0 2.68

Order  No.
THD

Metric

A OD1

OD1 NW THD

A



• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide

• EMI/EMC end made of nickel-plated aluminum

• Low transfer impedances

• 360° clamping effect: For high shielding efficiency

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

Locking device system provides a quick and secure

EMMS Straight, Male Metal Thread, EMI Connector

Specifications are subject to change without notice

BM
COLOUR

MATERIAL
SERIES
TYPE

N

THREAD
TYPE

02
THREAD

SIZE
NW

8
IP RATING

M S
SHAPE

17EM
EMI

OD1 NW THD
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M
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T
A
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E

A
D

Fits to Fits to

NW Braid mm in mm in

EM-M8-M-S-10N01 3/8 10 BCU-10F 11.0 0.43 20.0 0.79

EM-M8-M-S-12N01 3/8 12 BCU-10F 11.0 0.43 24.0 0.94

EM-M8-M-S-12N02 1/2 12 BCU-10F 15.0 0.59 24.0 0.94

EM-M8-M-S-17N02 1/2 17 BCU-15F 13.0 0.51 30.0 1.18

EM-M8-M-S-23N04 3/4 23 BCU-15F 14.5 0.57 38.0 1.50

EM-M8-M-S-29N06 1 29 BCU-20F 15.0 0.59 45.5 1.79

EM-M8-M-S-36N07 1-1/4 36 BCU-40F 20.0 0.79 57.0 2.24

EM-M8-M-S-36N08 1-1/2 36 BCU-40F 18.2 0.72 57.0 2.24

EM-M8-M-S-48N08 1-1/2 48 BCU-40F 18.4 0.72 68.0 2.68

EM-M8-M-S-48N09 2 48 BCU-40F 18.3 0.72 68.0 2.68

Order  No.
THD

NPT

A OD1



• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide

• EMI/EMC end made of nickel-plated aluminum

• Low transfer impedances

• 360° clamping effect: For high shielding efficiency

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

Locking device system provides a quick and secure

EMMS Straight, Male Metal Thread, EMI Connector

Specifications are subject to change without notice

BM
COLOUR

MATERIAL
SERIES
TYPE

P

THREAD
TYPE

21
THREAD

SIZE
NW

8
IP RATING

M S
SHAPE

17EM
EMI

OD1 NW THD
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A
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Fits to Fits to

NW Braid mm in mm in

EM-M8-M-S-10P09 9 10 BCU-10F 12.0 0.47 20.0 0.79

EM-M8-M-S-10P11 11 10 BCU-10F 12.0 0.47 20.0 0.79

EM-M8-M-S-12P11 11 12 BCU-10F 12.0 0.47 24.0 0.94

EM-M8-M-S-12P13 13.5 12 BCU-10F 13.0 0.51 24.0 0.94

EM-M8-M-S-17P16 16 17 BCU-15F 13.0 0.51 30.0 1.18

EM-M8-M-S-17P21 21 17 BCU-15F 14.0 0.55 30.0 1.18

EM-M8-M-S-23P21 21 23 BCU-15F 14.0 0.55 38.0 1.50

EM-M8-M-S-29P29 29 29 BCU-20F 14.0 0.55 45.5 1.79

EM-M8-M-S-36P36 36 36 BCU-40F 15.0 0.59 57.0 2.24

EM-M8-M-S-36P48 36 36 BCU-40F 15.0 0.59 57.0 2.24

EM-M8-M-S-48P48 48 48 BCU-40F 17.0 0.67 68.0 2.68

Order  No.
THD

PG

A OD1



L
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SP1

W

R
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OD2THD

SP2

A

• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide

• EMI/EMC end made of nickel-plated aluminum

• Low transfer impedances

• 360° clamping effect: For high shielding efficiency

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

Locking device system provides a quick and secure

EMP ME 90º Elbow, Male Metal Thread, EMI Connector

BM
COLOUR

MATERIAL
SERIES
TYPE

M

THREAD
TYPE

20
THREAD

SIZE
NW

8
IP RATING

M E
SHAPE

17EMP
EMI / RING

Specifications are subject to change without notice
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Fits to Fits to

NW Braid mm in mm in mm in mm in mm in mm in mm in mm in

EMP-M8-M-E-10M16 M16x1.5 10 10 10.0 0.39 93.0 3.66 31.2 1.23 64.5 2.54 20.0 0.79 28.0 1.10 17.0 0.67 25.4 1.00

EMP-M8-M-E-12M16 M16x1.5 12 12.5 10.0 0.39 98.0 3.86 31.7 1.25 67.5 2.66 24.0 0.94 29.0 1.14 20.0 0.79 25.4 1.00

EMP-M8-M-E-17M20 M20x1.5 17 15 10.0 0.39 104.0 4.09 36.6 1.44 79.5 3.13 30.0 1.18 35.0 1.38 26.0 1.02 31.8 1.25

EMP-M8-M-E-17M25 M25x1.5 17 15 10.0 0.39 104.5 4.11 36.6 1.44 79.5 3.13 30.0 1.18 35.0 1.38 26.0 1.02 31.8 1.25

EMP-M8-M-E-17M32 M32x1.5 17 15 13.0 0.51 107.0 4.21 36.6 1.44 82.8 3.26 30.0 1.18 41.5 1.63 26.0 1.02 38.1 1.50

EMP-M8-M-E-23M20 M20x1.5 23 20 15.0 0.59 123.5 4.86 41.5 1.63 93.5 3.68 38.0 1.50 42.0 1.65 32.0 1.26 38.1 1.50

EMP-M8-M-E-23M25 M25x1.5 23 20 15.0 0.59 123.5 4.86 41.5 1.63 93.5 3.68 38.0 1.50 42.0 1.65 32.0 1.26 38.1 1.50

EMP-M8-M-E-23M32 M32x1.5 23 20 15.0 0.59 123.5 4.86 41.5 1.63 93.5 3.68 38.0 1.50 42.0 1.65 32.0 1.26 38.1 1.50

EMP-M8-M-E-23M40 M40x1.5 23 20 15.0 0.59 122.0 4.80 41.5 1.63 97.0 3.82 38.0 1.50 49.0 1.93 32.0 1.26 44.5 1.75

EMP-M8-M-E-29M32 M32x1.5 29 30 15.0 0.59 130.5 5.14 47.5 1.87 105.5 4.15 45.5 1.79 49.0 1.93 40.0 1.57 44.5 1.75

EMP-M8-M-E-36M40 M40x1.5 36 35 15.0 0.59 146.0 5.75 59.4 2.34 119.5 4.70 57.0 2.24 56.0 2.20 50.0 1.97 50.8 2.00

EMP-M8-M-E-36M50 M50x1.5 36 35 14.0 0.55 146.0 5.75 59.4 2.34 123.5 4.86 57.0 2.24 64.0 2.52 50.0 1.97 56.0 2.20

EMP-M8-M-E-48M50 M50x1.5 48 40 12.0 0.47 160.0 6.30 63.3 2.49 148.0 5.83 68.0 2.68 78.0 3.07 64.0 2.52 69.9 2.75

EMP-M8-M-E-48M63 M63x1.5 48 40 12.0 0.47 160.0 6.30 63.3 2.49 148.0 5.83 68.0 2.68 78.0 3.07 64.0 2.52 69.9 2.75

SP2SP1
Order  No.

THD

Metric

A W OD1 OD2L R
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• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide

• EMI/EMC end made of nickel-plated aluminum

• Low transfer impedances

• 360° clamping effect: For high shielding efficiency

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

Locking device system provides a quick and secure

EMP ME 90º Elbow, Male Metal Thread, EMI Connector

BM
COLOUR

MATERIAL
SERIES
TYPE

N

THREAD
TYPE

02
THREAD

SIZE
NW

8
IP RATING

M E
SHAPE

17EMP
EMI / RING

Specifications are subject to change without notice
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Fits to Fits to

NW Braid mm in mm in mm in mm in mm in mm in mm in mm in

EMP-M8-M-E-10N01 3/8 10 10 11.0 0.43 91.0 3.58 31.2 1.23 65.0 2.56 20.0 0.79 29.0 1.14 17.0 0.67 25.4 1.00

EMP-M8-M-E-12N01 3/8 12 12.5 11.0 0.43 65.0 2.56 31.7 1.25 67.5 2.66 24.0 0.94 29.0 1.14 20.0 0.79 25.4 1.00

EMP-M8-M-E-12N02 1/2 12 12.5 15.0 0.59 67.5 2.66 31.7 1.25 70.5 2.78 24.0 0.94 34.5 1.36 20.0 0.79 31.8 1.25

EMP-M8-M-E-17N02 1/2 17 15 13.0 0.51 70.5 2.78 36.6 1.44 79.5 3.13 30.0 1.18 35.0 1.38 26.0 1.02 31.8 1.25

EMP-M8-M-E-23N04 3/4 23 20 14.5 0.57 79.5 3.13 41.5 1.63 94.0 3.70 38.0 1.50 42.5 1.67 32.0 1.26 38.1 1.50

EMP-M8-M-E-29N06 1 29 30 15.0 0.59 94.0 3.70 47.5 1.87 105.5 4.15 45.5 1.79 49.0 1.93 40.0 1.57 44.5 1.75

EMP-M8-M-E-36N07 1-1/4 36 35 20.0 0.79 105.5 4.15 59.4 2.34 119.5 4.70 57.0 2.24 56.0 2.20 50.0 1.97 50.8 2.00

EMP-M8-M-E-36N08 1-1/2 36 35 18.2 0.72 119.5 4.70 59.4 2.34 126.5 4.98 57.0 2.24 70.0 2.76 50.0 1.97 63.5 2.50

EMP-M8-M-E-48N08 1-1/2 48 40 18.4 0.72 126.5 4.98 63.3 2.49 147.0 5.79 68.0 2.68 76.2 3.00 64.0 2.52 69.9 2.75

EMP-M8-M-E-48N09 2 48 40 18.3 0.72 147.0 5.79 63.3 2.49 144.0 5.67 68.0 2.68 70.0 2.76 64.0 2.52 63.5 2.50

SP2SP1
Order  No.

THD

NPT

A W OD1 OD2L R
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• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide

• EMI/EMC end made of nickel-plated aluminum

• Low transfer impedances

• 360° clamping effect: For high shielding efficiency

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

Locking device system provides a quick and secure

EMP ME 90º Elbow, Male Metal Thread, EMI Connector

BM
COLOUR

MATERIAL
SERIES
TYPE

P

THREAD
TYPE
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THREAD

SIZE
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8
IP RATING

M E
SHAPE

17EMP
EMI / RING

Specifications are subject to change without notice
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Fits to Fits to

NW Braid mm in mm in mm in mm in mm in mm in mm in mm in

EMP-M8-M-E-10P09 9 10 10 12.0 0.47 92.5 3.64 31.2 1.23 64.5 2.54 20.0 0.79 28.0 1.10 17.0 0.67 25.4 1.00

EMP-M8-M-E-10P11 11 10 10 12.0 0.47 92.5 3.64 31.2 1.23 64.5 2.54 20.0 0.79 28.0 1.10 17.0 0.67 25.5 1.00

EMP-M8-M-E-12P11 11 12 12.5 12.0 0.47 98.5 3.88 31.7 1.25 67.0 2.64 24.0 0.94 28.0 1.10 20.0 0.79 25.4 1.00

EMP-M8-M-E-12P13 13.5 12 12.5 13.0 0.51 98.5 3.88 31.7 1.25 70.5 2.78 24.0 0.94 35.0 1.38 20.0 0.79 31.8 1.25

EMP-M8-M-E-17P16 16 17 15 13.0 0.51 107.0 4.21 36.6 1.44 79.5 3.13 30.0 1.18 35.0 1.38 26.0 1.02 31.8 1.25

EMP-M8-M-E-17P21 21 17 15 14.0 0.55 108.0 4.25 36.6 1.44 79.5 3.13 30.0 1.18 35.0 1.38 26.0 1.02 31.8 1.25

EMP-M8-M-E-23P21 21 23 20 14.0 0.55 120.5 4.74 41.5 1.63 93.5 3.68 38.0 1.50 42.0 1.65 32.0 1.26 38.1 1.50

EMP-M8-M-E-29P29 29 29 30 14.0 0.55 130.0 5.12 47.5 1.87 105.5 4.15 45.5 1.79 49.0 1.93 40.0 1.57 44.5 1.75

EMP-M8-M-E-36P36 36 36 35 15.0 0.59 146.5 5.77 59.4 2.34 119.5 4.70 57.0 2.24 56.0 2.20 50.0 1.97 50.8 2.00

EMP-M8-M-E-36P48 36 36 35 15.0 0.59 149.0 5.87 59.4 2.34 119.5 4.70 57.0 2.24 56.0 2.20 50.0 1.97 50.8 2.00

EMP-M8-M-E-48P48 48 48 40 17.0 0.67 161.0 6.34 63.3 2.49 148.0 5.83 68.0 2.68 78.0 3.07 64.0 2.52 69.9 2.75

OD2 SP1 SP2
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• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide

• EMI/EMC end made of nickel-plated aluminum

• Low transfer impedances

• 360° clamping effect: For high shielding efficiency

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

Locking device system provides a quick and secure

EMP MF 45º Elbow, Male Metal Thread, EMI Connector

BM
COLOUR
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SERIES
TYPE

M

THREAD
TYPE

20
THREAD

SIZE
NW

8
IP RATING

M F
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17EMP
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Specifications are subject to change without notice
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Fits to Fits to

NW Braid mm in mm in mm in mm in mm in mm in mm in

EMP-M8-M-F-10M16 M16x1.5 10 10 10.0 0.39 99.0 3.90 31.2 1.23 48.0 1.89 20.0 0.79 28.0 1.10 25.4 1.00

EMP-M8-M-F-12M16 M16x1.5 12 12.5 10.0 0.39 105.5 4.15 31.6 1.24 51.5 2.03 24.0 0.94 29.0 1.14 25.4 1.00

EMP-M8-M-F-17M20 M20x1.5 17 15 10.0 0.39 110.0 4.33 36.7 1.44 61.5 2.42 30.0 1.18 35.0 1.38 31.8 1.25

EMP-M8-M-F-17M25 M25x1.5 17 15 10.0 0.39 110.5 4.35 36.7 1.44 61.5 2.42 30.0 1.18 35.0 1.38 31.8 1.25

EMP-M8-M-F-17M32 M32x1.5 17 15 13.0 0.51 113.0 4.45 36.7 1.44 65.0 2.56 30.0 1.18 41.5 1.63 38.1 1.50

EMP-M8-M-F-23M20 M20x1.5 23 20 15.0 0.59 135.5 5.33 41.5 1.63 73.0 2.87 38.0 1.50 42.0 1.65 38.1 1.50

EMP-M8-M-F-23M25 M25x1.5 23 20 15.0 0.59 135.5 5.33 41.5 1.63 73.0 2.87 38.0 1.50 42.0 1.65 38.1 1.50

EMP-M8-M-F-23M32 M32x1.5 23 20 15.0 0.59 135.5 5.33 41.5 1.63 73.0 2.87 38.0 1.50 42.0 1.65 38.1 1.50

EMP-M8-M-F-23M40 M40x1.5 23 20 15.0 0.59 134.0 5.28 41.5 1.63 76.5 3.01 38.0 1.50 49.0 1.93 44.5 1.75

EMP-M8-M-F-29M32 M32x1.5 29 30 15.0 0.59 142.0 5.59 47.5 1.87 82.5 3.25 45.5 1.79 49.0 1.93 44.5 1.75

EMP-M8-M-F-36M40 M40x1.5 36 35 15.0 0.59 152.5 6.00 59.4 2.34 97.0 3.82 57.0 2.24 56.0 2.20 50.8 2.00

EMP-M8-M-F-36M50 M50x1.5 36 35 14.0 0.55 152.5 6.00 59.4 2.34 101.0 3.98 57.0 2.24 64.0 2.52 56.0 2.20

EMP-M8-M-F-48M50 M50x1.5 48 40 12.0 0.47 173.0 6.81 63.3 2.49 120.0 4.72 68.0 2.68 78.0 3.07 69.9 2.75

EMP-M8-M-F-48M63 M63x1.5 48 40 12.0 0.47 173.0 6.81 63.3 2.49 120.0 4.72 68.0 2.68 78.0 3.07 69.9 2.75
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• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide

• EMI/EMC end made of nickel-plated aluminum

• Low transfer impedances

• 360° clamping effect: For high shielding efficiency

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

Locking device system provides a quick and secure

EMP MF 45º Elbow, Male Metal Thread, EMI Connector
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Specifications are subject to change without notice
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Fits to Fits to

NW Braid mm in mm in mm in mm in mm in mm in mm in

EMP-M8-M-F-10N01 3/8 10 10 11.0 0.43 97.0 3.82 31.2 1.23 48.5 1.91 20.0 0.79 29.0 1.14 25.4 1.00

EMP-M8-M-F-12N01 3/8 12 12.5 11.0 0.43 103.5 4.07 31.6 1.24 51.5 2.03 24.0 0.94 29.0 1.14 25.4 1.00

EMP-M8-M-F-12N02 1/2 12 12.5 15.0 0.59 107.5 4.23 31.6 1.24 54.5 2.15 24.0 0.94 34.5 1.36 31.8 1.25

EMP-M8-M-F-17N02 1/2 17 15 13.0 0.51 113.0 4.45 36.7 1.44 61.5 2.42 30.0 1.18 35.0 1.38 31.8 1.25

EMP-M8-M-F-23N04 3/4 23 20 14.5 0.57 133.0 5.24 41.5 1.63 73.5 2.89 38.0 1.50 42.5 1.67 38.1 1.50

EMP-M8-M-F-29N06 1 29 30 15.0 0.59 141.0 5.55 47.5 1.87 82.5 3.25 45.5 1.79 49.0 1.93 44.5 1.75

EMP-M8-M-F-36N07 1-1/4 36 35 20.0 0.79 160.5 6.32 59.4 2.34 97.0 3.82 57.0 2.24 56.0 2.20 50.8 2.00

EMP-M8-M-F-36N08 1-1/2 36 35 18.2 0.72 156.0 6.14 59.4 2.34 104.0 4.09 57.0 2.24 70.0 2.76 63.5 2.50

EMP-M8-M-F-48N08 1-1/2 48 40 18.4 0.72 175.5 6.91 63.3 2.49 119.0 4.69 68.0 2.68 76.2 3.00 69.9 2.75

EMP-M8-M-F-48N09 2 48 40 18.3 0.72 189.5 7.46 63.3 2.49 116.0 4.57 68.0 2.68 70.0 2.76 63.5 2.50
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• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide

• EMI/EMC end made of nickel-plated aluminum

• Low transfer impedances

• 360° clamping effect: For high shielding efficiency

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

Locking device system provides a quick and secure

EMP MF 45º Elbow, Male Metal Thread, EMI Connector

BM
COLOUR

MATERIAL
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TYPE
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17EMP
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Specifications are subject to change without notice

Fits to Fits to

NW Braid mm in mm in mm in mm in mm in mm in mm in

EMP-M8-M-F-10P09 9 10 10 12.0 0.47 98.5 3.88 31.2 1.23 48.0 1.89 20.0 0.79 28.0 1.10 25.4 1.00

EMP-M8-M-F-10P11 11 10 10 12.0 0.47 98.5 3.88 31.2 1.23 48.0 1.89 20.0 0.79 28.0 1.10 25.5 1.00

EMP-M8-M-F-12P11 11 12 12.5 12.0 0.47 106.0 4.17 31.6 1.24 51.0 2.01 24.0 0.94 28.0 1.10 25.4 1.00

EMP-M8-M-F-12P13 13.5 12 12.5 13.0 0.51 106.0 4.17 31.6 1.24 54.5 2.15 24.0 0.94 35.0 1.38 31.8 1.25

EMP-M8-M-F-17P16 16 17 15 13.0 0.51 113.0 4.45 36.7 1.44 61.5 2.42 30.0 1.18 35.0 1.38 31.8 1.25

EMP-M8-M-F-17P21 21 17 15 14.0 0.55 114.0 4.49 36.7 1.44 61.5 2.42 30.0 1.18 35.0 1.38 31.8 1.25

EMP-M8-M-F-23P21 21 23 20 14.0 0.55 132.5 5.22 41.5 1.63 73.0 2.87 38.0 1.50 42.0 1.65 38.1 1.50

EMP-M8-M-F-29P29 29 29 30 14.0 0.55 141.5 5.57 47.5 1.87 82.5 3.25 45.5 1.79 49.0 1.93 44.5 1.75

EMP-M8-M-F-36P36 36 36 35 15.0 0.59 153.0 6.02 59.4 2.34 97.0 3.82 57.0 2.24 56.0 2.20 50.8 2.00

EMP-M8-M-F-36P48 36 36 35 15.0 0.59 155.5 6.12 59.4 2.34 97.0 3.82 57.0 2.24 56.0 2.20 50.8 2.00

EMP-M8-M-F-48P48 48 48 40 17.0 0.67 174.0 6.85 63.3 2.49 120.0 4.72 68.0 2.68 78.0 3.07 69.9 2.75
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For additional information

about this product line go to

w w w . m o l t e c i n t e r n a t i o n a l . c o m


