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SLR Seamless Ring Lugs

SLR Seamless Ring Lugs with Sight Holes

SBR Seamless Butt Splices
OSLA9 Seamless Angled 90  Ring Lugs
OSLA4 Seamless Angled 45  Ring Lugs
OSLA9 Seamless Angled 90  Ring Lugs with Sight Holes
OSLA4 Seamless Angled 45  Ring Lugs with Sight Holes

SLI Industrial Lugs, Colour Coded with Sight Holes

SBI Industrial Butt Splices, Colour Coded

TLB Tubular Copper Compression Lugs

TLLB Tubular Copper Compression Lugs, Long Barrel

TBB Tubular Copper Compression Splices

TBLB Tubular Copper Compression Splices, Long Barrel

CT-406  Crimp Tooling

GROUNDING & BONDING STRAPS
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MTG CODE in mm

190 #10 5

14 1/4 6

516 5/16 8

38 3/8 10

12 1/2 12

58 5/8 16

787 - 20

TERMINALS & SPLICES CODE  DATASHEETREFERENCE 

-RSL 8 N - 445 516 N F

Seamless Terminal Lug
Tubular Terminal Lug
Seamless Butt Splices
Tubular Butt Splices

SL
TL
SB
TB

Angled 45° Ring
Angled 90° Ring
Standard Ring
Industrial
Standard Barrel
Long Barrel
Super

A4
A9
R
I
B
LB
U

SERIES

TYPE

8
6
4
2
1

WIRE GAUGE

1/0
2/0
3/0
4/0

250 MCM
300 MCM
350 MCM
400 MCM
500 MCM

COLOUR CODING
YesY NoN

Flared
Chamfer

F
S

BARREL

SIGHT HOLE

YesY NoN

STUD HOLE SIZE

TONGUE WIDTH

MTG 

CODE
in mm

350 0.350 8.89

400 0.400 10.16

445 0.445 11.30

460 0.460 11.68

472 0.472 11.99

500 0.500 12.70

525 0.525 13.34

530 0.530 13.46

605 0.605 15.37

610 0.610 15.49

630 0.630 16.00

640 0.640 16.26

655 0.655 16.64

690 0.690 17.52

725 0.725 18.42

760 0.760 19.30

765 0.765 19.43

787 0.787 19.99

MTG 

CODE
in mm

827 0.827 21.01

830 0.830 21.08

895 0.895 22.73

910 0.910 23.11

985 0.985 25.02

1020 1.020 25.91

1035 1.035 26.29

1090 1.090 27.69

1102 1.102 27.99

1140 1.140 28.97

1200 1.200 30.48

1220 1.220 30.99

1320 1.320 33.52

1338 1.338 33.99

1400 1.400 35.56

1500 1.500 38.10

1580 1.580 40.13

1693 1.693 43.00

1972 1.972 50.09
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The chart shows sizes and dimensions of various studs and the corresponding terminal stud hole sizes used with MTG Moltec devices. For 

example, with stud #5 (.125 [3.18] Diameter), use MTG Moltec terminal device listed for #5 stud (.132 [3.35] Hole Diameter). Terminal stud hole 

sizes may easily be checked by fitting sample terminal to black circle.

Stud Size Chart

Use to Select Proper Size Terminal

#6

#8

#10

#12

#14

1/4”

5/16”

3/8”

7/16”

1/2”

5/8”

3/4”

M3.5

M4

—

—

—

M6

M8

—

—

M12

M16

—

0.138

0.164

0.190

0.216

0.242

0.250

0.375

0.500

0.625

0.750

0.312

0.437

3.51

4.17

4.83

5.49

6.15

6.35

9.53

12.70

15.88

19.05

7.92

11.10

0.147

0.173

0.212

0.225

0.252

0.275

0.405

0.525

0.645

0.780

0.336

0.463

3.73

4.39

5.38

5.72

6.40

6.99

10.29

13.34

16.38

19.81

8.53

11.76

Stud Size

U.S Cust. Metric

Stud Diameter
Terminal Stud
Hole Diameter

in. mm. in. mm.
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TECHNICAL  ANNEX



-RSL
SEAMLESS
TERMINAL LUG

STANDARD
RING

8
AWG
SIZE

N

COLOUR CODED 
(Y or N)

- 445
TONGUE
WIDTH

516

STUD HOLE
SIZE

N
INSPECTION
HOLE (Y or N)

F

FLARED
COLLAR

• Wire Size Range: 8AWG to 250 MCM

• MATERIAL

  Terminal Body: Copper per ASTM B-152

   Plating: Tin per ASTM B-545

• High conductivity ETP copper

• Utilize seamless drawn body

• Flared wire barrel

• Copper and tin plating available

• Sight hole versions available for wire inspection

• Multiple tongue widths available

• Bent tongues available at angles up to 90°

The Heavy Duty Seamless Lug line provides a robust terminal line for applications in the many industries. The product is used in applications 

including industrial and welding equipment, transportation/marine cable harness, and general-purpose harnesses. The Heavy Duty Seamless line 

utilizes deep-draw stamping technology to create a robust terminal without butted seams along the wire barrel or along the outer edge of the ring 

tongue. 

SLR Seamless Ring Lugs

W

S

D

L

in mm in mm in mm in mm
SLR-8N-445/190NF 8 10 5 0.185 4.70 1.200 30.48 0.445 11.30

SLR-8N-445/14NF 8 1/4 6 0.185 4.70 1.200 30.48 0.445 11.30

SLR-8N-445/516NF 8 5/16 8 0.185 4.70 1.200 30.48 0.445 11.30

SLR-8N-605/14NF 8 1/4 6 0.185 4.70 1.305 33.15 0.605 15.37

SLR-8N-605/516NF 8 5/16 8 0.185 4.70 1.305 33.15 0.605 15.37

SLR-8N-605/38NF 8 3/8 10 0.185 4.70 1.305 33.15 0.605 15.37

SLR-8N-765/38NF 8 3/8 10 0.185 4.70 1.480 37.59 0.765 19.45

SLR-8N-765/12NF 8 1/2 12 0.185 4.70 1.480 37.59 0.765 19.45

SLR-6N-445/190NF 6 10 5 0.232 5.89 1.270 32.26 0.445 11.30

SLR-6N-445/14NF 6 1/4 6 0.232 5.89 1.270 32.26 0.445 11.30

SLR-6N-445/516NF 6 5/16 8 0.232 5.89 1.270 32.26 0.445 11.30

SLR-6N-605/14NF 6 1/4 6 0.232 5.89 1.410 35.81 0.605 15.37

SLR-6N-605/516NF 6 5/16 8 0.232 5.89 1.410 35.81 0.605 15.37

SLR-6N-605/38NF 6 3/8 10 0.232 5.89 1.410 35.81 0.605 15.37

SLR-6N-765/38NF 6 3/8 10 0.232 5.89 1.550 39.37 0.765 19.45

SLR-6N-765/12NF 6 1/2 12 0.232 5.89 1.550 39.37 0.765 19.45

SLR-4N-525/190NF 4 10 5 0.286 7.26 1.500 38.10 0.525 13.33

SLR-4N-525/14NF 4 1/4 6 0.286 7.26 1.500 38.10 0.525 13.33

SLR-4N-525/516NF 4 5/16 8 0.286 7.26 1.500 38.10 0.525 13.33

SLR-4N-525/38NF 4 3/8 10 0.286 7.26 1.500 38.10 0.525 13.33

SLR-4N-625/516NF 4 5/16 8 0.286 7.26 1.530 38.89 0.625 15.88

SLR-4N-625/38NF 4 3/8 10 0.286 7.26 1.530 38.89 0.625 15.88

SLR-4N-765/38NF 4 3/8 10 0.286 7.26 1.680 42.85 0.765 19.45

SLR-4N-765/12NF 4 1/2 12 0.286 7.26 1.680 42.85 0.765 19.45

SLR-2N-615/14NF 2 1/4 6 0.336 8.53 1.620 41.27 0.615 15.62

SLR-2N-615/516NF 2 5/16 8 0.336 8.53 1.620 41.27 0.615 15.62

SLR-2N-615/38NF 2 3/8 10 0.336 8.53 1.620 41.27 0.615 15.62

SLR-2N-755/38NF 2 3/8 10 0.336 8.53 1.750 44.45 0.755 19.18

SLR-2N-755/12NF 2 1/2 12 0.336 8.53 1.750 44.45 0.755 19.18

Part Number
Wire 

Size

Stud Size Dimensions

 S D L W

in mm in mm in mm in mm
SLR-1N-655/14NF 1 1/4 6 0.360 9.14 1.720 43.69 0.655 16.64

SLR-1N-655/38NF 1 3/8 10 0.360 9.14 1.720 43.69 0.655 16.64

SLR-1N-655/12NF 1 1/2 12 0.360 9.14 1.720 43.69 0.655 16.64

SLR-1N-755/38NF 1 3/8 10 0.360 9.14 1.830 46.48 0.755 19.18

SLR-1N-755/12NF 1 1/2 12 0.360 9.14 1.830 46.48 0.755 19.18

SLR-1/0N-725/14NF 1/0 1/4 6 0.407 10.33 1.830 46.48 0.725 18.41

SLR-1/0N-725/516NF 1/0 5/16 8 0.407 10.33 1.830 46.48 0.725 18.41

SLR-1/0N-725/38NF 1/0 3/8 10 0.407 10.33 1.830 46.48 0.725 18.41

SLR-1/0N-725/12NF 1/0 1/2 12 0.407 10.33 1.830 46.48 0.725 18.41

SLR-1/0N-825/38NF 1/0 3/8 10 0.407 10.33 1.900 48.26 0.825 20.96

SLR-1/0N-825/12NF 1/0 1/2 12 0.407 10.33 1.900 48.26 0.825 20.96

SLR-2/0N-815/14NF 2/0 1/4 6 0.461 11.71 2.060 52.37 0.815 20.70

SLR-2/0N-815/516NF 2/0 5/16 8 0.461 11.71 2.060 52.37 0.815 20.70

SLR-2/0N-815/38NF 2/0 3/8 10 0.461 11.71 2.060 52.37 0.815 20.70

SLR-2/0N-815/12NF 2/0 1/2 12 0.461 11.71 2.060 52.37 0.815 20.70

SLR-3/0N-895/14NF 3/0 1/4 6 0.511 12.98 2.160 54.86 0.895 22.73

SLR-3/0N-895/516NF 3/0 5/16 8 0.511 12.98 2.160 54.86 0.895 22.73

SLR-3/0N-895/38NF 3/0 3/8 10 0.511 12.98 2.160 54.86 0.895 22.73

SLR-3/0N-895/12NF 3/0 1/2 12 0.511 12.98 2.160 54.86 0.895 22.73

SLR-4/0N-985/14NF 4/0 1/4 6 0.559 14.20 2.350 59.69 0.985 25.02

SLR-4/0N-985/516NF 4/0 5/16 8 0.559 14.20 2.350 59.69 0.985 25.02

SLR-4/0N-985/38NF 4/0 3/8 10 0.559 14.20 2.350 59.69 0.985 25.02

SLR-4/0N-985/12NF 4/0 1/2 12 0.559 14.20 2.350 59.69 0.985 25.02

SLR-4/0N-1035/38NF 4/0 3/8 10 0.590 14.99 2.390 60.71 1.035 26.29

SLR-4/0N-1035/12NF 4/0 1/2 12 0.590 14.99 2.390 60.71 1.035 26.29

SLR-4/0N-1035/58NF 4/0 5/8 16 0.590 14.99 2.390 60.71 1.035 26.29

SLR-4/0N-1090/38NF 4/0 3/8 10 0.625 15.87 2.460 62.68 1.090 27.76

SLR-4/0N-1090/12NF 4/0 1/2 12 0.625 15.87 2.460 62.68 1.090 27.76

SLR-4/0N-1090/58NF 4/0 5/8 16 0.625 15.87 2.460 62.68 1.090 27.76

SLR-250N-1200/38NF 250 MCM 3/8 10 0.685 17.40 2.650 67.46 1.200 30.55

SLR-250N-1200/12NF 250 MCM 1/2 12 0.685 17.40 2.650 67.46 1.200 30.55

SLR-250N-1200/58NF 250 MCM 5/8 16 0.685 17.40 2.650 67.46 1.200 30.55

Part Number
Wire 

Size

Stud Size Dimensions

 S D L W
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Specifications are subject to change without notice



The Heavy Duty Seamless Lug line provides a robust terminal line for applications in the many industries. The product is used in applications 

including industrial and welding equipment, transportation/marine cable harness, and general-purpose harnesses. The Heavy Duty Seamless line 

utilizes deep-draw stamping technology to create a robust terminal without butted seams along the wire barrel or along the outer edge of the ring 

tongue. 

in mm in mm in mm in mm
SLR-1N-655/14YF 1 1/4 6 0.360 9.14 1.720 43.69 0.655 16.64

SLR-1N-655/38YF 1 3/8 10 0.360 9.14 1.720 43.69 0.655 16.64

SLR-1N-655/12YF 1 1/2 12 0.360 9.14 1.720 43.69 0.655 16.64

SLR-1N-755/38YF 1 3/8 10 0.360 9.14 1.830 46.48 0.755 19.18

SLR-1N-755/12YF 1 1/2 12 0.360 9.14 1.830 46.48 0.755 19.18

SLR-1/0N-725/14YF 1/0 1/4 6 0.407 10.33 1.830 46.48 0.725 18.41

SLR-1/0N-725/516YF 1/0 5/16 8 0.407 10.33 1.830 46.48 0.725 18.41

SLR-1/0N-725/38YF 1/0 3/8 10 0.407 10.33 1.830 46.48 0.725 18.41

SLR-1/0N-725/12YF 1/0 1/2 12 0.407 10.33 1.830 46.48 0.725 18.41

SLR-1/0N-825/38YF 1/0 3/8 10 0.407 10.33 1.900 48.25 0.825 20.96

SLR-1/0N-825/12YF 1/0 1/2 12 0.407 10.33 1.900 48.26 0.825 20.96

SLR-2/0N-815/14YF 2/0 1/4 6 0.461 11.71 2.060 52.37 0.815 20.70

SLR-2/0N-815/516YF 2/0 5/16 8 0.461 11.71 2.060 52.37 0.815 20.70

SLR-2/0N-815/38YF 2/0 3/8 10 0.461 11.71 2.060 52.37 0.815 20.70

SLR-2/0N-815/12YF 2/0 1/2 12 0.461 11.71 2.060 52.37 0.815 20.70

SLR-3/0N-895/14YF 3/0 1/4 6 0.511 12.98 2.160 54.86 0.895 22.73

SLR-3/0N-895/516YF 3/0 5/16 8 0.511 12.98 2.160 54.86 0.895 22.73

SLR-3/0N-895/38YF 3/0 3/8 10 0.511 12.98 2.160 54.86 0.895 22.73

SLR-3/0N-895/12YF 3/0 1/2 12 0.511 12.98 2.160 54.86 0.895 22.73

SLR-4/0N-985/14YF 4/0 1/4 6 0.559 14.20 2.350 59.69 0.985 25.02

SLR-4/0N-985/516YF 4/0 5/16 8 0.559 14.20 2.350 59.69 0.985 25.02

SLR-4/0N-985/38YF 4/0 3/8 10 0.559 14.20 2.350 59.69 0.985 25.02

SLR-4/0N-985/12YF 4/0 1/2 12 0.559 14.20 2.350 59.69 0.985 25.02

SLR-4/0N-1035/38YF 4/0 3/8 10 0.590 14.99 2.390 60.71 1.035 26.29

SLR-4/0N-1035/12YF 4/0 1/2 12 0.590 14.99 2.390 60.71 1.035 26.29

SLR-4/0N-1035/58YF 4/0 5/8 16 0.590 14.99 2.390 60.71 1.035 26.29

SLR-4/0N-1090/38YF 4/0 3/8 10 0.625 15.87 2.460 62.68 1.090 27.76

SLR-4/0N-1090/12YF 4/0 1/2 12 0.625 15.87 2.460 62.68 1.090 27.76

SLR-4/0N-1090/58YF 4/0 5/8 16 0.625 15.87 2.460 62.68 1.090 27.76

SLR-250N-1200/38YF 250 MCM 3/8 10 0.685 17.40 2.650 67.46 1.200 30.55

Part Number
Wire 

Size

Stud Size Dimensions

 S D L W

in mm in mm in mm in mm
SLR-8N-445/190YF 8 10 5 0.185 4.70 1.200 30.48 0.445 11.30

SLR-8N-445/14YF 8 1/4 6 0.185 4.70 1.200 30.48 0.445 11.30

SLR-8N-445/516YF 8 5/16 8 0.185 4.70 1.200 30.48 0.445 11.30

SLR-8N-605/516YF 8 5/16 8 0.185 4.70 1.305 33.15 0.605 15.37

SLR-8N-605/38YF 8 3/8 10 0.185 4.70 1.305 33.15 0.605 15.37

SLR-8N-765/12YF 8 1/2 12 0.185 4.70 1.480 37.59 0.765 19.45

SLR-6N-445/190YF 6 10 5 0.232 5.89 1.270 32.26 0.445 11.30

SLR-6N-445/14YF 6 1/4 6 0.232 5.89 1.270 32.26 0.445 11.30

SLR-6N-445/516YF 6 5/16 8 0.232 5.89 1.270 32.26 0.445 11.30

SLR-6N-605/14YF 6 1/4 6 0.232 5.89 1.410 35.81 0.605 15.37

SLR-6N-605/516YF 6 5/16 8 0.232 5.89 1.410 35.81 0.605 15.37

SLR-6N-605/38YF 6 3/8 10 0.232 5.89 1.410 35.81 0.605 15.37

SLR-6N-765/38YF 6 3/8 10 0.232 5.89 1.550 39.37 0.765 19.45

SLR-6N-765/12YF 6 1/2 12 0.232 5.89 1.550 39.37 0.765 19.45

SLR-4N-525/190YF 4 10 5 0.286 7.26 1.500 38.10 0.525 13.33

SLR-4N-525/14YF 4 1/4 6 0.286 7.26 1.500 38.10 0.525 13.33

SLR-4N-525/516YF 4 5/16 8 0.286 7.26 1.500 38.10 0.525 13.33

SLR-4N-525/38YF 4 3/8 10 0.286 7.26 1.500 38.10 0.525 13.33

SLR-4N-625/516YF 4 5/16 8 0.286 7.26 1.530 38.89 0.625 15.88

SLR-4N-625/38YF 4 3/8 10 0.286 7.26 1.530 38.89 0.625 15.88

SLR-4N-765/38YF 4 3/8 10 0.286 7.26 1.680 42.85 0.765 19.45

SLR-4N-765/12YF 4 1/2 12 0.286 7.26 1.680 42.85 0.765 19.45

SLR-2N-615/14YF 2 1/4 6 0.336 8.53 1.620 41.27 0.615 15.62

SLR-2N-615/516YF 2 5/16 8 0.336 8.53 1.620 41.27 0.615 15.62

SLR-2N-615/38YF 2 3/8 10 0.336 8.53 1.620 41.27 0.615 15.62

SLR-2N-755/38YF 2 3/8 10 0.336 8.53 1.750 44.45 0.755 19.18

SLR-2N-755/12YF 2 1/2 12 0.336 8.53 1.750 44.45 0.755 19.18

Part Number
Wire 

Size

Stud Size Dimensions

 S D L W
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SLR Seamless Ring Lugs with Sight Holes

Specifications are subject to change without notice

• Wire Size Range: 8AWG to 250 MCM

• MATERIAL

  Terminal Body: Copper per ASTM B-152

   Plating: Tin per ASTM B-545

• High conductivity ETP copper

• Utilize seamless drawn body

• Flared wire barrel

• Copper and tin plating available

• Sight hole versions available for wire inspection

• Multiple tongue widths available

• Bent tongues available at angles up to 90°

W

S

D

L

Sight Hole

-RSL
SEAMLESS
TERMINAL LUG

STANDARD
RING

8
AWG
SIZE

N

COLOUR CODED 
(Y or N)

- 445
TONGUE
WIDTH

516

STUD HOLE
SIZE

Y
INSPECTION
HOLE (Y or N)

F

FLARED
COLLAR



-RSB
SEAMLESS
BUTT SPLICE

STANDARD
RING

8
AWG
SIZE

N

COLOUR CODED 
(Y or N)

- 170
BARREL

INT. DIAMETER

• Wire Size Range: 8AWG to 4/0

• MATERIAL

  Body: Copper per ASTM B-152

   Plating: Tin per ASTM B-545

• Utilize seamless tubular body

• Flared or chamfered wire barrel entry

• Dimpled wire stop for proper placement

• Tin plating Industrial 

AWG

The Heavy Duty Seamless Splice line provides a robust terminal line for applications in the many industries. The product is used in applications 

including industrial and welding equipment, transportation/marine cable harness, and general-purpose harnesses. The Heavy Duty Splice line 

offers butt splice versions with either flared or chamfered wire barrels for ease of wire entry and dimpled wire stops to assist in proper wire placement.

D

L

Dimpled Wire Stop

D

L

Dimpled Wire Stop

FLARED ENDS CHAMFERED ENDS

in mm in mm
SBR-8N-170F 8 0.170 4.32 0.990 25.15

SBR-6N-232F 6 0.232 5.89 1.090 27.69

SBR-4N-286F 4 0.286 7.26 1.230 31.24

SBR-2N-336F 2 0.336 8.53 1.380 35.05

SBR-1N-360F 1 0.360 9.14 1.380 35.05

SBR-1/0N-407F 1/0 0.407 10.33 1.580 40.13

SBR-2/0N-461F 2/0 0.461 11.71 1.830 46.48

SBR-3/0N-511F 3/0 0.511 12.98 1.930 49.02

SBR-4/0N-559F 4/0 0.559 14.20 2.030 51.56

SBR-4/0N-590F 4/0 0.590 14.99 2.030 51.56

SBR-4/0N-625F 4/0 0.625 15.88 2.030 51.56

Part Number
Dimensions

D L
Wire 

Size

F

BARREL
ENDS

in mm in mm
SBR-8N-170S 8 0.170 4.32 0.990 25.15

SBR-6N-232S 6 0.232 5.89 1.090 27.69

SBR-4N-286S 4 0.286 7.26 1.230 31.24

SBR-2N-336S 2 0.336 8.53 1.380 35.05

SBR-1N-360S 1 0.360 9.14 1.380 35.05

SBR-1/0N-407S 1/0 0.407 10.33 1.580 40.13

SBR-2/0N-461S 2/0 0.461 11.71 1.830 46.48

SBR-4/0N-559S 4/0 0.559 14.20 2.030 51.56

SBR-4/0N-625S 4/0 0.625 15.88 2.030 51.56

Part Number
Wire 

Size

Dimensions

D L

FLARED ENDS CHAMFERED ENDS
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SBR Seamless Butt Splices

Specifications are subject to change without notice
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-A9SL
SEAMLESS
TERMINAL LUG

0ANGLED 90
RING

8
AWG
SIZE

N

COLOUR CODED 
(Y or N)

- 445
TONGUE
WIDTH

14

STUD HOLE
SIZE

N
INSPECTION
HOLE (Y or N)

F

FLARED
COLLAR

• Wire Size Range: 8AWG to 250 MCM

• MATERIAL

  Terminal Body: Copper per ASTM B-152

   Plating: Tin per ASTM B-545

• High conductivity ETP copper

• Utilize seamless drawn body

• Flared wire barrel

• Copper and tin plating available

• Sight hole versions available for wire inspection

• Multiple tongue widths available

• Bent tongues available at angles up to 90°

The Heavy Duty Seamless Lug line provides a robust terminal line for applications in the many industries. The product is used in applications 

including industrial and welding equipment, transportation/marine cable harness, and general-purpose harnesses. The Heavy Duty Seamless line 

utilizes deep-draw stamping technology to create a robust terminal without butted seams along the wire barrel or along the outer edge of the ring 

tongue. 

SLA9 0
Seamless Angled 90  Ring Lugs

W

S

D

090

in mm in mm in mm

SLA9-8N-445/14NF 8 1/4 6 0.185 4.70 0.445 11.30

SLA9-8N-765/12NF 8 1/2 12 0.185 4.70 0.765 19.45

SLA9-6N-445/190NF 6 10 5 0.232 5.89 0.445 11.30

SLA9-6N-445/14NF 6 1/4 6 0.232 5.89 0.445 11.30

SLA9-6N-605/516NF 6 5/16 8 0.232 5.89 0.605 15.37

SLA9-6N-605/38NF 6 3/8 10 0.232 5.89 0.605 15.37

SLA9-6N-765/12NF 6 1/2 12 0.232 5.89 0.765 19.45

SLA9-4N-525/14NF 4 1/4 6 0.286 7.26 0.525 13.34

SLA9-4N-765/38NF 4 3/8 10 0.286 7.26 0.765 19.45

SLA9-4N-765/12NF 4 1/2 12 0.286 7.26 0.765 19.45

SLA9-2N-615/14NF 2 1/4 6 0.336 8.53 0.615 15.62

SLA9-2N-615/516NF 2 5/16 8 0.336 8.53 0.615 15.62

SLA9-2N-755/12NF 2 1/2 12 0.336 8.53 0.755 19.18

SLA9-1N-655/516NF 1 5/16 8 0.360 9.14 0.655 16.64

SLA9-1N-655/38NF 1 3/8 10 0.360 9.14 0.655 16.64

SLA9-1N-755/12NF 1 1/2 12 0.360 9.14 0.755 19.18

SLA9-1/0N-725/38NF 1/0 3/8 10 0.407 10.33 0.725 18.42

SLA9-1/0N-725/12NF 1/0 1/2 12 0.407 10.33 0.725 18.42

SLA9-2/0N-815/38NF 2/0 3/8 10 0.461 11.71 0.815 20.70

SLA9-2/0N-815/12NF 2/0 1/2 12 0.461 11.71 0.815 20.70

SLA9-3/0N-895/14NF 3/0 1/4 6 0.511 12.98 0.895 22.73

SLA9-3/0N-895/38NF 3/0 3/8 10 0.511 12.98 0.895 22.73

SLA9-3/0N-895/12NF 3/0 1/2 12 0.511 12.98 0.895 22.73

SLA9-4/0N-985/38NF 4/0 3/8 10 0.559 14.20 0.985 25.02

SLA9-4/0N-985/12NF 4/0 1/2 12 0.559 14.20 0.985 25.02

SLA9-4/0N-1035/12NF 4/0 1/2 12 0.590 14.99 1.035 26.29

SLA9-4/0N-1085/12NF 4/0 1/2 12 0.625 15.87 1.085 27.56

SLA9-250N-1200/12NF 250 MCM 1/2 12 0.685 17.40 1.200 30.55

Part Number
Wire 

Size

Stud Size Dimensions
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The Heavy Duty Seamless Lug line provides a robust terminal line for applications in the many industries. The product is used in applications 

including industrial and welding equipment, transportation/marine cable harness, and general-purpose harnesses. The Heavy Duty Seamless line 

utilizes deep-draw stamping technology to create a robust terminal without butted seams along the wire barrel or along the outer edge of the ring 

tongue. 

SLA4 0
Seamless Angled 45  Ring Lugs

in mm in mm in mm
SLA4-8N-445/190NF 8 10 5 0.185 4.70 0.445 11.30

SLA4-8N-445/14NF 8 1/4 6 0.185 4.70 0.445 11.30

SLA4-6N-445/14NF 6 1/4 6 0.232 5.89 0.445 11.30

SLA4-4N-525/516NF 4 5/16 8 0.286 7.26 0.525 13.34

SLA4-4N-765/38NF 4 3/8 10 0.286 7.26 0.765 19.45

SLA4-4N-765/12NF 4 1/2 12 0.286 7.26 0.765 19.45

SLA4-1N-655/38NF 1 3/8 10 0.360 9.14 0.655 16.64

SLA4-1N-755/12NF 1 1/2 12 0.360 9.14 0.755 19.18

SLA4-1/0N-725/38NF 1/0 3/8 10 0.407 10.33 0.725 18.42

SLA4-1/0N-725/12NF 1/0 1/2 12 0.407 10.33 0.725 18.42

SLA4-2/0N-815/516NF 2/0 5/16 8 0.461 11.71 0.815 20.70

SLA4-2/0N-815/38NF 2/0 3/8 10 0.461 11.71 0.815 20.70

SLA4-2/0N-815/12NF 2/0 1/2 12 0.461 11.71 0.815 20.70

SLA4-4/0N-985/38NF 4/0 3/8 10 0.559 14.20 0.985 25.02

SLA4-4/0N-985/12NF 4/0 1/2 12 0.559 14.20 0.985 25.02

SLA4-4/0N-1085/38NF 4/0 3/8 10 0.625 15.87 1.085 27.56

Part Number
Wire 

Size

Stud Size Dimensions

 S D W
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• Wire Size Range: 8AWG to 4

• MATERIAL

  Terminal Body: Copper per ASTM B-152

   Plating: Tin per ASTM B-545

• High conductivity ETP copper

• Utilize seamless drawn body

• Flared wire barrel

• Copper and tin plating available

• Sight hole versions available for wire inspection

• Multiple tongue widths available

• Bent tongues available at angles up to 90°

AWG
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• Wire Size Range: 8AWG to 250 MCM

• MATERIAL

  Terminal Body: Copper per ASTM B-152

   Plating: Tin per ASTM B-545

• High conductivity ETP copper

• Utilize seamless drawn body

• Flared wire barrel

• Copper and tin plating available

• Sight hole versions available for wire inspection

• Multiple tongue widths available

• Bent tongues available at angles up to 90°

The Heavy Duty Seamless Lug line provides a robust terminal line for applications in the many industries. The product is used in applications 

including industrial and welding equipment, transportation/marine cable harness, and general-purpose harnesses. The Heavy Duty Seamless line 

utilizes deep-draw stamping technology to create a robust terminal without butted seams along the wire barrel or along the outer edge of the ring 

tongue. 

SLA9 0
Seamless Angled 90  Ring Lugs with Sight Holes

W

S

D

090

Sight Hole

in mm in mm in mm

SLA9-8N-765/12YF 8 1/2 12 0.185 4.70 0.765 19.45

SLA9-6N-445/14YF 6 1/4 6 0.232 5.89 0.445 11.30

SLA9-4N-525/14YF 4 1/4 6 0.286 7.26 0.525 13.34

SLA9-4N-765/12YF 4 1/2 12 0.286 7.26 0.765 19.45

SLA9-2N-615/14YF 2 1/4 6 0.336 8.53 0.615 15.62

SLA9-2N-615/516YF 2 5/16 8 0.336 8.53 0.615 15.62

SLA9-2N-755/12YF 2 1/2 12 0.336 8.53 0.755 19.18

SLA9-1N-655/14YF 1 1/4 6 0.360 9.14 0.655 16.64

SLA9-1N-655/516YF 1 5/16 8 0.360 9.14 0.655 16.64

SLA9-1/0N-725/516YF 1/0 5/16 8 0.407 10.33 0.725 18.42

SLA9-2/0N-815/14YF 2/0 1/4 6 0.461 11.71 0.815 20.70

SLA9-2/0N-815/516YF 2/0 5/16 8 0.461 11.71 0.815 20.70

SLA9-4/0N-1085/38YF 4/0 3/8 10 0.625 15.87 1.085 27.56

SLA9-4/0N-1085/12YF 4/0 1/2 12 0.625 15.87 1.085 27.56

SLA9-250N-1200/12YF 250 MCM 5/8 16 0.685 17.40 1.200 30.55

Part Number
Wire 

Size

Stud Size Dimensions

 S D W
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The Heavy Duty Seamless Lug line provides a robust terminal line for applications in the many industries. The product is used in applications 

including industrial and welding equipment, transportation/marine cable harness, and general-purpose harnesses. The Heavy Duty Seamless line 

utilizes deep-draw stamping technology to create a robust terminal without butted seams along the wire barrel or along the outer edge of the ring 

tongue. 

SLA4 0
Seamless Angled 45  Ring Lugs with Sight Holes

in mm in mm in mm
SLA4-6N-445/14YF 6 1/4 6 0.232 5.89 0.445 11.30

SLA4-2N-615/516YF 2 5/16 8 0.336 8.53 0.615 15.62

SLA4-2N-755/38YF 2 3/8 10 0.336 8.53 0.755 19.18

SLA4-4/0N-1085/38YF 4/0 3/8 10 0.625 15.87 1.085 27.56

SLA4-250N-1200/58YF 250 MCM 5/8 16 0.685 17.40 1.200 30.55

Part Number

Stud Size Dimensions

 S D W
Wire 

Size

09
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• Wire Size Range: 8AWG to 4

• MATERIAL

  Terminal Body: Copper per ASTM B-152

   Plating: Tin per ASTM B-545

• High conductivity ETP copper

• Utilize seamless drawn body

• Flared wire barrel

• Copper and tin plating available

• Sight hole versions available for wire inspection

• Multiple tongue widths available

• Bent tongues available at angles up to 90°

AWG
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This line is made from high conductivity Electrolytic Tough Pitch (ETP) copper in a unique deep drawing process that enables the seamless 

characteristics. The seamless design provides advantages in a wide range of environmental and corrosive applications. The products in this line 

all have the wire size stamped on the barrel, a sight hole for wire inspection, tin plating, and coded barrels for wire and crimp identification. 

in mm in mm in mm in mm
SLI-8Y-445/190YF Red 8 10 5 0.186 4.72 1.200 30.48 0.445 11.30

SLI-8Y-445/14YF Red 8 1/4 6 0.186 4.72 1.200 30.48 0.445 11.30

SLI-8Y-605/14YF Red 8 1/4 6 0.186 4.72 1.305 33.15 0.605 15.37

SLI-8Y-605/516YF Red 8 5/16 8 0.186 4.72 1.305 33.15 0.605 15.37

SLI-8Y-605/38YF Red 8 3/8 10 0.186 4.72 1.305 33.15 0.605 15.37

SLI-8Y-765/38YF Red 8 3/8 10 0.186 4.72 1.480 37.59 0.765 19.45

SLI-8Y-765/12YF Red 8 1/2 12 0.186 4.72 1.480 37.59 0.765 19.45

SLI-6Y-445/190YF Blue 6 10 5 0.232 5.89 1.270 32.26 0.445 11.30

SLI-6Y-445/14YF Blue 6 1/4 6 0.232 5.89 1.270 32.26 0.445 11.30

SLI-6Y-605/14YF Blue 6 1/4 6 0.232 5.89 1.410 35.81 0.605 15.37

SLI-6Y-605/516YF Blue 6 5/16 8 0.232 5.89 1.410 35.81 0.605 15.37

SLI-6Y-605/38YF Blue 6 3/8 10 0.232 5.89 1.410 35.81 0.605 15.37

SLI-6Y-765/38YF Blue 6 3/8 10 0.232 5.89 1.550 39.37 0.765 19.45

SLI-6Y-765/12YF Blue 6 1/2 12 0.232 5.89 1.550 39.37 0.765 19.45

SLI-4Y-525/190YF Grey 4 10 5 0.286 7.26 1.500 38.10 0.525 13.33

SLI-4Y-525/14YF Grey 4 1/4 6 0.286 7.26 1.500 38.10 0.525 13.33

SLI-4Y-625/516YF Grey 4 5/16 8 0.286 7.26 1.530 38.89 0.625 15.88

SLI-4Y-625/38YF Grey 4 3/8 10 0.286 7.26 1.530 38.89 0.625 15.88

SLI-4Y-765/38YF Grey 4 3/8 10 0.286 7.26 1.680 42.85 0.765 19.45

SLI-4Y-765/12YF Grey 4 1/2 12 0.286 7.26 1.680 42.85 0.765 19.45

SLI-2Y-615/14YF Brow n 2 1/4 6 0.336 8.53 1.620 41.27 0.615 15.62

SLI-2Y-615/516YF Brow n 2 5/16 8 0.336 8.53 1.620 41.27 0.615 15.62

SLI-2Y-615/38YF Brow n 2 3/8 10 0.336 8.53 1.620 41.27 0.615 15.62

SLI-2Y-755/38YF Brow n 2 3/8 10 0.336 8.53 1.750 44.45 0.755 19.18

SLI-2Y-755/12YF Brow n 2 1/2 12 0.336 8.53 1.750 44.45 0.755 19.18

Colour 

Code
Part Number

Stud Size Dimensions

 S D L W
Wire 

Size
in mm in mm in mm in mm

SLI-1Y-655/14YF Green 1 1/4 6 0.360 9.14 1.720 43.69 0.655 16.64

SLI-1Y-655/516YF Green 1 5/16 8 0.360 9.14 1.720 43.69 0.655 16.64

SLI-1Y-655/38YF Green 1 3/8 10 0.360 9.14 1.720 43.69 0.655 16.64

SLI-1Y-755/190YF Green 1 3/8 10 0.360 9.14 1.830 46.48 0.755 19.18

SLI-1Y-755/12YF Green 1 1/2 12 0.360 9.14 1.830 46.48 0.755 19.18

SLI-1/0Y-725/14YF Pink 1/0 1/4 6 0.407 10.34 1.830 46.48 0.725 18.41

SLI-1/0Y-725/516YF Pink 1/0 5/16 8 0.407 10.34 1.830 46.48 0.725 18.41

SLI-1/0Y-725/38YF Pink 1/0 3/8 10 0.407 10.34 1.830 46.48 0.725 18.41

SLI-1/0Y-725/12YF Pink 1/0 1/2 12 0.407 10.34 1.830 46.48 0.725 18.41

SLI-1/0Y-825/38YF Pink 1/0 3/8 10 0.407 10.34 1.900 48.26 0.825 20.96

SLI-1/0Y-825/12YF Pink 1/0 1/2 12 0.407 10.34 1.900 48.26 0.825 20.96

SLI-2/0Y-815/14YF Black 2/0 1/4 6 0.461 11.71 2.060 52.37 0.815 20.70

SLI-2/0Y-815/516YF Black 2/0 5/16 8 0.461 11.71 2.060 52.37 0.815 20.70

SLI-2/0Y-815/38YF Black 2/0 3/8 10 0.461 11.71 2.060 52.37 0.815 20.70

SLI-2/0Y-815/12YF Black 2/0 1/2 12 0.461 11.71 2.060 52.37 0.815 20.70

SLI-3/0Y-895/14YF Orange 3/0 1/4 6 0.511 12.98 2.160 54.86 0.895 22.73

SLI-3/0Y-895/516YF Orange 3/0 5/16 8 0.511 12.98 2.160 54.86 0.895 22.73

SLI-3/0Y-895/38YF Orange 3/0 3/8 10 0.511 12.98 2.160 54.86 0.895 22.73

SLI-3/0Y-895/12YF Orange 3/0 1/2 12 0.511 12.98 2.160 54.86 0.895 22.73

SLI-4/0Y-985/14YF Purple 4/0 1/4 6 0.559 14.20 2.350 59.69 0.985 25.02

SLI-4/0Y-985/516YF Purple 4/0 5/16 8 0.559 14.20 2.350 59.69 0.985 25.02

SLI-4/0Y-985/38YF Purple 4/0 3/8 10 0.559 14.20 2.350 59.69 0.985 25.02

SLI-4/0Y-985/12YF Purple 4/0 1/2 12 0.559 14.20 2.350 59.69 0.985 25.02

Colour 

Code
Part Number

Stud Size Dimensions

 S D L W
Wire 

Size

10

SLI Industrial Lugs, Colour Coded with Sight Holes

• Wire Size Range: 8AWG to 

• MATERIAL

  Terminal Body: Copper per ASTM B-152

   Plating: Tin per ASTM B-545

• High conductivity ETP copper material

• Utilize seamless drawn body

• Tin plating

• Flared wire barrel

• Sight hole for wire inspection

• Colour coding for crimp identification

4/0AWG

-ISL
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• Wire Size Range: 8AWG to 4/0

• MATERIAL

  Body: Copper per ASTM B-152

   Plating: Tin per ASTM B-545

• Utilize seamless tubular body

• Flared or chamfered wire barrel entry

• Dimpled wire stop for proper placement

• Tin plating Industrial

• Colour coding for crimp identification 

AWG

SBI Industrial Butt Splices, Colour Coded

in mm in mm
SBI-8Y-170F Red 8 0.170 4.32 0.990 25.15

SBI-6Y-232F Blue 6 0.232 5.89 1.090 27.69

SBI-4Y-286F Grey 4 0.286 7.26 1.230 31.24

SBI-2Y-336F Brow n 2 0.336 8.53 1.380 35.05

SBI-1Y-360F Green 1 0.360 9.14 1.380 35.05

SBI-1/0Y-407F Pink 1/0 0.407 10.33 1.580 40.13

SBI-2/0Y-461F Black 2/0 0.461 11.71 1.830 46.48

SBI-3/0Y-511F Orange 3/0 0.511 12.98 1.930 49.02

SBI-4/0Y-559F Purple 4/0 0.559 14.20 2.030 51.56

Part Number
Dimensions

D L
Wire 

Size

Colour 

Code

-ISB
SEAMLESS
BUTT SPLICE

INDUSTRIAL

8
AWG
SIZE

Y

COLOUR CODED 
(Y or N)

- 170
BARREL

INT. DIAMETER.

F

BARREL
ENDS

This line is made from high conductivity Electrolytic Tough Pitch (ETP) copper in a unique deep drawing process that enables the seamless 

characteristics. The seamless design provides advantages in a wide range of environmental and corrosive applications. The products in this line all 

have the wire size stamped on the barrel, a sight hole for wire inspection, tin plating, and coded barrels for wire and crimp identification. 

D

L

Dimpled Wire Stop

Colour Coded

11



-BTL
TUBULAR
TERMINAL LUG

STANDARD
BARREL

8
AWG
SIZE

Y

COLOUR CODED 
(Y or N)

- 350
TONGUE
WIDTH

190

STUD HOLE
SIZE

Y
INSPECTION
HOLE (Y or N)

S

CHAMFER
COLLAR

• Wire Size Range: 8AWG to 500 MCM

• MATERIAL

  Terminal Body: Copper per ASTM B-152

   Plating: Tin per ASTM B-545

• Tubular copper body

• Sight hole for wire inspection

• Single and double stud hole available

• Long and short crimp barrel available

• Color coding for crimp identification

• Chamfered wire barrel entry

• Many part numbers are CSA & UL listed

The Copper Compression Lug and Splice line is a formed tubular line for use on cable assemblies in Commercial equipment and Industrial machinery. 

The thicker tongue and wire barrel of this line provide added strength and rigidity for more challenging applications.

W

S

D

L

Sight Hole

Colour Coded

P

T
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TLB Tubular Copper Compression Lugs

in mm in mm in mm in mm in mm in mm
TLB-8Y-350/190YS Red 8 10 5 0.170 4.32 1.150 29.21 0.350 8.89 0.595 15.11 0.078 1.98

TLB-8Y-460/14YS Red 8 1/4 6 0.170 4.32 1.150 29.21 0.460 11.68 0.595 15.11 0.078 1.98

TLB-6Y-400/190YS Blue 6 10 5 0.204 5.18 1.230 31.24 0.400 10.16 0.625 15.87 0.078 1.98

TLB-6Y-400/14YS Blue 6 1/4 6 0.204 5.18 1.230 31.24 0.400 10.16 0.625 15.87 0.078 1.98

TLB-6Y-530/516YS Blue 6 5/16 8 0.204 5.18 1.230 31.24 0.530 13.46 0.625 15.87 0.078 1.98

TLB-4Y-500/190YS Grey 4 10 5 0.252 6.40 1.410 35.81 0.500 12.70 0.725 18.42 0.108 2.74

TLB-4Y-500/14YS Grey 4 1/4 6 0.252 6.40 1.410 35.81 0.500 12.70 0.725 18.42 0.108 2.74

TLB-4Y-640/516YS Grey 4 5/16 8 0.252 6.40 1.410 35.81 0.640 16.26 0.725 18.42 0.108 2.74

TLB-4Y-500/38YS Grey 4 3/8 10 0.252 6.40 1.410 35.81 0.500 12.70 0.725 18.42 0.108 2.74

TLB-2Y-610/14YS Brow n 2 1/4 6 0.312 7.92 1.580 40.13 0.610 15.49 0.825 20.96 0.124 3.15

TLB-2Y-610/516YS Brow n 2 5/16 8 0.312 7.92 1.580 40.13 0.610 15.49 0.825 20.96 0.124 3.15

TLB-2Y-610/38YS Brow n 2 3/8 10 0.312 7.92 1.580 40.13 0.610 15.49 0.825 20.96 0.124 3.15

TLB-1Y-690/14YS Green 1 1/4 6 0.352 8.94 1.850 46.99 0.690 17.52 0.975 24.77 0.134 3.40

TLB-1Y-690/516YS Green 1 5/16 8 0.352 8.94 1.850 46.99 0.690 17.52 0.975 24.77 0.134 3.40

TLB-1Y-690/38YS Green 1 3/8 10 0.352 8.94 1.850 46.99 0.690 17.52 0.975 24.77 0.134 3.40

TLB-1Y-690/12YS Green 1 1/2 12 0.352 8.94 1.850 46.99 0.690 17.52 0.975 24.77 0.134 3.40

TLB-1/0Y-760/14YS Pink 1/0 1/4 6 0.393 9.98 2.010 51.05 0.760 19.30 1.025 26.04 0.140 3.56

TLB-1/0Y-760/516YS Pink 1/0 5/16 8 0.393 9.98 2.010 51.05 0.760 19.30 1.025 26.04 0.140 3.56

TLB-1/0Y-760/38YS Pink 1/0 3/8 10 0.393 9.98 2.010 51.05 0.760 19.30 1.025 26.04 0.140 3.56

TLB-1/0Y-760/12YS Pink 1/0 1/2 12 0.393 9.98 2.010 51.05 0.760 19.30 1.025 26.04 0.140 3.56

TLB-2/0Y-830/14YS Black 2/0 1/4 6 0.443 11.25 2.120 53.85 0.830 21.08 1.025 26.04 0.140 3.56

TLB-2/0Y-830/516YS Black 2/0 5/16 8 0.443 11.25 2.120 53.85 0.830 21.08 1.025 26.04 0.140 3.56

TLB-2/0Y-830/38YS Black 2/0 3/8 10 0.443 11.25 2.120 53.85 0.830 21.08 1.025 26.04 0.140 3.56

TLB-2/0Y-830/12YS Black 2/0 1/2 12 0.443 11.25 2.120 53.85 0.830 21.08 1.025 26.04 0.140 3.56

TLB-3/0Y-910/14YS Orange 3/0 1/4 6 0.490 12.44 2.250 57.15 0.910 23.11 1.025 26.04 0.140 3.56

TLB-3/0Y-910/516YS Orange 3/0 5/16 8 0.490 12.44 2.250 57.15 0.910 23.11 1.025 26.04 0.140 3.56

TLB-3/0Y-910/38YS Orange 3/0 3/8 10 0.490 12.44 2.250 57.15 0.910 23.11 1.025 26.04 0.140 3.56

TLB-3/0Y-910/12YS Orange 3/0 1/2 12 0.490 12.44 2.250 57.15 0.910 23.11 1.025 26.04 0.140 3.56

TLB-4/0Y-1020/14YS Purple 4/0 1/4 6 0.548 13.92 2.330 59.18 1.020 25.91 1.025 26.04 0.155 3.96

TLB-4/0Y-1020/38YS Purple 4/0 3/8 10 0.548 13.92 2.330 59.18 1.020 25.91 1.025 26.04 0.155 3.96

TLB-4/0Y-1020/12YS Purple 4/0 1/2 12 0.548 13.92 2.330 59.18 1.020 25.91 1.025 26.04 0.155 3.96

TLB-250Y-1140/38YS Yellow 250 MCM 3/8 10 0.600 15.24 2.610 66.29 1.140 28.97 1.165 29.59 0.186 4.72

TLB-250Y-1140/12YS Yellow 250 MCM 1/2 12 0.600 15.24 2.610 66.29 1.140 28.97 1.165 29.59 0.186 4.72

TLB-300Y-1220/38YS White 300 MCM 3/8 10 0.660 16.76 2.800 71.12 1.220 30.99 1.235 31.37 0.186 4.72

TLB-300Y-1220/12YS White 300 MCM 1/2 12 0.660 16.76 2.800 71.12 1.220 30.99 1.235 31.37 0.186 4.72

TLB-300Y-1220/58YS White 300 MCM 5/8 16 0.660 16.76 2.800 71.12 1.220 30.99 1.235 31.37 0.186 4.72

TLB-350Y-1320/38YS Red 350 MCM 3/8 10 0.711 18.06 2.980 75.69 1.320 33.52 1.275 32.39 0.202 5.13

TLB-350Y-1320/12YS Red 350 MCM 1/2 12 0.711 18.06 2.980 75.69 1.320 33.52 1.275 32.39 0.202 5.13

TLB-350Y-1320/58YS Red 350 MCM 5/8 16 0.711 18.06 2.980 75.69 1.320 33.52 1.275 32.39 0.202 5.13

TLB-400Y-1400/38YS Blue 400 MCM 3/8 10 0.758 19.25 3.100 78.74 1.400 35.56 1.305 33.15 0.218 5.54

TLB-400Y-1400/12YS Blue 400 MCM 1/2 12 0.758 19.25 3.100 78.74 1.400 35.56 1.305 33.15 0.218 5.54

TLB-500Y-1580/38YS Brow n 500 MCM 3/8 10 0.843 21.41 3.350 85.09 1.580 40.13 1.325 33.66 0.250 6.35

TLB-500Y-1580/12YS Brow n 500 MCM 1/2 12 0.843 21.41 3.350 85.09 1.580 40.13 1.325 33.66 0.250 6.35

TLB-500Y-1580/58YS Brow n 500 MCM 5/8 16 0.843 21.41 3.350 85.09 1.580 40.13 1.325 33.66 0.250 6.35
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Specifications are subject to change without notice

The Copper Compression Lug and Splice line is a formed tubular line for use on cable assemblies in Commercial equipment and Industrial machinery. 

The thicker tongue and wire barrel of this line provide added strength and rigidity for more challenging applications.

TLLB Tubular Copper Compression Lugs, Long Barrel

in mm in mm in mm in mm in mm in mm
TLLB-8Y-350/190YS Red 8 10 5 0.170 4.32 1.650 41.91 0.350 8.89 0.685 17.40 0.078 1.98

TLLB-6Y-400/14YS Blue 6 1/4 6 0.204 5.18 1.700 43.18 0.400 10.16 0.685 17.40 0.078 1.98

TLLB-4Y-500/14YS Grey 4 1/4 6 0.252 6.40 1.750 44.45 0.500 12.70 0.735 18.67 0.108 2.74

TLLB-2Y-610/14YS Brow n 2 1/4 6 0.312 7.92 2.060 52.32 0.610 15.49 0.825 20.96 0.124 3.15

TLLB-2Y-610/516YS Brow n 2 5/16 8 0.312 7.92 2.060 52.32 0.610 15.49 0.825 20.96 0.124 3.15

TLLB-2Y-610/38YS Brow n 2 3/8 10 0.312 7.92 2.060 52.32 0.610 15.49 0.825 20.96 0.124 3.15

TLLB-1Y-690/14YS Green 1 1/4 6 0.352 8.94 2.160 54.86 0.690 17.52 0.845 21.46 0.134 3.40

TLLB-1Y-690/516YS Green 1 5/16 8 0.352 8.94 2.160 54.86 0.690 17.52 0.845 21.46 0.134 3.40

TLLB-1Y-690/38YS Green 1 3/8 10 0.352 8.94 2.160 54.86 0.690 17.52 0.845 21.46 0.134 3.40

TLLB-1/0Y-760/516YS Pink 1/0 5/16 8 0.393 9.98 2.350 59.69 0.760 19.30 0.965 24.51 0.140 3.56

TLLB-1/0Y-760/38YS Pink 1/0 3/8 10 0.393 9.98 2.350 59.69 0.760 19.30 0.965 24.51 0.140 3.56

TLLB-1/0Y-760/12YS Pink 1/0 1/2 12 0.393 9.98 2.350 59.69 0.760 19.30 0.965 24.51 0.140 3.56

TLLB-2/0Y-830/516YS Black 2/0 5/16 8 0.443 11.25 2.500 63.50 0.830 21.08 1.105 28.07 0.140 3.56

TLLB-2/0Y-830/38YS Black 2/0 3/8 10 0.443 11.25 2.500 63.50 0.830 21.08 1.105 28.07 0.140 3.56

TLLB-2/0Y-830/12YS Black 2/0 1/2 12 0.443 11.25 2.500 63.50 0.830 21.08 1.105 28.07 0.140 3.56

TLLB-3/0Y-910/516YS Orange 3/0 5/16 8 0.490 12.44 2.700 68.58 0.910 23.11 1.175 29.85 0.140 3.56

TLLB-3/0Y-910/38YS Orange 3/0 3/8 10 0.490 12.44 2.700 68.58 0.910 23.11 1.175 29.85 0.140 3.56

TLLB-3/0Y-910/12YS Orange 3/0 1/2 12 0.490 12.44 2.700 68.58 0.910 23.11 1.175 29.85 0.140 3.56

TLLB-4/0Y-1020/516YS Purple 4/0 5/16 8 0.548 13.92 3.050 77.47 1.020 25.91 1.225 31.12 0.155 3.96

TLLB-4/0Y-1020/38YS Purple 4/0 3/8 10 0.548 13.92 3.050 77.47 1.020 25.91 1.225 31.12 0.155 3.96

TLLB-4/0Y-1020/12YS Purple 4/0 1/2 12 0.548 13.92 3.050 77.47 1.020 25.91 1.225 31.12 0.155 3.96

TLLB-250Y-1140/38YS Yellow 250 MCM 3/8 10 0.600 15.24 3.350 85.09 1.140 28.97 1.275 32.39 0.186 4.72

TLLB-250Y-1140/12YS Yellow 250 MCM 1/2 12 0.600 15.24 3.350 85.09 1.140 28.97 1.275 32.39 0.186 4.72

TLLB-300Y-1220/38YS White 300 MCM 3/8 10 0.660 16.76 3.500 88.90 1.220 30.99 1.285 32.64 0.186 4.72

TLLB-300Y-1220/12YS White 300 MCM 1/2 12 0.660 16.76 3.500 88.90 1.220 30.99 1.285 32.64 0.186 4.72

TLLB-350Y-1320/38YS Red 350 MCM 3/8 10 0.711 18.06 3.700 93.98 1.320 33.52 1.335 33.90 0.202 5.13

TLLB-350Y-1320/12YS Red 350 MCM 1/2 12 0.711 18.06 3.700 93.98 1.320 33.52 1.335 33.90 0.202 5.13

TLLB-400Y-1400/12YS Blue 400 MCM 1/2 12 0.758 19.25 3.900 99.06 1.400 35.56 1.445 36.70 0.218 5.54

TLLB-500Y-1580/38YS Brow n 500 MCM 3/8 10 0.843 21.41 4.500 114.30 1.580 40.13 1.465 37.21 0.250 6.35

TLLB-500Y-1580/12YS Brow n 500 MCM 1/2 12 0.843 21.41 4.500 114.30 1.580 40.13 1.465 37.21 0.250 6.35
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Sight Hole

Colour Coded

P
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• Wire Size Range: 8AWG to 500 MCM

• MATERIAL

  Terminal Body: Copper per ASTM B-152

   Plating: Tin per ASTM B-545

• Tubular copper body

• Sight hole for wire inspection

• Single and double stud hole available

• Long and short crimp barrel available

• Color coding for crimp identification

• Chamfered wire barrel entry

• Many part numbers are CSA & UL listed

-LBTL
TUBULAR
TERMINAL LUG

LONG
BARREL

8
AWG
SIZE

Y

COLOUR CODED 
(Y or N)

- 400
TONGUE
WIDTH

14

STUD HOLE
SIZE

Y
INSPECTION
HOLE (Y or N)

S

CHAMFER
COLLAR
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The Copper Compression Lug and Splice line is a formed tubular line for use on cable assemblies in Commercial equipment and Industrial machinery. 

The thicker tongue and wire barrel of this line provide added strength and rigidity for more challenging applications.

TBB Tubular Copper Compression Splices

in mm in mm
TBB-8Y-170S Red 8 0.170 4.32 1.000 25.40

TBB-6Y-204S Blue 6 0.204 5.18 1.000 25.40

TBB-4Y-252S Grey 4 0.252 6.40 1.000 25.40

TBB-2Y-312S Brow n 2 0.312 7.92 1.250 31.75

TBB-1Y-352S Green 1 0.352 8.94 1.440 36.58

TBB-1/0Y-393S Pink 1/0 0.393 9.98 1.440 36.58

TBB-2/0Y-443S Black 2/0 0.443 11.25 1.560 39.62

TBB-3/0Y-490S Orange 3/0 0.490 12.45 1.690 42.93

TBB-4/0Y-548S Purple 4/0 0.548 13.92 1.820 46.23

TBB-250Y-600S Yellow 250 MCM 0.600 15.24 2.190 55.63

TBB-300Y-660S White 300 MCM 0.660 16.76 2.190 55.63

TBB-350Y-711S Red 350 MCM 0.711 18.06 2.190 55.63

TBB-400Y-758S Blue 400 MCM 0.758 19.25 2.750 69.85

TBB-500Y-843S Brow n 500 MCM 0.843 21.41 2.750 69.85

Part Number
Dimensions

D L
Wire 

Size

Colour 

Code

14

• Wire Size Range: 8AWG to 500 MCM

• MATERIAL

  Body: Copper per ASTM B-152

   Plating: Tin per ASTM B-545

• Tubular copper body

• Long and short crimp barrel available

• Color coding for crimp identification

• Chamfered wire barrel entry

• Many part numbers are CSA & UL listed

D

L

Dimpled Wire Stop

Colour Coded

-BTB
TUBULAR
BUTT SPLICE

STANDARD 
BARREL

8
AWG
SIZE

Y

COLOUR CODED 
(Y or N)

- 170
BARREL

INT. DIAMETER.

S

BARREL
ENDS
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-LBTB
TUBULAR
BUTT SPLICE

LONG
BARREL

8
AWG
SIZE

Y

COLOUR CODED 
(Y or N)

- 170
BARREL

INT. DIAMETER.

S

BARREL
ENDS

The Copper Compression Lug and Splice line is a formed tubular line for use on cable assemblies in Commercial equipment and Industrial machinery. 

The thicker tongue and wire barrel of this line provide added strength and rigidity for more challenging applications.

• Wire Size Range: 8AWG to 500 MCM

• MATERIAL

  Body: Copper per ASTM B-152

   Plating: Tin per ASTM B-545

• Tubular copper body

• Long and short crimp barrel available

• Color coding for crimp identification

• Chamfered wire barrel entry

• Many part numbers are CSA & UL listed

TBLB Tubular Copper Compression Splices, Long Barrel

in mm in mm
TBLB-8Y-170S Red 8 0.170 4.32 2.000 50.80

TBLB-6Y-204S Blue 6 0.204 5.18 2.000 50.80

TBLB-4Y-252S Grey 4 0.252 6.40 2.000 50.80

TBLB-2Y-312S Brow n 2 0.312 7.92 2.000 50.80

TBLB-1Y-352S Green 1 0.352 8.94 2.250 57.15

TBLB-1/0Y-393S Pink 1/0 0.393 9.98 2.250 57.15

TBLB-2/0Y-443S Black 2/0 0.443 11.25 2.380 60.45

TBLB-3/0Y-490S Orange 3/0 0.490 12.45 2.500 63.50

TBLB-4/0Y-548S Purple 4/0 0.548 13.92 3.000 76.20

TBLB-250Y-600S Yellow 250 MCM 0.600 15.24 3.620 91.95

TBLB-300Y-660S White 300 MCM 0.660 16.76 3.680 93.47

TBLB-350Y-711S Red 350 MCM 0.711 18.06 3.930 99.82

TBLB-400Y-758S Blue 400 MCM 0.758 19.25 3.930 99.82

TBLB-500Y-843S Brow n 500 MCM 0.843 21.41 4.930 125.22

Part Number

Dimensions

D L
Wire 

Size

Colour 

Code

D

L

Dimpled Wire Stop

Colour Coded

15
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Hand Tool

• Removable die sets included

• Crimps seamless and copper compression lugs from 6 AWG through 4/0

• Unique and simple die-insert design reduces cost, size, and weight

• Compound lever design for easy crimping

• Length: 17.75 [450.851]

• Weight: 63 ounces

CT-406 Crimp Tool

16

A
B

C

PROPER USE GUIDELINES  

Cumulative Trauma Disorders can result from the prolonged use of manually powered hand tools. Hand tools are intended for occasional use and low volume applications.

Crimp Tool CT-406 is used to crimp heavy-duty lug terminals. The tool consists of jaws, handles, and three adapters. Each adapter is marked 

with an alphabetic letter to correspond with the wire size being used.

in mm
A 6 7/16 11.11

A 4 1/2 12.70

B 1/0 11/16 17.46

B 2/0 11/16 17.46

C 2 9/16 14.29

C 1 5/8 15.87

No A da pt e r 3/0 3/4 19.05

No A da pt e r 4/0 13/16 20.64

Wire 

Size
Adapter

Strip Length
1. Strip the wire to the dimension given in Chart 1.

2. Install the applicable adapter onto the jaw.

3. Fully insert the wire into the wire barrel.

4. Center the wire barrel with the wire in the adapter. For the lug terminal, make sure that 

the pad side of the wire barrel faces the tool indenter.

5. Completely close the tool handles. Open the handles, and remove the product.

6. Inspect the product for a quality crimp. Refer to Figure 2.

CHART 1 CRIMPING PROCEDURE

 Jaws

 Indenter

 Adapter

 Handles

Adapter

Marking
 Adapters

 Pad Side

 Lug Terminal

 Figure 2
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Grounding Straps




