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LHT Highly Flexible, Heavy Duty Conduit for Outdoor Applications

PME Very Flexible, Medium Duty Conduit for indoor Applications

PMB External Metal Braid Covered Conduit

BCU F Tinned Copper Flat Braid

B04F Stainless Steel Braid

KMS Straight, Male Thread, Polyamide Connector

KME 90º Elbow, Male Thread, Polyamide Connector

KMF 45º Elbow, Male Thread, Polyamide Connector

LMSS Straight Swivel, Male Metal Thread, Polyamide Connector

LMSE 90º Elbow Swivel, Male Metal Thread, Polyamide Connector

LMSF 45º Elbow Swivel, Male Metal Thread, Polyamide Connector

LFS Straight, Female Metal UNEF Thread, Polyamide Connector

LFS Straight, Female Metal UNEF Thread, Polyamide Connector for Environmental Seal

LFSE 90º Elbow Swivel, Female Metal UNEF Thread, Polyamide Connector

LFSF 45º Elbow Swivel, Female Metal UNEF Thread, Polyamide Connector

EMP FS Straight, Female Metal Thread, EMI Connector

EMP FE 90º Elbow, Female Metal Thread, EMI Connector

KST T Splice Connector

KSY Y Splice Connector

KCB System Support for Stacking

KCR One-Piece System Support 

GSR Air Cooled High Current Grounding Straps

GSF Highly Flexible Grounding Straps
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Moltec International supplies a wide range of standard and custom solutions used for the protection of wires and cables in the transit 

industry. Our GRIP LOCK product line includes specially modified non-metallic conduits, fittings, system supports and accessories that deliver 

proven quality and a long service life. Our solutions have been designed for use in the toughest environments in and around rail applications 

that include areas underneath, on top and between rail cars

UL Listed and/or CSA/US Approved

Ingress protection up to IP68 (NEMA 6P)

Excellent weather and UV resistance

Enhanced flexibility and fatigue strength

Excellent mechanical strength compression/impact

also at low temperatures and dry air conditions

Self-extinguishing with very low smoke development

Shock and vibration proof connections

ROHS and REACH compliant

Advantages for the Installer

Our heavy grade conduits are flexible yet very durable making them ideal for both static and dynamic outdoor applications. The Grip Lock 

conduit exhibits outstanding resistance to UV and weathering at low and high temperatures and flexes its muscles with exceptional 

mechanical resistance and impact strength. Our solutions have surpassed customer expectations in areas where other products fall short 

such as underneath the railcar, on the railcar rooftop, for inter-car jumpers, couplers and bogies. The IP68 (NEMA 6P) fittings make for a 

smooth ride with shock and vibration proof connections to the conduit.

Exterior Applications

Interior Applications

with our selection of GRIP LOCK products that comply with the highest international 

flame, smoke and toxicity standards. Our conduit has excellent self-extinguishing 

properties with minimal emission of smoke and toxic gases. We meet the following 

certifications:

Protecting wires and cables in passenger zones such as people movers is a breeze 

GRIP LOCK wire and cable protection solutions are an easy to use and secure system for any transit application providing tamper deterring 

fittings through the use of a hand tool. No more fiddling around with too many components. Our integrated locking element makes 

installation in the field quick and easy saving you time and money.

The GRIP LOCK solutions help to ensure safe and reliable functioning of track related wayside applications. From the ballast stones to the 

highest signal light, our products protect wires and cables from the harmful effects of the environment as well as the daily wear and tear 

typical in wayside installations. Moltec carries thousands of items that match the specification needs for signal installations, controls systems, 

monitoring and information systems, and power supplies to high voltage rails.

Railway Infrastructure

ASTM E 162, ASTM E 662 & ASTM E 1354

Bombardier SMP 800-C

Boeing BSS 7239

DIN 5510

NFPA 130

Transit related Applications



 Highly Flexible, Heavy Duty ConduitLHT

Specifications are subject to change without notice

• High-grade, specially formulated polyamide 12

• Halogens and cadmium free

• Excellent weather and UV resistance

• Enhanced flexibility and fatigue strength

• Excellent mechanical strength (compression/impact) also at low  

  temperatures and dry air conditions

• Self-extinguishing with very low smoke development

• Temperature range: -50°C(-58°F) to 95°C(203°F)

• Short-term to 150°C(302°F)

L
H

T
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LHT F
TYPE

PROFILE

K
COLOUR

12
NW

50
PU

Fine Profile F
Tight bend radius

Coarse Profile C
High pull-out strength

d1

d2

R 

x

Rs static = lowest recommended 
bending radius for static 
(fixed) installation

Rd dynamic = lowest recommended 
bending radius for dynamic 
(flexible) installation

Conduit 

Size

NW mm in mm in mm in mm in mm in m ft

LHT-FK07.50 7 10 1/4 6.0 0.24 10.0 0.39 15.0 0.59 40.0 1.57 50 164.0

LHT-FK10.50 10 12 5/16 9.2 0.36 13.0 0.51 20.0 0.79 50.0 1.97 50 164.0

LHT-FK12.50 12 16 3/8 11.8 0.46 15.8 0.62 25.0 0.98 70.0 2.76 50 164.0

LHT-FK17.50 17 20 1/2 16.0 0.63 21.2 0.83 30.0 1.18 80.0 3.15 50 164.0

LHT-CK17.50 17 20 1/2 15.2 0.60 21.2 0.83 35.0 1.38 85.0 3.35 50 164.0

LHT-CK23.50 23 25 3/4 22.0 0.87 28.5 1.12 40.0 1.57 110.0 4.33 50 164.0

LHT-CK29.50 29 32 1 27.7 1.09 34.5 1.36 50.0 1.97 130.0 5.12 50 164.0

LHT-CK36.30 36 40 1-1/4 35.8 1.41 42.5 1.67 60.0 2.36 180.0 7.09 30 98.4

LHT-CK48.30 48 50 1-1/2 46.8 1.84 54.5 2.15 70.0 2.76 220.0 8.66 30 98.4

LHT-CK56.30 56 68 2 56.0 2.20 67.2 2.65 130.0 5.12 280.0 11.02 30 98.4

LHT-CK70.10 70 80 2-1/2-3 66.5 2.62 80.0 3.15 170.0 6.69 360.0 14.17 10 32.8

LHT-CK95.10 95 106 3-1/2-4 91.3 3.59 106.0 4.17 250.0 9.84 470.0 18.50 10 32.8

Order No.
Trade Size d1 d2 Rs Static Rd Dynamic PU
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 Highly Flexible, Heavy Duty ConduitLHT

MECHANICAL 

CHARACTERISTICS

STANDARD 

REFERENCE
UNIT

J / Class

J / Class

J / Class

Compression Strength

Tested with conduit:

LHT-FK12.50 150 N 2.4 mm 3% N 50x50 mm

LHT-CK29.50 260 N 5.8 mm 2% N 50x50 mm

LHT-CK48.30 130 N 9.6 mm 2% N 50x50 mm

23°C / 50% r.h.

Pull-Out Strength

Tested with Grip Lock Fitting:

K8-M-S-12P11 4%

K8-M-S-29P29 10%

K8-M-S-48P48 10%

UNIT

UNIT

%

Celsius

UV Resistant YES

ROHS Compliant EU Directive 2002 / 95 / EC YES

Recyclable YES

CHEMICAL PROPERTIES

Resistance against fuel, mineral based oils, grease, alkalis & weak acids GOOD

ENVIRONMENTAL PROPERTIES STANDARD REFERENCE VALUES

VALUES

VALUES

UV Aging ISO 4892 -2

EXCELLENT

2,000 hours

YES

850°C 

WEATHERING RESISTANCE STANDARD REFERENCE

Weathering UV / Rain Cycle

Self-Extinguishing

Glowing Flammability Index

EN ISO 4589-1

DIN 53474

UL94

IEC EN 61386

EN 60695-2-10

STANDARD REFERENCE VALUESFIRE CHARACTERISTICS

Oxygen Index

Halogens Contents

Flame Class

28

FREE

V2

THERMAL CHARACTERISTICS

Operating Temperature

VALUES

140°C 168 hours

570 N

1200 N

Internal Method

Short Period of time 
110°C 20,000 hours Celsius

-50°C to +95°C 

Internal Method

Residual 

Elongation

N / Class

Pulling Force

190 N

2,000,000.00
Cycles at 

23°C

23°C / 50% r.h.
The Conduit with the 

respective connector is 

subjected to increasing 

pull-out strength until test 

uncouples.

Fatigue Strength

The Conduit is 

continuosly subjected to 

horizontal and vertical 

movements. The full 

movements are counted.

VALUES

2/ [3]  (-45°C)

6/ [4]  (-15°C)

20/ [5]  (23°C)

N / Class
Compression 

Force

Under Load 

Deformation 

Deformation 

Residual
The Conduit is 

compressed with a 100 

mm steel plate for a 

period of time, reducing 

the conduit diameter by 

25%.

20% / 2 min.

Impact Strength

METHOD OF TESTING

The Conduit is impacted 

with a spherical object 

weighing 2 kg and having 

a 300 mm radius.  The 

height of the drop is 

equal to 1.2 meters.

IEC EN 61386

Internal Method
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 Very Flexible, Medium Duty ConduitPME

Specifications are subject to change without notice

Conduit 

Size

NW mm in mm in mm in mm in m ft

PME-FK07.50 7 10 1/4 6.2 0.24 10.0 0.39 15.0 0.59 50 164.0

PME-FK10.50 10 12 5/16 9.6 0.38 13.0 0.51 20.0 0.79 50 164.0

PME-FK12.50 12 16 3/8 12.0 0.47 15.8 0.62 30.0 1.18 50 164.0

PME-FK17.50 17 20 1/2 16.2 0.64 21.2 0.83 40.0 1.57 50 164.0

PME-FK23.50 23 25 3/4 22.6 0.89 28.5 1.12 45.0 1.77 50 164.0

PME-FK29.50 29 32 1 29.0 1.14 34.5 1.36 55.0 2.17 50 164.0

PME-FK36.30 36 40 1-1/4 36.5 1.44 42.5 1.67 60.0 2.36 30 98.4

PME-FK48.30 48 50 1-1/2 48.5 1.91 54.5 2.15 70.0 2.76 30 98.4

PME-CK56.30 56 68 2 56.3 2.22 67.2 2.65 130.0 5.12 30 98.4

PME-CK70.10 70 80 2-1/2-3 67.5 2.66 80.0 3.15 160.0 6.30 10 32.8

PME-CK95.10 95 106 3-1/2-4 91.5 3.60 106.0 4.17 210.0 8.27 10 32.8

Order No.
Trade Size d1 d2 Rs Static PU

d1

d2

R 

x

Rs static = lowest recommended 
bending radius for static 
(fixed) installation. Fine Profile F

Tight bend radius
Coarse Profile C
High pull-out strength

PME F
TYPE

PROFILE

K
COLOUR

12
NW

50
PU

• High-grade, specially formulated polyamide 6

• Halogens and cadmium free

• Good weather and UV resistance

• Good mechanical strength (compression / impact)

• Self-extinguishing 

• Good temperature resistance

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)
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 Very Flexible, Medium Duty ConduitPME

MECHANICAL 

CHARACTERISTICS

STANDARD 

REFERENCE
UNIT

J / Class

J / Class

J / Class

Compression Strength

Tested with conduit:

PME-FK12.50 130 N 2.4 mm 3% N 50x50 mm

PME-FK29.50 160 N 5.8 mm 1% N 50x50 mm

PME-FK48.30 100 N 9.6 mm 2% N 50x50 mm

23°C / 50% r.h

Pull-Out Strength

Tested with Grip Lock Fitting:

K8-M-S-12P11 2%

K6-M-S-17N02 4%

K8-M-S-29P29 4%

K8-M-S-48P48 4%

UNIT

UNIT

%

Celsius

ROHS Compliant EU Directive 2002 / 95 / EC YES

Recyclable YES

CHEMICAL PROPERTIES

Resistance against fuel, mineral based oils, grease, alkalis & weak acids GOOD

ENVIRONMENTAL PROPERTIES STANDARD REFERENCE VALUES

VALUES

VALUES

UV Aging ISO 4892 -2

GOOD

2,000 hours

YES

850°C 

WEATHERING RESISTANCE STANDARD REFERENCE

Weathering UV / Rain Cycle

Self-Extinguishing

Glowing Flammability Index

EN ISO 4589-1

DIN 53474

UL94

IEC EN 61386

EN 60695-2-10

STANDARD REFERENCE VALUESFIRE CHARACTERISTICS

Oxygen Index

Halogens Contents

Flame Class

25

FREE

HB

THERMAL CHARACTERISTICS

Operating Temperature

VALUES

140°C

20,000 hours

168 hours

Celsius

490 N

820 N

Internal Method

Short Period of time 
110°C

-40°C to +105°C 

290 N

Internal Method

Residual 

Elongation

N / Class

Pulling Force

190 N

100,000.00
Cycles at 

23°C

23°C / 50% r.h.

The Conduit with the 

respective connector is 

subjected to increasing 

pull-out strength until test 

uncouples.

Fatigue Strength

The Conduit is 

continuosly subjected to 

horizontal and vertical 

movements. The full 

movements are counted.

VALUES

1/ [2]  (-45°C)

2/ [3]  (-15°C)

6/ [4]  (23°C)

N / Class
Compression 

Force

Under Load 

Deformation 

Deformation 

Residual
The Conduit is 

compressed with a 100 

mm steel plate for a 

period of time, reducing 

the conduit diameter by 

25%.

20% / 2 min.

Impact Strength

METHOD OF TESTING

The Conduit is impacted 

with a spherical object 

weighing 2 kg and having 

a 300 mm radius.  The 

height of the drop is 

equal to 1.2 meters.

IEC EN 61386

Internal Method
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External Metal Braid Covered ConduitPMB

Specifications are subject to change without notice

Fine Profile F
Tight bend radius

PMB F
TYPE

PROFILE

L
METAL BRAID

12
NW

50
PU

• High-grade, specially formulated polyamide 6

• Halogens, phosphor and cadmium free

• Covered with galvanized carbon steel braid  

• Good mechanical strength (compression / impact)

• Self-extinguishing

• Good temperature resistance

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

d1

d2

R 

x

Rs static = lowest recommended 
bending radius for static 
(fixed) installation.

Conduit 

Size
Ring PU

NW mm in mm in mm in mm in m ft
Brass nickel 

plated
ea

PMB-FL07.50 7 10 1/4 6.2 0.24 11.0 0.43 15.0 0.59 50 164.0 PMBR-07 25

PMB-FL10.50 10 12 5/16 9.6 0.38 14.0 0.55 20.0 0.79 50 164.0 PMBR-10 25

PMB-FL12.50 12 16 3/8 12.0 0.47 17.0 0.67 30.0 1.18 50 164.0 PMBR-12 25

PMB-FL17.50 17 20 1/2 16.2 0.64 22.5 0.89 40.0 1.57 50 164.0 PMBR-17 25

PMB-FL23.50 23 25 3/4 22.6 0.89 30.0 1.18 45.0 1.77 50 164.0 PMBR-23 25

PMB-FL29.50 29 32 1 29.0 1.14 36.0 1.42 55.0 2.17 50 164.0 PMBR-29 10

PMB-FL36.30 36 40 1-1/4 36.5 1.44 44.0 1.73 60.0 2.36 30 98.4 PMBR-36 10

PMB-FL48.30 48 50 1-1/2 48.5 1.91 56.0 2.20 70.0 2.76 30 98.4 PMBR-48 5

Order No.
Trade Size PUd1 d2 Rs Static
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External Metal Braid Covered ConduitPMB

MECHANICAL 

CHARACTERISTICS

STANDARD 

REFERENCE
UNIT

J / Class

J / Class

J / Class

Compression Strength

Tested with conduit:

PMB-FL12.50 140 N 2.4 mm 4% N 50x50 mm

PMB-FL29.50 180 N 5.8 mm 2% N 50x50 mm

PMB-FL48.30 120 N 9.6 mm 2% N 50x50 mm

23°C / 50% r.h

Pull-Out Strength

Tested with Grip Lock Fitting:

K8-M-S-12P11 2%

K8-M-S-29P29 2%

K8-M-S-48P48 2%

UNIT

UNIT

%

Celsius

Internal Method

Residual 

Elongation

N / Class

Pulling Force

210 N

250,000.00
Cycles at 

23°C

23°C / 50% r.h.
The Conduit with the 

respective connector is 

subjected to increasing 

pull-out strength until test 

uncouples.

Fatigue Strength

The Conduit is 

continuosly subjected to 

horizontal and vertical 

movements. The full 

movements are counted.

VALUES

1 / [2]  (-45°C)

2 / [3]  (-15°C)

6 / [4]   (23°C)

N / Class
Compression 

Force

Under Load 

Deformation 

Deformation 

Residual
The Conduit is 

compressed with a 100 

mm steel plate for a 

period of time, reducing 

the conduit diameter by 

25%.

20% / 2 min.

Impact Strength

METHOD OF TESTING

The Conduit is impacted 

with a spherical object 

weighing 2 kg and having 

a 300 mm radius.  The 

height of the drop is 

equal to 1.2 meters.

IEC EN 61386

Internal Method

530 N

800 N

Internal Method

Short Period of time 
110°C

-40°C to +105°C 

EN ISO 4589-1

DIN 53474

UL94

IEC EN 61386

EN 60695-2-10

STANDARD REFERENCE VALUESFIRE CHARACTERISTICS

Oxygen Index

Halogens Contents

Flame Class

27

FREE

V0

THERMAL CHARACTERISTICS

Operating Temperature

VALUES

150°C

20,000 hours

168 hours

Celsius

UV Aging ISO 4892 -2

GOOD

2,000 hours

YES

850°C 

WEATHERING RESISTANCE STANDARD REFERENCE

Weathering UV / Rain Cycle

Self-Extinguishing

Glowing Flammability Index

VALUES

VALUES

UV Resistant YES

ROHS Compliant EU Directive 2002 / 95 / EC YES

Recyclable YES

CHEMICAL PROPERTIES

Resistance against fuel, mineral based oils, grease, alkalis & weak acids EXCELLENT

ENVIRONMENTAL PROPERTIES STANDARD REFERENCE VALUES
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 Tinned Copper Flat BraidBCU F

BCU
TYPE

40
NW

Tin-plated copper braid is safely used against magnetic fields. It is suitable for grounding of electrical cabinets, automotive and railways.

It is also used as an extra-flexible conductor and connected to the fittings, guarantees continuity and meets the requirements of shield protection, 

including power, grounding and equipotential connection. Covering rate of the braid greater than 95%.

• Made in compliance with AA59569

• Raw material meets ASTM B33 requirement

F
FLAT

Approx. 

Shipping 

Weight 

mm in mm in Lbs/1000 Ft

BCU-10F NW10 - NW12 6.5 0.26 14.0 0.55 36 24 14 4,200 17

BCU-15F NW17 - NW23 13.5 0.53 24.1 0.95 36 48 15 14,400 48

BCU-20F NW23 - NW29 16.0 0.63 35.0 1.90 34 48 10 19,080 62

BCU-40F NW36 - NW48 20.5 0.81 48.3 1.90 34 48 22 41,976 140

Aproximate

Circular

Mill Area

Order No.

Nominal Flat

Width

Nominal Dimension

Opens up to
AWG of 

Individual 

Ends

No. of 

Carriers

No. Ends 

Per 

Carrier

Fits to Conduit

Specifications are subject to change without notice
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 Stainless Steel BraidB04F
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Specifications are subject to change without notice

B
0

4

B04
TYPE

25
NW

F
FLAT

• Virtually indestructible 304 stainless steel

• Will not discolor or rust

• Resists abrasion, chemicals & UV

• Easy to install

• Cuts with shears or serrated scissors

• Halogen free

mm in mm in mm in mm in M F

B04-07F 6.4 1/4" 4.8 0.19 10.3 0.41 0.33 0.013 30 100 36 24 13 312 2.20

B04-10F 9.5 3/8" 6.4 0.25 15.9 0.63 0.33 0.013 30 100 36 48 7 336 2.54

B04-13F 12.7 1/2" 9.5 0.37 19.1 0.75 0.33 0.013 15 50 36 48 11 528 3.15

B04-20F 19.1 3/4" 12.7 0.50 31.8 1.25 0.33 0.013 15 50 36 48 15 720 6.90

B04-25F 25.4 1" 15.9 0.63 33.3 1.31 0.33 0.013 15 50 30 48 7 336 9.78

B04-32F 31.8 1-1/4" 19.1 0.75 44.5 1.75 0.33 0.013 15 50 30 48 10 480 13.70

B04-40F 38.1 1-1/2" 25.4 1.00 54.0 2.13 0.33 0.013 15 50 30 48 12 576 16.60

Weight 

Lbs/100'

Nominal 

I.D.Order No.

AWG 

of 

Ends

Carriers
Wires/

Carrier

Total 

Ends

Expansion Range

Min.  -  Max.

Wall 

Thickness
PU
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KMS Straight, Male Thread, Polyamide Connector

Specifications are subject to change without notice

BK
COLOUR
MATERIAL

SERIES
TYPE

M

THREAD
TYPE

20
THREAD

SIZE
NW

8
IP RATING

M S

SHAPE

12

Order No. Order No. THD

IP66 IP68 Metric NW mm in mm in mm in mm in mm in mm in mm in

K6-M-S-07M12 K8-M-S-07M12 M12x1.5 7 10 1/4 12.0 0.47 9.0 0.35 40.0 1.57 17.0 0.67 17.0 0.67 14.0 0.55

K6-M-S-07M16 K8-M-S-07M16 M16x1.5 7 10 1/4 12.0 0.47 9.0 0.35 40.0 1.57 17.0 0.67 20.0 0.79 14.0 0.55

K6-M-S-10M12 K8-M-S-10M12 M12x1.5 10 12 5/16 12.0 0.47 8.8 0.35 41.4 1.63 20.0 0.79 20.0 0.79 17.0 0.67

K6-M-S-10M16 K8-M-S-10M16 M16x1.5 10 12 5/16 12.0 0.47 10.5 0.41 41.4 1.63 20.0 0.79 20.0 0.79 17.0 0.67

K6-M-S-10M20 K8-M-S-10M20 M20x1.5 10 12 5/16 12.0 0.47 15.0 0.59 41.4 1.63 20.0 0.79 24.0 0.94 17.0 0.67

K6-M-S-12M16 K8-M-S-12M16 M16x1.5 12 16 3/8 12.0 0.47 11.0 0.43 44.7 1.76 24.0 0.94 24.0 0.94 20.0 0.79

K6-M-S-12M20 K8-M-S-12M20 M20x1.5 12 16 3/8 12.0 0.47 13.0 0.51 44.7 1.76 24.0 0.94 26.0 1.02 20.0 0.79

K6-M-S-17M20 K8-M-S-17M20 M20x1.5 17 20 1/2 13.0 0.51 14.0 0.55 46.9 1.84 30.0 1.18 28.0 1.10 26.0 1.02

K6-M-S-17M25 K8-M-S-17M25 M25x1.5 17 20 1/2 13.0 0.51 18.5 0.73 46.9 1.84 30.0 1.18 30.0 1.18 26.0 1.02

K6-M-S-23M25 K8-M-S-23M25 M25x1.5 23 25 3/4 14.0 0.55 19.0 0.75 57.0 2.24 38.0 1.50 38.0 1.50 32.0 1.26

K6-M-S-23M32 K8-M-S-23M32 M32x1.5 23 25 3/4 14.0 0.55 27.0 1.06 57.0 2.24 38.0 1.50 40.0 1.57 32.0 1.26

K6-M-S-29M32 K8-M-S-29M32 M32x1.5 29 32 1 15.0 0.59 26.0 1.02 59.0 2.32 45.5 1.79 46.0 1.81 40.0 1.57

K6-M-S-29M40 K8-M-S-29M40 M40x1.5 29 32 1 15.0 0.59 33.5 1.32 59.0 2.32 45.5 1.79 46.0 1.81 40.0 1.57

K6-M-S-36M40 K8-M-S-36M40 M40x1.5 36 40 1-1/4 17.0 0.67 33.7 1.33 69.0 2.72 57.0 2.24 54.0 2.13 50.0 1.97

K6-M-S-36M50 K8-M-S-36M50 M50x1.5 36 40 1-1/4 17.0 0.67 40.0 1.57 69.0 2.72 57.0 2.24 58.0 2.28 50.0 1.97

K6-M-S-48M50 K8-M-S-48M50 M50x1.5 48 50 1-1/2 17.0 0.67 42.0 1.65 75.5 2.97 68.0 2.68 66.0 2.60 64.0 2.52

K6-M-S-48M63 K8-M-S-48M63 M63x1.5 48 50 1-1/2 17.0 0.67 49.0 1.93 75.5 2.97 68.0 2.68 70.0 2.76 64.0 2.52

Fits to Conduit OD2 SPA B L OD1

• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

• Colour: Black standard, other colours available upon request

Locking device system provides a quick and secure

B THD

ASP

OD2

L

OD1 NW
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KME 90º Elbow, Male Thread, Polyamide Connector

Specifications are subject to change without notice

Order No. Order No. THD

IP66 IP68 Metric NW mm in mm in mm in mm in mm in mm in mm in mm in mm in

K6-M-E-07M12 K8-M-E-07M12 M12x1.5 7 10 1/4 11.0 0.43 6.5 0.26 58.5 2.30 31.2 1.23 41.7 1.64 17.0 0.67 18.0 0.71 9.5 0.37

K6-M-E-10M12 K8-M-E-10M12 M12x1.5 10 12 5/16 11.0 0.43 6.5 0.26 59.5 2.34 31.2 1.23 43.2 1.70 20.0 0.79 18.0 0.71 9.5 0.37

K6-M-E-10M16 K8-M-E-10M16 M16x1.5 10 12 5/16 11.0 0.43 10.0 0.39 61.5 2.42 31.2 1.23 43.2 1.70 20.0 0.79 22.0 0.87 13.0 0.51

K6-M-E-12M16 K8-M-E-12M16 M16x1.5 12 16 3/8 11.0 0.43 10.0 0.39 64.0 2.52 31.7 1.25 45.7 1.80 24.0 0.94 22.0 0.87 14.0 0.55

K6-M-E-12M20 K8-M-E-12M20 M20x1.5 12 16 3/8 11.0 0.43 12.0 0.47 67.0 2.64 31.7 1.25 45.7 1.80 24.0 0.94 26.0 1.02 15.0 0.59

K6-M-E-17M20 K8-M-E-17M20 M20x1.5 17 20 1/2 12.0 0.47 13.8 0.54 75.0 2.95 36.6 1.44 55.2 2.17 30.0 1.18 26.0 1.02 17.0 0.67

K6-M-E-23M25 K8-M-E-23M25 M25x1.5 23 25 3/4 12.0 0.47 18.0 0.71 88.5 3.48 41.5 1.63 61.2 2.41 38.0 1.50 32.0 1.26 22.0 0.87

K6-M-E-29M32 K8-M-E-29M32 M32x1.5 29 32 1 13.0 0.51 23.7 0.93 100.3 3.95 47.5 1.87 70.9 2.79 45.5 1.79 39.0 1.54 28.0 1.10

K6-M-E-36M40 K8-M-E-36M40 M40x1.5 36 40 1-1/4 15.0 0.59 31.8 1.25 122.8 4.83 59.4 2.34 87.5 3.44 57.0 2.24 50.0 1.97 36.0 1.42

K6-M-E-36M50 K8-M-E-36M50 M50x1.5 36 40 1-1/4 15.0 0.59 36.0 1.42 127.5 5.02 59.4 2.34 88.0 3.46 57.0 2.24 60.0 2.36 40.0 1.57

K6-M-E-48M50 K8-M-E-48M50 M50x1.5 48 50 1-1/2 15.0 0.59 39.8 1.57 139.7 5.50 63.3 2.49 96.7 3.81 68.0 2.68 60.0 2.36 46.0 1.81

K6-M-E-48M63 K8-M-E-48M63 M63x1.5 48 50 1-1/2 15.0 0.59 47.8 1.88 144.0 5.67 63.3 2.49 96.7 3.81 68.0 2.68 70.0 2.76 55.0 2.17

Fits to Conduit OD2 SPA B L OD1R W

• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

• Colour: Black standard, other colours available upon request

Locking device system provides a quick and secure

L

SP

R

NWOD1

W

A

B

THD

OD2
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KMF 45º Elbow, Male Thread, Polyamide Connector

BK
COLOUR
MATERIAL

SERIES
TYPE

M

THREAD
TYPE

20
THREAD

SIZE
NW

8
IP RATING

M F

SHAPE

12 OD1NW

AO
D
2

TH
D

B

R

L

• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

• Colour: Black standard, other colours available upon request

Locking device system provides a quick and secure

W

Order No. Order No. THD

IP66 IP68 Metric NW mm in mm in mm in mm in mm in mm in mm in mm in

K6-M-F-10M12 K8-M-F-10M12 M12x1.5 10 12 5/16 11.0 0.43 6.5 0.26 52.0 2.05 31.2 1.23 20.2 0.80 20.0 0.79 18.0 0.71

K6-M-F-10M16 K8-M-F-10M16 M16x1.5 10 12 5/16 11.0 0.43 10.0 0.39 53.2 2.09 31.2 1.23 21.6 0.85 20.0 0.79 22.0 0.87

K6-M-F-12M16 K8-M-F-12M16 M16x1.5 12 16 3/8 11.0 0.43 10.0 0.39 57.2 2.25 31.6 1.24 24.0 0.94 24.0 0.94 22.0 0.87

K6-M-F-12M20 K8-M-F-12M20 M20x1.5 12 16 3/8 11.0 0.43 12.0 0.47 58.6 2.31 31.6 1.24 25.4 1.00 24.0 0.94 26.0 1.02

K6-M-F-17M20 K8-M-F-17M20 M20x1.5 17 20 1/2 12.0 0.47 13.8 0.54 65.0 2.56 37.6 1.48 29.5 1.16 30.0 1.18 26.0 1.02

K6-M-F-23M25 K8-M-F-23M25 M25x1.5 23 25 3/4 12.0 0.47 18.0 0.71 78.3 3.08 41.5 1.63 36.0 1.42 38.0 1.50 32.0 1.26

K6-M-F-29M32 K8-M-F-29M32 M32x1.5 29 32 1 13.0 0.51 23.7 0.93 86.2 3.39 47.5 1.87 43.2 1.70 45.5 1.79 39.0 1.54

K6-M-F-36M40 K8-M-F-36M40 M40x1.5 36 40 1-1/4 15.0 0.59 31.8 1.25 101.8 4.01 59.4 2.34 54.2 2.13 57.0 2.24 50.0 1.97

K6-M-F-36M50 K8-M-F-36M50 M50x1.5 36 40 1-1/4 15.0 0.59 36.0 1.42 105.3 4.15 59.4 2.34 58.5 2.30 57.0 2.24 60.0 2.36

K6-M-F-48M50 K8-M-F-48M50 M50x1.5 48 50 1-1/2 15.0 0.59 39.8 1.57 119.3 4.70 63.3 2.49 64.3 2.53 68.0 2.68 60.0 2.36

K6-M-F-48M63 K8-M-F-48M63 M63x1.5 48 50 1-1/2 15.0 0.59 47.8 1.88 123.5 4.86 63.3 2.49 68.5 2.70 68.0 2.68 70.0 2.76

Fits to Conduit OD2A B L OD1R W
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Specifications are subject to change without notice

M
E

T
R

IC
 

M
E

T
A

L
 

T
H

R
E

A
D

LMSS Straight Swivel, Male Metal Thread, Polyamide Connector

NWOD1

SP1
SP2

THDB OD2

A

L

Order No. Order No. THD

IP66 IP68 Metric NW mm in mm in mm in mm in mm in mm in mm in mm in

L6-MS-S-10M12 L8-MS-S-10M12 M12x1.5 10 12 5/16 11.0 0.43 7.0 0.28 53.4 2.10 20.0 0.79 21.0 0.83 17.0 0.67 25.4 1.00

L6-MS-S-10M16 L8-MS-S-10M16 M16x1.5 10 12 5/16 11.0 0.43 11.2 0.44 53.4 2.10 20.0 0.79 28.0 1.10 17.0 0.67 25.4 1.00

L6-MS-S-12M16 L8-MS-S-12M16 M16x1.5 12 16 3/8 11.0 0.43 12.0 0.47 57.2 2.25 24.0 0.94 28.0 1.10 20.0 0.79 25.4 1.00

L6-MS-S-12M20 L8-MS-S-12M20 M20x1.5 12 16 3/8 12.0 0.47 12.0 0.47 59.3 2.33 24.0 0.94 28.0 1.10 20.0 0.79 25.4 1.00

L6-MS-S-17M20 L8-MS-S-17M20 M20x1.5 17 20 1/2 12.0 0.47 15.5 0.61 59.4 2.34 30.0 1.18 35.0 1.38 26.0 1.02 31.8 1.25

L6-MS-S-17M25 L8-MS-S-17M25 M25x1.5 17 20 1/2 12.0 0.47 16.2 0.64 59.4 2.34 30.0 1.50 35.0 1.38 26.0 1.02 31.8 1.25

L6-MS-S-23M25 L8-MS-S-23M25 M25x1.5 23 25 3/4 12.0 0.47 20.0 0.79 68.5 2.70 38.0 1.50 42.0 1.65 32.0 1.26 38.1 1.50

L6-MS-S-23M32 L8-MS-S-23M32 M32x1.5 23 25 3/4 12.0 0.47 22.6 0.89 68.5 2.70 38.0 1.50 42.0 1.65 32.0 1.26 38.1 1.50

L6-MS-S-29M32 L8-MS-S-29M32 M32x1.5 29 32 1 13.5 0.53 27.0 1.06 72.0 2.83 45.5 1.79 49.0 1.93 40.0 1.57 44.5 1.75

L6-MS-S-36M40 L8-MS-S-36M40 M40x1.5 36 40 1-1/4 13.5 0.53 35.5 1.40 81.0 3.19 57.0 2.24 56.0 2.20 50.0 1.97 50.8 2.00

L6-MS-S-48M50 L8-MS-S-48M50 M50x1.5 48 50 1-1/2 14.5 0.57 45.0 1.77 92.0 3.62 68.0 2.68 70.0 2.76 64.0 2.52 63.5 2.50

L6-MS-S-48M63 L8-MS-S-48M63 M63x1.5 48 50 1-1/2 14.5 0.57 47.7 1.88 92.0 3.62 68.0 2.68 70.0 2.76 64.0 2.52 63.5 2.50

Fits to Conduit SP2OD2 SP1A B L OD1

• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide, with black anodized aluminum thread

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

• Colour: Black standard, other colours available upon request

Locking device system provides a quick and secure
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Specifications are subject to change without notice

BL
COLOUR
MATERIAL

SERIES
TYPE

M

THREAD
TYPE

16
THREAD

SIZE
NW

8
IP RATING

MS E

SHAPE

12

• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide, with black anodized aluminum thread

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

• Colour: Black standard, other colours available upon request

Locking device system provides a quick and secure
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LMSE 90º Elbow Swivel, Male Metal Thread, Polyamide Connector

SP1

W

R SP2

OD2

THD

B

A

L

OD1 NW

Order No. Order No. THD

IP66 IP68 Metric NW mm in mm in mm in mm in mm in mm in mm in mm in mm in mm in

L6-MS-E-10M12 L8-MS-E-10M12 M12x1.5 10 12 5/16 11.0 0.43 7.0 0.39 60.5 2.38 31.2 1.23 57.2 2.25 20.0 0.79 28.0 1.10 13.0 0.51 25.4 1.00

L6-MS-E-10M16 L8-MS-E-10M16 M16x1.5 10 12 5/16 11.0 0.43 10.0 0.39 60.5 2.38 31.2 1.23 57.2 2.25 20.0 0.79 28.0 1.10 13.0 0.51 25.4 1.00

L6-MS-E-12M16 L8-MS-E-12M16 M16x1.5 12 16 3/8 11.0 0.43 12.0 0.47 65.0 2.56 31.7 1.25 59.7 2.35 24.0 0.94 28.0 1.10 15.0 0.59 25.4 1.00

L6-MS-E-17M20 L8-MS-E-17M20 M20x1.5 17 20 1/2 12.0 0.47 15.5 0.61 76.0 2.99 36.6 1.44 69.2 2.72 30.0 1.18 35.0 1.38 20.0 0.79 31.8 1.25

L6-MS-E-17M25 L8-MS-E-17M25 M25x1.5 17 20 1/2 12.0 0.47 16.4 0.65 76.0 2.99 36.6 1.44 69.2 2.72 30.0 1.50 35.0 1.38 20.0 0.79 31.8 1.25

L6-MS-E-23M25 L8-MS-E-23M25 M25x1.5 23 25 3/4 12.0 0.47 21.7 0.85 90.0 3.54 41.5 1.63 75.2 2.96 38.0 1.50 42.0 1.65 26.0 1.02 38.1 1.50

L6-MS-E-23M32 L8-MS-E-23M32 M32x1.5 23 25 3/4 12.0 0.47 21.7 0.85 90.0 3.54 41.5 1.63 75.2 2.96 38.0 1.50 42.0 1.65 26.0 1.02 38.1 1.50

L6-MS-E-29M32 L8-MS-E-29M32 M32x1.5 29 32 1 13.5 0.53 29.1 1.15 101.8 4.01 47.5 1.87 86.4 3.40 45.5 1.79 49.0 1.93 32.0 1.26 44.5 1.75

L6-MS-E-36M40 L8-MS-E-36M40 M40x1.5 36 40 1-1/4 13.5 0.53 36.0 1.42 123.5 4.86 59.4 2.34 102.0 4.02 57.0 2.24 56.0 2.20 40.0 1.57 50.8 2.00

L6-MS-E-48M50 L8-MS-E-48M50 M50x1.5 48 50 1-1/2 14.5 0.57 45.0 1.77 142.4 5.61 63.3 2.49 115.2 4.54 68.0 2.68 70.0 2.76 55.0 2.17 63.5 2.50

L6-MS-E-48M63 L8-MS-E-48M63 M63x1.5 48 50 1-1/2 14.5 0.57 47.8 1.88 142.5 5.61 63.3 2.49 115.2 4.54 68.0 2.68 70.0 2.76 55.0 2.17 63.5 2.50

Fits to Conduit SP1 SP2OD2A OD1B L R W
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Specifications are subject to change without notice

BL
COLOUR
MATERIAL

SERIES
TYPE

M

THREAD
TYPE

16
THREAD

SIZE
NW

8
IP RATING

MS F

SHAPE

12

• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide, with black anodized aluminum thread

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

• Colour: Black standard, other colours available upon request

Locking device system provides a quick and secure
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LMSF 45º Elbow Swivel, Male Thread, Polyamide ConnectorMetal 

R

SP2

O
D
2

TH
D

B

OD1NW

L

A

W

Order No. Order No. THD

IP66 IP68 Metric NW mm in mm in mm in mm in mm in mm in mm in mm in mm in

L6-MS-F-10M12 L8-MS-F-10M12 M12x1.5 10 12 5/16 11.0 0.43 7.0 0.28 62.5 2.46 31.2 1.23 32.0 1.26 20.0 0.79 28.0 1.10 25.4 1.00

L6-MS-F-10M16 L8-MS-F-10M16 M16x1.5 10 12 5/16 11.0 0.43 10.0 0.39 63.0 2.48 31.2 1.23 32.0 1.26 20.0 0.79 28.0 1.10 25.4 1.00

L6-MS-F-12M16 L8-MS-F-12M16 M16x1.5 12 16 3/8 11.0 0.43 12.0 0.47 67.0 2.64 31.6 1.24 35.0 1.38 24.0 0.94 28.0 1.10 25.4 1.00

L6-MS-F-17M20 L8-MS-F-17M20 M20x1.5 17 20 1/2 12.0 0.47 15.5 0.61 74.6 2.94 37.6 1.48 40.6 1.60 30.0 1.18 35.0 1.38 31.8 1.25

L6-MS-F-17M25 L8-MS-F-17M25 M25x1.5 17 20 1/2 12.0 0.47 16.4 0.65 74.6 2.94 37.6 1.48 40.6 1.60 30.0 1.18 35.0 1.38 31.8 1.25

L6-MS-F-23M25 L8-MS-F-23M25 M25x1.5 23 25 3/4 12.0 0.47 21.8 0.86 88.2 3.47 41.5 1.63 47.6 1.87 38.0 1.50 42.0 1.65 38.1 1.50

L6-MS-F-23M32 L8-MS-F-23M32 M32x1.5 23 25 3/4 12.0 0.47 21.8 0.86 88.2 3.47 41.5 1.63 47.6 1.87 38.0 1.50 42.0 1.65 38.1 1.50

L6-MS-F-29M32 L8-MS-F-29M32 M32x1.5 29 32 1 13.5 0.53 29.1 1.15 97.0 3.82 47.5 1.87 56.0 2.20 45.5 1.79 49.0 1.93 44.5 1.75

L6-MS-F-36M40 L8-MS-F-36M40 M40x1.5 36 40 1-1/4 13.5 0.53 36.0 1.42 111.5 4.39 59.4 2.34 68.0 2.68 57.0 2.24 56.0 2.20 50.8 2.00

L6-MS-F-48M50 L8-MS-F-48M50 M50x1.5 48 50 1-1/2 14.5 0.57 45.0 1.77 131.6 5.18 63.3 2.49 81.6 3.21 68.0 2.68 70.0 2.76 63.5 2.50

L6-MS-F-48M63 L8-MS-F-48M63 M63x1.5 48 50 1-1/2 14.5 0.57 47.8 1.88 136.5 5.37 63.3 2.49 82.8 3.26 68.0 2.68 70.0 2.76 63.5 2.50

Fits to Conduit SP2OD2A B L OD1R W
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Specifications are subject to change without notice

BL
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TYPE
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THREAD
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8
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SHAPE
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• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide, with black anodized aluminum thread

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

• Colour: Black standard, other colours available upon request

Locking device system provides a quick and secure

LFS Straight, Female Metal UNEF Thread, Polyamide Connector
U

N
E

F
M

E
T
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A

OD2OD1

SP1

NW THD

L

Order No. Order No. THD Shell Size

IP66 IP68 UNEF MIL-C5015 NW mm in mm in mm in mm in mm in mm in

L6-F-S-10U15 L8-F-S-10U15 5/8"-24 10 10 12 5/16 8.0 0.31 52.0 2.05 20.0 0.79 17.0 0.67 23.5 0.93

L6-F-S-12U15 L8-F-S-12U15 5/8"-24 10 12 16 3/8 8.0 0.31 55.3 2.18 24.0 0.94 20.0 0.79 25.4 1.00

L6-F-S-17U18 L8-F-S-17U18 3/4"-20 14 17 20 1/2 9.0 0.35 57.6 2.27 30.0 1.18 26.0 1.02 30.0 1.18

L6-F-S-10U21 L8-F-S-10U21 7/8"-20 16 10 12 5/16 9.0 0.35 52.5 2.07 20.0 0.79 17.0 0.67 27.0 1.06

L6-F-S-12U21 L8-F-S-12U21 7/8"-20 16 12 16 3/8 9.0 0.35 56.3 2.22 24.0 0.94 20.0 0.79 27.0 1.06

L6-F-S-17U21 L8-F-S-17U21 7/8"-20 16 17 20 1/2 9.0 0.35 57.6 2.27 30.0 1.18 26.0 1.02 30.0 1.18

L6-F-S-12U24 L8-F-S-12U24 1"-20 18 12 16 3/8 9.0 0.35 56.3 2.22 24.0 0.94 20.0 0.79 29.4 1.16

L6-F-S-17U24 L8-F-S-17U24 1"-20 18 17 20 1/2 9.0 0.35 57.6 2.27 30.0 1.18 26.0 1.02 30.0 1.18

L6-F-S-23U24 L8-F-S-23U24 1"-20 18 23 25 3/4 9.0 0.35 66.9 2.63 38.0 1.50 32.0 1.26 36.0 1.42

L6-F-S-12U29 L8-F-S-12U29 1 3/16"-18 20 / 22 12 16 3/8 9.0 0.35 58.3 2.30 24.0 0.94 20.0 0.79 34.2 1.35

L6-F-S-17U29 L8-F-S-17U29 1 3/16"-18 20 / 22 17 20 1/2 9.0 0.35 57.6 2.27 30.0 1.18 26.0 1.02 34.2 1.35

L6-F-S-23U29 L8-F-S-23U29 1 3/16"-18 20 / 22 23 25 3/4 9.0 0.35 66.9 2.63 38.0 1.50 32.0 1.26 36.0 1.42

L6-F-S-29U29 L8-F-S-29U29 1 3/16"-18 20 / 22 29 32 1 9.0 0.35 74.0 2.91 45.5 1.79 40.0 1.57 44.4 1.75

L6-F-S-12U35 L8-F-S-12U35 1 7/16"-18 24 / 28 12 16 3/8 10.0 0.39 66.3 2.61 24.0 0.94 20.0 0.79 40.5 1.59

L6-F-S-17U35 L8-F-S-17U35 1 7/16"-18 24 / 28 17 20 1/2 9.0 0.35 61.6 2.43 30.0 1.18 26.0 1.02 40.5 1.59

L6-F-S-23U35 L8-F-S-23U35 1 7/16"-18 24 / 28 23 25 3/4 9.0 0.35 66.9 2.63 38.0 1.50 32.0 1.26 40.5 1.59

L6-F-S-29U35 L8-F-S-29U35 1 7/16"-18 24 / 28 29 32 1 9.0 0.35 70.0 2.76 45.5 1.79 40.0 1.57 44.4 1.75

L6-F-S-36U35 L8-F-S-36U35 1 7/16"-18 24 / 28 36 40 1-1/4 9.0 0.35 78.4 3.09 57.0 2.24 50.0 1.97 50.8 2.00

L6-F-S-17U43 L8-F-S-17U43 1 3/4"-18UNS 32 17 20 1/2 10.0 0.39 61.6 2.43 30.0 1.18 26.0 1.02 48.5 1.91

L6-F-S-23U43 L8-F-S-23U43 1 3/4"-18UNS 32 23 25 3/4 10.0 0.39 73.0 2.87 38.0 1.50 32.0 1.26 48.5 1.91

L6-F-S-29U43 L8-F-S-29U43 1 3/4"-18UNS 32 29 32 1 10.0 0.39 71.0 2.80 45.5 1.79 40.0 1.57 50.5 1.99

L6-F-S-36U43 L8-F-S-36U43 1 3/4"-18UNS 32 36 40 1-1/4 10.0 0.39 79.4 3.13 57.0 2.24 50.0 1.97 50.8 2.00

L6-F-S-23U50 L8-F-S-23U50 2"-18UNS 36 23 25 3/4 10.0 0.39 73.0 2.87 38.0 1.50 32.0 1.26 54.8 2.16

L6-F-S-29U50 L8-F-S-29U50 2"-18UNS 36 29 32 1 10.0 0.39 71.0 2.80 45.5 1.79 40.0 1.57 56.8 2.24

L6-F-S-36U50 L8-F-S-36U50 2"-18UNS 36 36 40 1-1/4 10.0 0.39 79.4 3.13 57.0 2.24 50.0 1.97 56.8 2.24

L6-F-S-48U50 L8-F-S-48U50 2"-18UNS 36 48 50 1-1/2 10.0 0.39 88.9 3.50 68.0 2.68 64.0 2.52 66.0 2.60

L6-F-S-23U56 L8-F-S-23U56 2 1/4"-16UN 40 23 25 3/4 10.0 0.39 74.9 2.95 38.0 1.50 32.0 1.26 61.2 2.41

L6-F-S-29U56 L8-F-S-29U56 2 1/4"-16UN 40 29 32 1 10.0 0.39 74.0 2.91 45.5 1.79 40.0 1.57 63.5 2.50

L6-F-S-36U56 L8-F-S-36U56 2 1/4"-16UN 40 36 40 1-1/4 10.0 0.39 83.4 3.28 57.0 2.24 50.0 1.97 63.5 2.50

L6-F-S-48U56 L8-F-S-48U56 2 1/4"-16UN 40 48 50 1-1/2 10.0 0.39 88.9 3.50 68.0 2.68 64.0 2.52 66.0 2.60

Fits to Conduit OD1 SP1 OD2A L

MIL-C5015 
CIRCULAR CONNECTORS
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• Designed to thread directly onto circular connectors & houses environmental seal

• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide, with black anodized aluminum thread

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

• Colour: Black standard, other colours available upon request

Locking device system provides a quick and secure

LFS Straight, Female Metal UNEF Thread, Polyamide Connector

U
N

E
F

M
E

T
A

L
 

T
H

R
E

A
D

MIL-C5015 
CIRCULAR CONNECTORS

Order No. Order No. THD Shell Size

IP66 IP68 UNEF MIL-C5015 NW mm in mm in mm in mm in mm in mm in

L6-F-S-10U15-ES L8-F-S-10U15-ES 5/8"-24 10SL 10 12 5/16 9.0 0.31 65.0 2.56 20.0 0.79 17.0 0.67 25.4 1.00

L6-F-S-12U15-ES L8-F-S-12U15-ES 5/8"-24 10SL 12 16 3/8 9.0 0.31 68.0 2.68 24.0 0.94 20.0 0.79 25.4 1.00

L6-F-S-17U18-ES L8-F-S-17U18-ES 3/4"-20 14SL 17 20 1/2 9.0 0.35 69.0 2.72 30.0 1.18 26.0 1.02 30.0 1.18

L6-F-S-10U21-ES L8-F-S-10U21-ES 7/8"-20 16 / 16S 10 12 5/16 9.0 0.35 64.0 2.52 20.0 0.79 17.0 0.67 27.0 1.06

L6-F-S-12U21-ES L8-F-S-12U21-ES 7/8"-20 16 / 16S 12 16 3/8 9.0 0.35 68.0 2.68 24.0 0.94 20.0 0.79 27.0 1.06

L6-F-S-17U21-ES L8-F-S-17U21-ES 7/8"-20 16 / 16S 17 20 1/2 9.0 0.35 69.0 2.72 30.0 1.18 26.0 1.02 30.0 1.18

L6-F-S-12U24-ES L8-F-S-12U24-ES 1"-20 18 12 16 3/8 9.0 0.35 68.0 2.68 24.0 0.94 20.0 0.79 29.4 1.16

L6-F-S-17U24-ES L8-F-S-17U24-ES 1"-20 18 17 20 1/2 9.0 0.35 70.0 2.76 30.0 1.18 26.0 1.02 29.0 1.14

L6-F-S-23U24-ES L8-F-S-23U24-ES 1"-20 18 23 25 3/4 9.0 0.35 79.0 3.11 38.0 1.50 32.0 1.26 36.0 1.42

L6-F-S-12U27-ES L8-F-S-12U27-ES 1 1/8"-18 20 12 16 3/8 9.0 0.35 70.0 2.76 24.0 0.94 20.0 0.79 32.5 1.28

L6-F-S-17U27-ES L8-F-S-17U27-ES 1 1/8"-18 20 17 20 1/2 9.0 0.35 70.0 2.76 30.0 1.18 26.0 1.02 32.5 1.28

L6-F-S-23U27-ES L8-F-S-23U27-ES 1 1/8"-18 20 23 25 3/4 9.0 0.35 79.0 3.11 38.0 1.50 32.0 1.26 36.0 1.42

L6-F-S-29U27-ES L8-F-S-29U27-ES 1 1/8"-18 20 29 32 1 9.0 0.35 86.0 3.39 45.5 1.79 40.0 1.57 44.4 1.75

L6-F-S-12U30-ES L8-F-S-12U30-ES 1 1/4"-18 22 12 16 3/8 9.0 0.39 77.0 3.03 24.0 0.94 20.0 0.79 36.0 1.42

L6-F-S-17U30-ES L8-F-S-17U30-ES 1 1/4"-18 22 17 20 1/2 9.0 0.35 77.0 3.03 30.0 1.18 26.0 1.02 36.0 1.42

L6-F-S-23U30-ES L8-F-S-23U30-ES 1 1/4"-18 22 23 25 3/4 9.0 0.35 79.0 3.11 38.0 1.50 32.0 1.26 36.0 1.42

L6-F-S-29U30-ES L8-F-S-29U30-ES 1 1/4"-18 22 29 32 1 9.0 0.35 82.0 3.23 45.5 1.79 40.0 1.57 44.4 1.75

L6-F-S-36U30-ES L8-F-S-36U30-ES 1 1/4"-18 22 36 40 1-1/4 9.0 0.35 85.0 3.35 57.0 2.24 50.0 1.97 55.0 2.17

L6-F-S-12U34-ES L8-F-S-12U34-ES 1 3/8"-18 24 12 16 3/8 9.0 0.39 77.0 3.03 24.0 0.94 20.0 0.79 39.0 1.54

L6-F-S-17U34-ES L8-F-S-17U34-ES 1 3/8"-18 24 17 20 1/2 9.0 0.35 77.0 3.03 30.0 1.18 26.0 1.02 39.0 1.54

L6-F-S-23U34-ES L8-F-S-23U34-ES 1 3/8"-18 24 23 25 3/4 9.0 0.35 79.0 3.11 38.0 1.50 32.0 1.26 39.0 1.54

L6-F-S-29U34-ES L8-F-S-29U34-ES 1 3/8"-18 24 29 32 1 9.0 0.35 85.0 3.35 45.5 1.79 40.0 1.57 43.0 1.69

L6-F-S-36U34-ES L8-F-S-36U34-ES 1 3/8"-18 24 36 40 1-1/4 9.0 0.35 90.0 3.54 57.0 2.24 50.0 1.97 50.8 2.00

L6-F-S-17U40-ES L8-F-S-17U40-ES 1 5/8"-18 28 17 20 1/2 9.0 0.39 74.0 2.91 30.0 1.18 26.0 1.02 46.0 1.81

L6-F-S-23U40-ES L8-F-S-23U40-ES 1 5/8"-18 28 23 25 3/4 9.0 0.39 85.0 3.35 38.0 1.50 32.0 1.26 46.0 1.81

L6-F-S-29U40-ES L8-F-S-29U40-ES 1 5/8"-18 28 29 32 1 9.0 0.39 81.0 3.19 45.5 1.79 40.0 1.57 46.0 1.81

L6-F-S-36U40-ES L8-F-S-36U40-ES 1 5/8"-18 28 36 40 1-1/4 9.0 0.39 92.0 3.62 57.0 2.24 50.0 1.97 50.8 2.00

L6-F-S-23U47-ES L8-F-S-23U47-ES 1 7/8"-16 32 23 25 3/4 10.0 0.39 85.0 3.35 38.0 1.50 32.0 1.26 52.0 2.05

L6-F-S-29U47-ES L8-F-S-29U47-ES 1 7/8"-16 32 29 32 1 10.0 0.39 85.0 3.35 45.5 1.79 40.0 1.57 54.0 2.13

L6-F-S-36U47-ES L8-F-S-36U47-ES 1 7/8"-16 32 36 40 1-1/4 10.0 0.39 92.0 3.62 57.0 2.24 50.0 1.97 54.0 2.13

L6-F-S-48U47-ES L8-F-S-48U47-ES 1 7/8"-16 32 48 50 1-1/2 10.0 0.39 100.0 3.94 68.0 2.68 64.0 2.52 63.5 2.50

L6-F-S-23U53-ES L8-F-S-23U53-ES 2 1/16"-16 36 23 25 3/4 10.0 0.39 97.0 3.82 38.0 1.50 32.0 1.26 56.0 2.20

L6-F-S-29U53-ES L8-F-S-29U53-ES 2 1/16"-16 36 29 32 1 10.0 0.39 97.0 3.82 45.5 1.79 40.0 1.57 58.0 2.28

L6-F-S-36U53-ES L8-F-S-36U53-ES 2 1/16"-16 36 36 40 1-1/4 10.0 0.39 104.0 4.09 57.0 2.24 50.0 1.97 58.0 2.28

L6-F-S-48U53-ES L8-F-S-48U53-ES 2 1/16"-16 36 48 50 1-1/2 10.0 0.39 112.0 4.41 68.0 2.68 64.0 2.52 63.5 2.50

L6-F-S-23U57A-ES L8-F-S-23U57A-ES 2 5/16"-16 40 23 25 3/4 10.0 0.39 87.0 3.43 38.0 1.50 32.0 1.26 59.0 2.32

L6-F-S-29U57A-ES L8-F-S-29U57A-ES 2 5/16"-16 40 29 32 1 10.0 0.39 87.0 3.43 45.5 1.79 40.0 1.57 61.0 2.40

L6-F-S-36U57A-ES L8-F-S-36U57A-ES 2 5/16"-16 40 36 40 1-1/4 10.0 0.39 96.0 3.78 57.0 2.24 50.0 1.97 61.0 2.40

L6-F-S-48U57A-ES L8-F-S-48U57A-ES 2 5/16"-16 40 48 50 1-1/2 10.0 0.39 101.0 3.98 68.0 2.68 64.0 2.52 63.5 2.50

Fits to Conduit OD1 SP1 OD2A L
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BL
COLOUR
MATERIAL

SERIES
TYPE

U

THREAD
TYPE

29
THREAD

SIZE
NW

8
IP RATING

FS E

SHAPE

23

• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide, with black anodized aluminum thread

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

• Colour: Black standard, other colours available upon request

Locking device system provides a quick and secure

LFSE 90º Elbow Swivel, Female Metal UNEF Thread, Polyamide Connector

L

NW

SP1

W

R

A

OD1

OD2

THD

Order No. Order No. THD

IP66 IP68 UNEF NW mm in mm in mm in mm in mm in mm in mm in mm in

L6-FS-E-12U15 L8-FS-E-12U15 5/8"-24 12 16 3/8 8.0 0.31 65.0 2.56 31.7 1.25 56.3 2.22 24.0 0.94 15.0 0.59 25.4 1.00

L6-FS-E-17U18 L8-FS-E-17U18 3/4"-20 17 20 1/2 9.0 0.35 76.0 2.99 36.6 1.44 62.6 2.46 30.0 1.18 20.0 0.79 30.0 1.18

L6-FS-E-12U20 L8-FS-E-12U20 13/16"-20 12 16 3/8 9.0 0.35 65.6 2.58 31.7 1.25 59.3 2.33 24.0 0.94 15.0 0.59 25.4 1.00

L6-FS-E-10U21 L8-FS-E-10U21 7/8"-20 10 12 5/16 9.0 0.35 61.3 2.41 31.2 1.23 56.5 2.22 20.0 0.79 13.0 0.51 27.0 1.06

L6-FS-E-12U21 L8-FS-E-12U21 7/8"-20 12 16 3/8 9.0 0.35 76.3 3.00 31.7 1.25 59.3 2.33 24.0 0.94 15.0 0.59 27.0 1.06

L6-FS-E-17U21 L8-FS-E-17U21 7/8"-20 17 20 1/2 9.0 0.35 77.0 3.03 36.6 1.44 67.6 2.66 30.0 1.18 20.0 0.79 30.0 1.18

L6-FS-E-12U24 L8-FS-E-12U24 1"-20 12 16 3/8 9.0 0.35 65.0 2.56 31.7 1.25 59.3 2.33 24.0 0.94 15.0 0.59 29.4 1.16

L6-FS-E-17U24 L8-FS-E-17U24 1"-20 17 20 1/2 9.0 0.35 76.3 3.00 36.6 1.44 62.6 2.46 30.0 1.18 20.0 0.79 30.0 1.18

L6-FS-E-23U24 L8-FS-E-23U24 1"-20 23 25 3/4 9.0 0.35 90.0 3.54 41.5 1.63 73.9 2.91 38.0 1.50 26.0 1.02 36.0 1.42

L6-FS-E-12U29 L8-FS-E-12U29 1 3/16"-18 12 16 3/8 9.0 0.35 65.0 2.56 31.7 1.25 61.3 2.41 24.0 0.94 15.0 0.59 34.2 1.35

L6-FS-E-17U29 L8-FS-E-17U29 1 3/16"-18 17 20 1/2 9.0 0.35 76.0 2.99 36.6 1.44 67.6 2.66 30.0 1.18 20.0 0.79 34.2 1.35

L6-FS-E-23U29 L8-FS-E-23U29 1 3/16"-18 23 25 3/4 9.0 0.35 90.9 3.58 41.5 1.63 73.9 2.91 38.0 1.50 26.0 1.02 36.0 1.42

L6-FS-E-29U29 L8-FS-E-29U29 1 3/16"-18 29 32 1 9.0 0.35 101.8 4.01 41.5 1.63 89.0 3.50 45.5 1.79 32.0 1.26 44.4 1.75

L6-FS-E-12U35 L8-FS-E-12U35 1 7/16"-18 12 16 3/8 10.0 0.39 65.0 2.56 31.7 1.25 69.3 2.73 24.0 0.94 15.0 0.59 40.5 1.59

L6-FS-E-17U35 L8-FS-E-17U35 1 7/16"-18 17 20 1/2 9.0 0.35 76.0 2.99 36.6 1.44 71.6 2.82 30.0 1.18 20.0 0.79 40.5 1.59

L6-FS-E-23U35 L8-FS-E-23U35 1 7/16"-18 23 25 3/4 9.0 0.35 90.0 3.54 41.5 1.63 73.9 2.91 38.0 1.50 26.0 1.02 40.5 1.59

L6-FS-E-29U35 L8-FS-E-29U35 1 7/16"-18 29 32 1 9.0 0.35 102.8 4.05 41.5 1.63 85.0 3.35 45.5 1.79 32.0 1.26 44.4 1.75

L6-FS-E-36U35 L8-FS-E-36U35 1 7/16"-18 36 40 1-1/4 9.0 0.35 127.7 5.03 59.4 2.34 99.4 3.91 57.0 2.24 40.0 1.57 50.8 2.00

L6-FS-E-17U43 L8-FS-E-17U43 1 3/4"-18UNS 17 20 1/2 10.0 0.39 76.0 2.99 36.6 1.44 71.6 2.82 30.0 1.18 20.0 0.79 48.5 1.91

L6-FS-E-23U43 L8-FS-E-23U43 1 3/4"-18UNS 23 25 3/4 10.0 0.39 90.0 3.54 41.5 1.63 82.0 3.23 38.0 1.50 26.0 1.02 48.5 1.91

L6-FS-E-29U43 L8-FS-E-29U43 1 3/4"-18UNS 29 32 1 10.0 0.39 101.8 4.01 41.5 1.63 86.0 3.39 45.5 1.79 32.0 1.26 50.5 1.99

L6-FS-E-36U43 L8-FS-E-36U43 1 3/4"-18UNS 36 40 1-1/4 10.0 0.39 123.5 4.86 59.4 2.34 100.4 3.95 57.0 2.24 40.0 1.57 50.8 2.00

L6-FS-E-23U50 L8-FS-E-23U50 2"-18UNS 23 25 3/4 10.0 0.39 90.0 3.54 41.5 1.63 80.0 3.15 38.0 1.50 26.0 1.02 54.8 2.16

L6-FS-E-29U50 L8-FS-E-29U50 2"-18UNS 29 32 1 10.0 0.39 101.8 4.01 41.5 1.63 86.0 3.39 45.5 1.79 32.0 1.26 56.8 2.24

L6-FS-E-36U50 L8-FS-E-36U50 2"-18UNS 36 40 1-1/4 10.0 0.39 123.5 4.86 59.4 2.34 100.4 3.95 57.0 2.24 40.0 1.57 56.8 2.24

L6-FS-E-48U50 L8-FS-E-48U50 2"-18UNS 48 50 1-1/2 10.0 0.39 147.1 5.79 63.3 2.49 102.4 4.03 68.0 2.68 55.0 2.17 66.0 2.60

L6-FS-E-23U56 L8-FS-E-23U56 2 1/4"-16UN 23 25 3/4 10.0 0.39 90.0 3.54 41.5 1.63 81.9 3.22 38.0 1.50 26.0 1.02 61.2 2.41

L6-FS-E-29U56 L8-FS-E-29U56 2 1/4"-16UN 29 32 1 10.0 0.39 101.8 4.01 41.5 1.63 89.0 3.50 45.5 1.79 32.0 1.26 63.5 2.50

L6-FS-E-36U56 L8-FS-E-36U56 2 1/4"-16UN 36 40 1-1/4 10.0 0.39 123.5 4.86 59.4 2.34 104.4 4.11 57.0 2.24 40.0 1.57 63.5 2.50

L6-FS-E-48U56 L8-FS-E-48U56 2 1/4"-16UN 48 50 1-1/2 10.0 0.39 143.8 5.66 63.3 2.49 112.4 4.43 68.0 2.68 55.0 2.17 66.0 2.60

Fits to Conduit SP1 OD2A L R W OD1
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LFSF 45º Elbow Swivel, Female Metal UNEF Thread, Polyamide Connector

A

O
D
2

TH
D

OD1NW

L

R
W

Order No. Order No. THD

IP66 IP68 UNEF NW mm in mm in mm in mm in mm in mm in mm in

L6-FS-F-12U15 L8-FS-F-12U15 5/8"-24 12 16 3/8 8.0 0.31 67.5 2.66 31.6 1.24 39.3 1.55 24.0 0.94 25.4 1.00

L6-FS-F-17U18 L8-FS-F-17U18 3/4"-20 17 20 1/2 9.0 0.35 76.8 3.02 37.6 1.48 44.0 1.73 30.0 1.18 30.0 1.18

L6-FS-F-10U21 L8-FS-F-10U21 7/8"-20 10 12 5/16 9.0 0.35 67.2 2.65 31.2 1.23 38.7 1.52 20.0 0.79 27.0 1.06

L6-FS-F-12U21 L8-FS-F-12U21 7/8"-20 12 16 3/8 9.0 0.35 70.6 2.78 31.6 1.24 42.4 1.67 24.0 0.94 27.0 1.06

L6-FS-F-17U21 L8-FS-F-17U21 7/8"-20 17 20 1/2 9.0 0.35 78.6 3.09 37.6 1.48 45.7 1.80 30.0 1.18 30.0 1.18

L6-FS-F-12U24 L8-FS-F-12U24 1"-20 12 16 3/8 9.0 0.35 71.4 2.81 31.6 1.24 43.3 1.70 24.0 0.94 29.4 1.16

L6-FS-F-17U24 L8-FS-F-17U24 1"-20 17 20 1/2 9.0 0.35 79.3 3.12 37.6 1.48 46.4 1.83 30.0 1.18 30.0 1.18

L6-FS-F-23U24 L8-FS-F-23U24 1"-20 23 25 3/4 9.0 0.35 88.7 3.49 41.5 1.63 52.3 2.06 38.0 1.50 36.0 1.42

L6-FS-F-12U29 L8-FS-F-12U29 1 3/16"-18 12 16 3/8 9.0 0.35 74.5 2.93 31.6 1.24 46.4 1.83 24.0 0.94 34.2 1.35

L6-FS-F-17U29 L8-FS-F-17U29 1 3/16"-18 17 20 1/2 9.0 0.35 80.7 3.18 37.6 1.48 47.8 1.88 30.0 1.18 34.2 1.35

L6-FS-F-23U29 L8-FS-F-23U29 1 3/16"-18 23 25 3/4 9.0 0.35 90.4 3.56 41.5 1.63 54.0 2.13 38.0 1.50 36.0 1.42

L6-FS-F-29U29 L8-FS-F-29U29 1 3/16"-18 29 32 1 9.0 0.35 100.1 3.94 47.5 1.87 62.8 2.47 45.5 1.79 44.4 1.75

L6-FS-F-12U35 L8-FS-F-12U35 1 7/16"-18 12 16 3/8 10.0 0.39 82.4 3.24 31.6 1.24 54.3 2.14 24.0 0.94 40.5 1.59

L6-FS-F-17U35 L8-FS-F-17U35 1 7/16"-18 17 20 1/2 9.0 0.35 85.8 3.38 37.6 1.48 52.9 2.08 30.0 1.18 40.5 1.59

L6-FS-F-23U35 L8-FS-F-23U35 1 7/16"-18 23 25 3/4 9.0 0.35 92.6 3.65 41.5 1.63 56.2 2.21 38.0 1.50 40.5 1.59

L6-FS-F-29U35 L8-FS-F-29U35 1 7/16"-18 29 32 1 9.0 0.35 99.5 3.92 47.5 1.87 62.1 2.44 45.5 1.79 44.4 1.75

L6-FS-F-36U35 L8-FS-F-36U35 1 7/16"-18 36 40 1-1/4 9.0 0.35 111.3 4.38 59.4 2.34 69.8 2.75 57.0 2.24 50.8 2.00

L6-FS-F-17U43 L8-FS-F-17U43 1 3/4"-18UNS 17 20 1/2 10.0 0.39 88.6 3.49 37.6 1.48 55.8 2.20 30.0 1.18 48.5 1.91

L6-FS-F-23U43 L8-FS-F-23U43 1 3/4"-18UNS 23 25 3/4 10.0 0.39 99.7 3.93 41.5 1.63 63.3 2.49 38.0 1.50 48.5 1.91

L6-FS-F-29U43 L8-FS-F-29U43 1 3/4"-18UNS 29 32 1 10.0 0.39 103.1 4.06 47.5 1.87 65.7 2.59 45.5 1.79 50.5 1.99

L6-FS-F-36U43 L8-FS-F-36U43 1 3/4"-18UNS 36 40 1-1/4 10.0 0.39 114.9 4.52 59.4 2.34 73.4 2.89 57.0 2.24 50.8 2.00

L6-FS-F-23U50 L8-FS-F-23U50 2"-18UNS 23 25 3/4 10.0 0.39 101.9 4.01 41.5 1.63 65.5 2.58 38.0 1.50 54.8 2.16

L6-FS-F-29U50 L8-FS-F-29U50 2"-18UNS 29 32 1 10.0 0.39 105.3 4.15 47.5 1.87 67.9 2.67 45.5 1.79 56.8 2.24

L6-FS-F-36U50 L8-FS-F-36U50 2"-18UNS 36 40 1-1/4 10.0 0.39 117.0 4.61 59.4 2.34 75.5 2.97 57.0 2.24 56.8 2.24

L6-FS-F-48U50 L8-FS-F-48U50 2"-18UNS 48 50 1-1/2 10.0 0.39 132.6 5.22 63.3 2.49 84.8 3.34 68.0 2.68 66.0 2.60

L6-FS-F-23U56 L8-FS-F-23U56 2 1/4"-16UN 23 25 3/4 10.0 0.39 105.6 4.16 41.5 1.63 69.2 2.72 38.0 1.50 61.2 2.41

L6-FS-F-29U56 L8-FS-F-29U56 2 1/4"-16UN 29 32 1 10.0 0.39 109.8 4.32 47.5 1.87 72.4 2.85 45.5 1.79 63.5 2.50

L6-FS-F-36U56 L8-FS-F-36U56 2 1/4"-16UN 36 40 1-1/4 10.0 0.39 122.2 4.81 59.4 2.34 80.7 3.18 57.0 2.24 63.5 2.50

L6-FS-F-48U56 L8-FS-F-48U56 2 1/4"-16UN 48 50 1-1/2 10.0 0.39 135.0 5.31 63.3 2.49 87.2 3.43 68.0 2.68 66.0 2.60

OD1 OD2Fits to Conduit A L R W

• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide, with black anodized aluminum thread

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

• Colour: Black standard, other colours available upon request

Locking device system provides a quick and secure

[ ] [ ]2770  Port land Drive, Oakvi l le , ON   L6H 6R4   Canada    T 905  829 9922    F 905  829 9923    info@moltecinternat ional .com

U
N

E
F

M
E

T
A

L
 

T
H

R
E

A
D

18



• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide

• EMI/EMC side made of nickel-plated aluminum

• Low transfer impedances

• 360° clamping effect: For high shielding efficiency

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

Locking device system provides a quick and secure

EMP FS Straight, Female Metal Thread, EMI Connector

Specifications are subject to change without notice

BM
COLOUR

MATERIAL
SERIES
TYPE

U

THREAD
TYPE

29
THREAD

SIZE
NW

8
IP RATING

F S
SHAPE

23EMP
EMI / RING

OD1

SP1

NW

A

OD2THD

L

Fits to Fits to

NW Braid mm in mm in mm in mm in mm in

EMP-M8-F-S-10U15 5/8"-24 10 10 8.0 0.31 81.5 3.21 20.0 0.79 25.0 0.98 17.0 0.67

EMP-M8-F-S-12U15 5/8"-24 12 12.5 8.0 0.31 87.5 3.44 24.0 0.94 29.0 1.14 20.0 0.79

EMP-M8-F-S-12U16 11/16"-24 12 12.5 8.0 0.31 91.5 3.60 24.0 0.94 29.0 1.14 20.0 0.79

EMP-M8-F-S-12U18 3/4"-20 12 12.5 9.0 0.35 89.0 3.50 24.0 0.94 29.0 1.14 20.0 0.79

EMP-M8-F-S-17U18 3/4"-20 17 15 9.0 0.35 90.0 3.54 30.0 1.18 32.0 1.26 26.0 1.02

EMP-M8-F-S-12U21 7/8"-20 12 12.5 9.0 0.35 89.5 3.52 24.0 0.94 29.0 1.14 20.0 0.79

EMP-M8-F-S-17U21 7/8"-20 17 15 9.0 0.35 90.5 3.56 30.0 1.18 32.0 1.26 26.0 1.02

EMP-M8-F-S-23U21 7/8"-20 23 20 9.0 0.35 107.0 4.21 38.0 1.50 40.5 1.59 32.0 1.26

EMP-M8-F-S-12U24 1"-20 12 12.5 9.0 0.35 89.0 3.50 24.0 0.94 29.0 1.14 20.0 0.79

EMP-M8-F-S-17U24 1"-20 17 15 9.0 0.35 90.0 3.54 30.0 1.18 32.0 1.26 26.0 1.02

EMP-M8-F-S-23U24 1"-20 23 20 9.0 0.35 107.0 4.21 38.0 1.50 40.5 1.59 32.0 1.26

EMP-M8-F-S-12U29 1-3/16"-18 12 12.5 9.0 0.35 89.0 3.50 24.0 0.94 35.0 1.38 20.0 0.79

EMP-M8-F-S-17U29 1-3/16"-18 17 15 9.0 0.35 90.5 3.56 30.0 1.18 35.0 1.38 26.0 1.02

EMP-M8-F-S-23U29 1-3/16"-18 23 20 9.0 0.35 110.0 4.33 38.0 1.50 40.5 1.59 32.0 1.26

EMP-M8-F-S-29U29 1-3/16"-18 29 30 9.0 0.35 112.0 4.41 45.5 1.79 48.0 1.89 40.0 1.57

EMP-M8-F-S-17U35 1-7/16"-18 17 15 9.0 0.35 92.5 3.64 30.0 1.18 42.5 1.67 26.0 1.02

EMP-M8-F-S-23U35 1-7/16"-18 23 20 9.0 0.35 110.0 4.33 38.0 1.50 42.5 1.67 32.0 1.26

EMP-M8-F-S-29U35 1-7/16"-18 29 30 9.0 0.35 110.0 4.33 45.5 1.79 48.0 1.89 40.0 1.57

EMP-M8-F-S-36U35 1-7/16"-18 36 35 9.0 0.35 119.5 4.70 57.0 2.24 56.0 2.20 50.0 1.97

EMP-M8-F-S-23U40 1-5/8"-18 UNS 23 20 9.0 0.35 114.5 4.51 38.0 1.50 45.5 1.79 32.0 1.26

EMP-M8-F-S-29U40 1-5/8"-18 UNS 29 30 9.0 0.35 116.5 4.59 45.5 1.79 48.0 1.89 40.0 1.57

EMP-M8-F-S-17U43 1-3/4"-18 UNS 17 15 10.0 0.39 97.0 3.82 30.0 1.18 48.0 1.89 26.0 1.02

EMP-M8-F-S-23U43 1-3/4"-18 UNS 23 20 10.0 0.39 114.5 4.51 38.0 1.50 48.0 1.89 32.0 1.26

EMP-M8-F-S-29U43 1-3/4"-18 UNS 29 30 10.0 0.39 117.0 4.61 45.5 1.79 48.0 1.89 40.0 1.57

EMP-M8-F-S-36U43 1-3/4"-18 UNS 36 35 10.0 0.39 124.5 4.90 57.0 2.24 56.0 2.20 50.0 1.97

EMP-M8-F-S-48U43 1-3/4"-18 UNS 48 40 10.0 0.39 134.5 5.30 68.0 2.68 70.0 2.76 64.0 2.52

EMP-M8-F-S-23U50 2"-18 UNS 23 20 10.0 0.39 113.5 4.47 38.0 1.50 54.0 2.13 32.0 1.26

EMP-M8-F-S-29U50 2"-18 UNS 29 30 10.0 0.39 117.0 4.61 45.5 1.79 54.0 2.13 40.0 1.57

EMP-M8-F-S-36U50 2"-18 UNS 36 35 10.0 0.39 124.5 4.90 57.0 2.24 56.0 2.20 50.0 1.97

EMP-M8-F-S-48U50 2"-18 UNS 48 40 10.0 0.39 134.5 5.30 68.0 2.68 70.0 2.76 64.0 2.52

EMP-M8-F-S-23U56 2-1/4"-16 UN 23 20 10.0 0.39 115.0 4.53 38.0 1.50 64.0 2.52 32.0 1.26

EMP-M8-F-S-29U56 2-1/4"-16 UN 29 30 10.0 0.39 117.0 4.61 45.5 1.79 64.0 2.52 40.0 1.57

EMP-M8-F-S-36U56 2-1/4"-16 UN 36 35 10.0 0.39 124.5 4.90 57.0 2.24 64.0 2.52 50.0 1.97

EMP-M8-F-S-48U56 2-1/4"-16 UN 48 40 10.0 0.39 134.5 5.30 68.0 2.68 70.0 2.76 64.0 2.52

SP1
Order  No.

THD

UNEF

A L OD1 OD2
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• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide, EMI/EMC side nickel-plated aluminum

• 360° clamping effect: For high shielding efficiency, Low transfer impedances

• Self-extinguishing, free from halogens and cadmium

• Temperature range: -40°C(-40°F) to 105°C(221°F), Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

Locking device system provides a quick and secure

EMP FE 90º Elbow, Female Metal Thread, EMI Connector

Specifications are subject to change without notice

U
N

E
F

M
E

T
A

L
 

T
H

R
E

A
D

BM
COLOUR

MATERIAL
SERIES
TYPE

U

THREAD
TYPE

29
THREAD

SIZE
NW

8
IP RATING

F E
SHAPE

23EMP
EMI / RINGA

OD2THD

L

NW

SP1

W

R

OD1

Fits to Fits to

NW Braid mm in mm in mm in mm in mm in mm in mm in

EMP-M8-F-E-10U15 5/8"-24 10 10 8.0 0.31 85.0 3.35 31.2 1.23 63.0 2.48 20.0 0.79 25.0 0.98 13.0 0.51

EMP-M8-F-E-12U15 5/8"-24 12 12.5 8.0 0.31 90.0 3.54 31.7 1.25 67.5 2.66 24.0 0.94 29.0 1.14 15.0 0.59

EMP-M8-F-E-12U16 11/16"-24 12 12.5 8.0 0.31 94.0 3.70 31.7 1.25 67.5 2.66 24.0 0.94 29.0 1.14 15.0 0.59

EMP-M8-F-E-12U18 3/4"-20 12 12.5 9.0 0.35 91.5 3.60 31.7 1.25 67.5 2.66 24.0 0.94 29.0 1.14 15.0 0.59

EMP-M8-F-E-17U18 3/4"-20 17 15 9.0 0.35 100.0 3.94 36.6 1.44 78.0 3.07 30.0 1.18 32.0 1.26 20.0 0.79

EMP-M8-F-E-12U21 7/8"-20 12 12.5 9.0 0.35 92.0 3.62 31.7 1.25 67.5 2.66 24.0 0.94 29.0 1.14 15.0 0.59

EMP-M8-F-E-17U21 7/8"-20 17 15 9.0 0.35 100.5 3.96 36.6 1.44 78.0 3.07 30.0 1.18 32.0 1.26 20.0 0.79

EMP-M8-F-E-23U21 7/8"-20 23 20 9.0 0.35 113.0 4.45 41.5 1.63 67.5 2.66 38.0 1.50 40.5 1.59 26.0 1.02

EMP-M8-F-E-12U24 1"-20 12 12.5 9.0 0.35 91.5 3.60 31.7 1.25 67.5 2.66 24.0 0.94 29.0 1.14 15.0 0.59

EMP-M8-F-E-17U24 1"-20 17 15 9.0 0.35 100.0 3.94 36.6 1.44 78.0 3.07 30.0 1.18 32.0 1.26 20.0 0.79

EMP-M8-F-E-23U24 1"-20 23 20 9.0 0.35 112.5 4.43 41.5 1.63 93.0 3.66 38.0 1.50 40.5 1.59 26.0 1.02

EMP-M8-F-E-12U29 1-3/16"-18 12 12.5 9.0 0.35 91.5 3.60 31.7 1.25 70.5 2.78 24.0 0.94 35.0 1.38 15.0 0.59

EMP-M8-F-E-17U29 1-3/16"-18 17 15 9.0 0.35 100.5 3.96 36.6 1.44 79.5 3.13 30.0 1.18 35.0 1.38 20.0 0.79

EMP-M8-F-E-23U29 1-3/16"-18 23 20 9.0 0.35 116.0 4.57 41.5 1.63 93.0 3.66 38.0 1.50 40.5 1.59 26.0 1.02

EMP-M8-F-E-29U29 1-3/16"-18 29 30 9.0 0.35 124.5 4.90 47.5 1.87 105.0 4.13 45.5 1.79 48.0 1.89 32.0 1.26

EMP-M8-F-E-17U35 1-7/16"-18 17 15 9.0 0.35 102.5 4.04 36.6 1.44 83.5 3.29 30.0 1.18 42.5 1.67 20.0 0.79

EMP-M8-F-E-23U35 1-7/16"-18 23 20 9.0 0.35 116.0 4.57 41.5 1.63 94.0 3.70 38.0 1.50 42.5 1.67 26.0 1.02

EMP-M8-F-E-29U35 1-7/16"-18 29 30 9.0 0.35 123.5 4.86 47.5 1.87 105.0 4.13 45.5 1.79 48.0 1.89 26.0 1.02

EMP-M8-F-E-36U35 1-7/16"-18 36 35 9.0 0.35 141.0 5.55 59.4 2.34 119.5 4.70 57.0 2.24 56.0 2.20 40.0 1.57

EMP-M8-F-E-23U40 1-5/8"-18 UNS 23 20 9.0 0.35 120.5 4.74 41.5 1.63 95.5 3.76 38.0 1.50 45.5 1.79 26.0 1.02

EMP-M8-F-E-29U40 1-5/8"-18 UNS 29 30 9.0 0.35 129.0 5.08 47.5 1.87 105.0 4.13 45.5 1.79 48.0 1.89 32.0 1.26

EMP-M8-F-E-17U43 1-3/4"-18 UNS 17 15 10.0 0.39 107.0 4.21 36.6 1.44 86.0 3.39 30.0 1.18 48.0 1.89 20.0 0.79

EMP-M8-F-E-23U43 1-3/4"-18 UNS 23 20 10.0 0.39 120.5 4.74 41.5 1.63 96.5 3.80 38.0 1.50 48.0 1.89 26.0 1.02

EMP-M8-F-E-29U43 1-3/4"-18 UNS 29 30 10.0 0.39 129.5 5.10 47.5 1.87 105.0 4.13 45.5 1.79 48.0 1.89 32.0 1.26

EMP-M8-F-E-36U43 1-3/4"-18 UNS 36 35 10.0 0.39 146.0 5.75 59.4 2.34 119.5 4.70 57.0 2.24 56.0 2.20 40.0 1.57

EMP-M8-F-E-48U43 1-3/4"-18 UNS 48 40 10.0 0.39 158.0 6.22 63.3 2.49 144.0 5.67 68.0 2.68 70.0 2.76 55.0 2.17

EMP-M8-F-E-23U50 2"-18 UNS 23 20 10.0 0.39 120.5 4.74 41.5 1.63 99.5 3.92 38.0 1.50 54.0 2.13 26.0 1.02

EMP-M8-F-E-29U50 2"-18 UNS 29 30 10.0 0.39 129.5 5.10 47.5 1.87 108.0 4.25 45.5 1.79 54.0 2.13 32.0 1.26

EMP-M8-F-E-36U50 2"-18 UNS 36 35 10.0 0.39 146.0 5.75 59.4 2.34 119.5 4.70 57.0 2.24 56.0 2.20 40.0 1.57

EMP-M8-F-E-48U50 2"-18 UNS 48 40 10.0 0.39 158.0 6.22 63.3 2.49 144.0 5.67 68.0 2.68 70.0 2.76 55.0 2.17

EMP-M8-F-E-23U56 2-1/4"-16 UN 23 20 10.0 0.39 121.0 4.76 41.5 1.63 104.5 4.11 38.0 1.50 64.0 2.52 26.0 1.02

EMP-M8-F-E-29U56 2-1/4"-16 UN 29 30 10.0 0.39 129.5 5.10 47.5 1.87 113.0 4.45 45.5 1.79 64.0 2.52 32.0 1.26

EMP-M8-F-E-36U56 2-1/4"-16 UN 36 35 10.0 0.39 146.0 5.75 59.4 2.34 123.5 4.86 57.0 2.24 64.0 2.52 40.0 1.57

EMP-M8-F-E-48U56 2-1/4"-16 UN 48 40 10.0 0.39 158.0 6.22 63.3 2.49 144.0 5.67 68.0 2.68 70.0 2.76 55.0 2.17

SP1
Order  No.

THD

UNEF

A W OD1 OD2L R
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COLOUR
MATERIAL

SERIES
TYPE

NW2

NW3NW1

IP RATING SHAPE

KST T Splice Connector

Specifications are subject to change without notice

• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

• Colour: Black standard, other colours available upon request

Locking device system provides a quick and secure

K 8 S T 10 10 10

Order No. Order No. Fits to Conduit M

IP66 IP68 NW1-NW2-NW3 mm in mm in mm in mm in mm in mm in mm mm in

K6-S-T-101010 K8-S-T-101010 10 - 10 - 10 24.5 0.96 10.0 0.39 16 0.63 21.0 0.83 44.9 1.77 69.8 2.75 4 20.0 0.79

K6-S-T-121212 K8-S-T-121212 12 - 12 - 12 27.0 1.06 12.0 0.47 18 0.71 26.0 1.02 51.7 2.03 79.3 3.12 4 24.0 0.94

K6-S-T-171717 K8-S-T-171717 17 - 17 - 17 28.0 1.10 15.0 0.59 22 0.87 32.0 1.26 58.4 2.30 86.7 3.41 5 30.0 1.18

K6-S-T-232323 K8-S-T-232323 23 - 23 - 23 36.0 1.42 19.0 0.75 26 1.02 40.0 1.57 75.0 3.97 112.0 4.41 6 38.0 1.50

K6-S-T-292929 K8-S-T-292929 29 - 29 - 29 37.5 1.48 22.8 0.90 33 1.30 48.0 1.89 83.3 3.28 121.0 4.76 6 45.5 1.79

K6-S-T-363636 K8-S-T-363636 36 - 36 - 36 44.5 1.75 28.5 1.12 38 1.50 58.0 2.28 100.8 3.97 144.5 5.69 6 57.0 2.24

K6-S-T-484848 K8-S-T-484848 48 - 48 - 48 52.0 2.05 34.0 1.34 47 1.85 70.0 2.76 118.8 4.68 169.5 6.67 6 68.0 2.68

A WD EC L OD1 / OD2 / OD3

2X M

D

C

E

L

A

NW1

NW2 NW3

W

OD1

OD2 OD3

[ ] [ ]2770  Port land Drive, Oakvi l le , ON   L6H 6R4   Canada    T 905  829 9922    F 905  829 9923    info@moltecinternat ional .com21



Specifications are subject to change without notice

COLOUR
MATERIAL

SERIES
TYPE

NW2

NW3NW1

IP RATING SHAPE

K 8 S Y 12 10 10

KSY Y Splice Connector

Order No. Order No. Fits to Conduit M OD1 OD1

IP66 IP68 NW1-NW2-NW3 mm in mm in mm in mm in mm in mm in mm in mm mm in mm in

K6-S-Y-100707 K8-S-Y-100707 10 - 7 - 7 26.0 1.02 18.0 0.71 10.0 0.39 16.0 0.63 21.0 0.83 35.0 1.38 69.4 2.73 4 20.0 0.79 17.0 0.67

K6-S-Y-121010 K8-S-Y-121010 12 - 10 - 10 29.0 1.14 21.0 0.83 12.0 0.47 18.0 0.71 26.0 1.02 41.0 1.61 74.0 2.91 4 24.0 0.94 20.0 0.79

K6-S-Y-171212 K8-S-Y-171212 17 - 12 - 12 32.0 1.26 25.0 0.98 15.0 0.59 22.0 0.87 32.0 1.26 49.0 1.93 82.5 3.25 5 30.0 1.18 24.0 0.94

K6-S-Y-231717 K8-S-Y-231717 23 - 17 - 17 40.0 1.57 31.0 1.22 19.0 0.75 26.0 1.02 40.0 1.57 61.0 2.40 96.0 3.78 6 38.0 1.50 30.0 1.18

K6-S-Y-292323 K8-S-Y-292323 29 - 23 - 23 40.5 1.59 39.0 1.54 22.8 0.90 33.0 1.30 48.0 1.89 77.0 3.03 112.0 4.41 6 45.5 1.79 38.0 1.50

K6-S-Y-362929 K8-S-Y-362929 36 - 29 - 29 50.0 1.97 46.5 1.83 28.5 1.12 38.0 1.50 58.0 2.28 92.0 3.62 130.0 5.12 6 57.0 2.24 45.5 1.79

K6-S-Y-483636 K8-S-Y-483636 48 - 36 - 36 55.0 2.17 58.0 2.28 34.0 1.34 47.0 1.85 70.0 2.76 115.0 4.53 148.5 5.85 6 68.0 2.68 57.0 2.24

L OD2 / OD3WA B C D E

OD1

W

L

A

NW1

NW2 / NW3

OD2 OD3 / 

E

D
C

B

2X M

• 
 push-in connection of corrugated conduits   

• High-grade formulated polyamide

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• Up to IP68 / NEMA 6P protection with the reinforced sealing cap at conduit side

• Colour: Black standard, other colours available upon request

Locking device system provides a quick and secure
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KCB System Support for Stacking

Specifications are subject to change without notice

fits to

NW mm in mm in mm in mm in mm in mm in

K0-CB-17 17 47.5 1.87 34.5 1.36 66.0 2.60 25.4 1.00 3.1 0.12 10.0 0.39

K0-CB-23 23 47.5 1.87 34.5 1.36 66.0 2.60 25.4 1.00 3.1 0.12 10.0 0.39

K0-CB-29 29 61.5 2.42 34.5 1.36 66.0 2.60 25.4 1.00 3.1 0.12 10.0 0.39

K0-CB-36 36 61.5 2.42 34.5 1.36 66.0 2.60 25.4 1.00 3.1 0.12 10.0 0.39

K0-CB-48 48 76.0 2.99 34.5 1.36 66.0 2.60 25.4 1.00 3.1 0.12 10.0 0.39

B D Ø F
Order  No.

A C E

High-grade formulated polyamide

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• High stiffness in stackable configuration

• Totally safe against twisting and movements

• Content of delivery: System support with assembling screws

• Fits both profile conduits C (Coarse) / F (Fine)

• 

COLOUR
MATERIAL

SERIES
TYPE

NW

K 0 CB 36

B

CNW

A D

E

ØFM6
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Specifications are subject to change without notice

COLOUR
MATERIAL

SERIES
TYPE

NW

K 0 CR 36

KCR One-Piece System Support 

fits to

NW mm in mm in mm in mm in

K0-CR-17 17 30.0 1.18 45.0 1.77 50.0 1.97 70.0 2.76

K0-CR-23 23 30.0 1.18 45.0 1.77 50.0 1.97 70.0 2.76

K0-CR-29 29 30.0 1.18 60.0 2.36 65.0 2.56 85.0 3.35

K0-CR-36 36 30.0 1.18 60.0 2.36 65.0 2.56 85.0 3.35

K0-CR-48 48 30.0 1.18 90.0 3.54 92.0 3.62 115.0 4.53

K0-CR-56 56 30.0 1.18 90.0 3.54 92.0 3.62 115.0 4.53

Order  No.
A B H W

H

W

NW

B

A

M8M8

High-grade formulated polyamide

• Self-extinguishing, free from halogens and cadmium

• Excellent impact strength

• Temperature range: -40°C(-40°F) to 105°C(221°F)

• Short-term to 160°C(320°F)

• 
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Highly flexible rounded cables braid with seamless & solder-less 

  pressed contact areas.

• Material: ETP Copper.

• Surface area finish: Tin plated standard, uncoated, nickel plated, 

  silver plated, or others on request

• Insulation: Uninsulated standard, PVC-tubing, silicone, Heatshrink, 
    fiberglass, or others on request.  

• Contact areas rectangular with bending protection,

  It is also possible to change the length of all contact areas. 

• Standard drilling according to Type 1 or 2, Available also customer’s request.

• Custom designs:  We also manufacture in coordination with your 

applications & according to your drawings or samples.  

• 

GSR Air Cooled High Current Grounding Straps
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GSR
SURFACE

FINISH

TYPE

B A
INSULATION

665
SERIES

0.47m
LENGTH 

SURFACE FINISH

A
B
C
D

UNCOATED

TIN PLATED

NICKEL PLATED

SILVER PLATED

INSULATION

A
B
C
D
E

UNINSULATED

PVC TUBING

SILICONE TUBING

HEATSHRINK

FIBERGLASS

TYPE 2

DD

A

L = According to customer’s request

W

B

A1A1

FE E

TYPE 1

Cross

section
Type

mm² holes mm in mm in mm in mm in mm in mm in mm in

GSR-BA660 70 1 15.0 0.59 35.0 1.38 15.0 0.59 7.0 0.28 7.5 0.30 - - 8.5 0.33

GSR-BA661 95 1 20.0 0.79 50.0 1.97 20.0 0.79 9.0 0.35 10.0 0.39 - - 8.2 0.32

GSR-BA662 120 1 20.0 0.79 50.0 1.97 20.0 0.79 9.0 0.35 10.0 0.39 - - 11.0 0.43

GSR-BA663 150 1 25.0 0.98 55.0 2.17 25.0 0.98 11.0 0.43 12.5 0.49 - - 11.5 0.45

GSR-BA664 185 1 25.0 0.98 55.0 2.17 25.0 0.98 11.0 0.43 12.5 0.49 - - 13.0 0.51

GSR-BA665 240 1 32.0 1.26 62.0 2.44 32.0 1.26 11.0 0.43 16.0 0.63 - - 12.5 0.49

GSR-BA666 300 1 40.0 1.57 95.0 3.74 40.0 1.57 14.0 0.55 20.0 0.79 - - 13.5 0.53

GSR-BA667 400 1 40.0 1.57 95.0 3.74 40.0 1.57 14.0 0.55 20.0 0.79 - - 15.5 0.61

GSR-BA668 500 1 40.0 1.57 95.0 3.74 40.0 1.57 14.0 0.55 20.0 0.79 - - 22.0 0.87

GSR-BA669 600 1 40.0 1.57 95.0 3.74 55.0 2.17 14.0 0.55 20.0 0.79 - - 17.0 0.67

GSR-BA670 750 1 40.0 1.57 95.0 3.74 55.0 2.17 14.0 0.55 20.0 0.79 - - 21.0 0.83

GSR-BA671 850 1 40.0 1.57 95.0 3.74 55.0 2.17 14.0 0.55 20.0 0.79 - - 22.3 0.88

GSR-BA672 1000 1 50.0 1.97 105.0 4.13 60.0 2.36 14.0 0.55 20.0 0.79 - - 24.5 0.96

GSR-BA645 70 2 30.0 1.18 50.0 1.97 15.0 0.59 7.0 0.28 7.5 0.30 15.0 0.59 8.5 0.33

GSR-BA646 95 2 40.0 1.57 70.0 2.76 20.0 0.79 9.0 0.35 10.0 0.39 20.0 0.79 8.2 0.32

GSR-BA647 120 2 40.0 1.57 70.0 2.76 20.0 0.79 9.0 0.35 10.0 0.39 20.0 0.79 11.0 0.43

GSR-BA648 150 2 50.0 1.97 80.0 3.15 25.0 0.98 11.0 0.43 12.5 0.49 25.0 0.98 11.5 0.45

GSR-BA649 185 2 50.0 1.97 80.0 3.15 25.0 0.98 11.0 0.43 12.5 0.49 25.0 0.98 13.0 0.51

GSR-BA650 240 2 60.0 2.36 90.0 3.54 32.0 1.26 11.0 0.43 16.0 0.63 32.0 1.26 12.5 0.49

GSR-BA651 300 2 80.0 3.15 135.0 5.31 40.0 1.57 14.0 0.55 20.0 0.79 40.0 1.57 13.5 0.53

GSR-BA652 400 2 80.0 3.15 135.0 5.31 40.0 1.57 14.0 0.55 20.0 0.79 40.0 1.57 15.5 0.61

GSR-BA653 500 2 80.0 3.15 135.0 5.31 40.0 1.57 14.0 0.55 20.0 0.79 40.0 1.57 22.0 0.87

GSR-BA654 600 2 80.0 3.15 135.0 5.31 55.0 2.17 14.0 0.55 20.0 0.79 40.0 1.57 17.0 0.67

GSR-BA655 750 2 80.0 3.15 135.0 5.31 55.0 2.17 14.0 0.55 20.0 0.79 40.0 1.57 21.0 0.83

GSR-BA656 850 2 80.0 3.15 135.0 5.31 55.0 2.17 14.0 0.55 20.0 0.79 40.0 1.57 22.3 0.88

GSR-BA657 1000 2 80.0 3.15 135.0 5.31 60.0 2.36 14.0 0.55 20.0 0.79 40.0 1.57 24.5 0.96

F W
Order No.

BA A1 D E

METERS

25



Highly flexible braid with seamless & solderless pressed contact areas.

• Material: ETP Copper.

• Surface area finish: Tin plated standard, uncoated, nickel plated, 

  silver plated, or others on request.

• Insulation: Uninsulated standard, PVC-tubing, silicone, Heatshrink, 
    fiberglass, or others on request.  

• Contact areas rectangular with bending protection,

  It is also possible to change the length of all contact areas. 

• Standard design without drilling. On request drilling

  according to Type 1, 2, 4, or customers’ wishes are available.

• Custom designs:  We also manufacture in coordination with your 

applications & according to your drawings or samples.  

• 

GSF Highly Flexible Grounding Straps
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TYPE 1 A

L = According to customer’s request

B

W

TYPE 2 TYPE 4

Cross

section
Type

Cross

section
Type

mm² holes mm in mm in mm in mm in mm² holes mm in mm in mm in mm in

GSF-BA930 25 1 20.0 0.79 20.0 0.79 3.5 0.14 11.0 0.43 GSF-BA954 420 2 50.0 1.97 50.0 1.97 14.0 0.55 14.0 0.55

GSF-BA931 50 1 20.0 0.79 20.0 0.79 5.0 0.20 11.0 0.43 GSF-BA955 560 2 50.0 1.97 50.0 1.97 16.2 0.64 14.0 0.55

GSF-BA932 75 1 20.0 0.79 20.0 0.79 7.0 0.28 11.0 0.43 GSF-BA956 140 2 60.0 2.36 60.0 2.36 6.5 0.26 14.0 0.55

GSF-BA933 100 1 20.0 0.79 20.0 0.79 9.0 0.35 11.0 0.43 GSF-BA957 210 2 60.0 2.36 60.0 2.36 8.0 0.31 14.0 0.55

GSF-BA934 25 1 25.0 0.98 25.0 0.98 3.5 0.14 11.0 0.43 GSF-BA958 350 2 60.0 2.36 60.0 2.36 11.2 0.44 14.0 0.55

GSF-BA935 50 1 25.0 0.98 25.0 0.98 4.5 0.18 11.0 0.43 GSF-BA959 490 2 60.0 2.36 60.0 2.36 13.1 0.52 14.0 0.55

GSF-BA936 75 1 25.0 0.98 25.0 0.98 6.0 0.24 11.0 0.43 GSF-BA960 560 2 60.0 2.36 60.0 2.36 15.0 0.59 14.0 0.55

GSF-BA937 100 1 25.0 0.98 25.0 0.98 7.0 0.28 11.0 0.43 GSF-BA961 340 4 80.0 3.15 80.0 3.15 9.5 0.37 14.0 0.55

GSF-BA938 125 1 25.0 0.98 25.0 0.98 8.5 0.33 11.0 0.43 GSF-BA962 520 4 80.0 3.15 80.0 3.15 11.5 0.45 14.0 0.55

GSF-BA939 50 1 30.0 1.18 30.0 1.18 4.0 0.16 11.0 0.43 GSF-BA963 700 4 80.0 3.15 80.0 3.15 14.5 0.57 14.0 0.55

GSF-BA940 75 1 30.0 1.18 30.0 1.18 5.0 0.20 11.0 0.43 GSF-BA964 840 4 80.0 3.15 80.0 3.15 16.0 0.63 14.0 0.55

GSF-BA941 100 1 30.0 1.18 30.0 1.18 6.0 0.24 11.0 0.43 GSF-BA965 1000 4 80.0 3.15 80.0 3.15 19.3 0.76 14.0 0.55

GSF-BA942 150 1 30.0 1.18 30.0 1.18 8.5 0.33 11.0 0.43 GSF-BA966 500 4 100.0 3.94 100.0 3.94 11.0 0.43 14.0 0.55

GSF-BA943 200 1 30.0 1.18 30.0 1.18 11.5 0.45 11.0 0.43 GSF-BA967 670 4 100.0 3.94 100.0 3.94 12.3 0.48 14.0 0.55

GSF-BA944 300 1 30.0 1.18 30.0 1.18 15.5 0.61 14.0 0.55 GSF-BA968 860 4 100.0 3.94 100.0 3.94 14.5 0.57 14.0 0.55

GSF-BA945 100 1 40.0 1.57 40.0 1.57 7.5 0.30 14.0 0.55 GSF-BA969 1000 4 100.0 3.94 100.0 3.94 17.5 0.69 14.0 0.55

GSF-BA946 150 1 40.0 1.57 40.0 1.57 7.5 0.30 14.0 0.55 GSF-BA970 1200 4 100.0 3.94 100.0 3.94 19.0 0.75 14.0 0.55

GSF-BA947 200 1 40.0 1.57 40.0 1.57 9.5 0.37 14.0 0.55 GSF-BA971 1500 4 100.0 3.94 100.0 3.94 23.5 0.93 14.0 0.55

GSF-BA948 250 1 40.0 1.57 40.0 1.57 10.5 0.41 14.0 0.55 GSF-BA972 610 4 120.0 4.72 120.0 4.72 11.7 0.46 14.0 0.55

GSF-BA949 300 1 40.0 1.57 40.0 1.57 13.0 0.51 14.0 0.55 GSF-BA973 1000 4 120.0 4.72 120.0 4.72 16.0 0.63 14.0 0.55

GSF-BA950 400 1 40.0 1.57 40.0 1.57 15.5 0.61 14.0 0.55 GSF-BA974 1540 4 120.0 4.72 120.0 4.72 21.2 0.83 14.0 0.55

GSF-BA951 140 2 50.0 1.97 50.0 1.97 6.0 0.24 14.0 0.55 GSF-BA975 2000 4 120.0 4.72 120.0 4.72 26.2 1.03 14.0 0.55

GSF-BA952 210 2 50.0 1.97 50.0 1.97 8.2 0.32 14.0 0.55 GSF-BA976 3000 4 120.0 4.72 120.0 4.72 36.2 1.43 14.0 0.55

GSF-BA953 280 2 50.0 1.97 50.0 1.97 10.0 0.39 14.0 0.55 GSF-BA977 4500 4 120.0 4.72 120.0 4.72 51.0 2.01 14.0 0.55

Order No.
W R

Order No.
A B WA B R

D

GSF
SURFACE

FINISH

TYPE

B A
INSULATION

945
SERIES

SURFACE FINISH

A
B
C
D

UNCOATED

TIN PLATED

NICKEL PLATED

SILVER PLATED

INSULATION

A
B
C
D
E

UNINSULATED

PVC TUBING

SILICONE TUBING

HEATSHRINK

FIBERGLASS

D D

0.47m
LENGTH 

METERS
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For additional information
about this product line go to

w w w . m o l t e c i n t e r n a t i o n a l . c o m


