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COMBO-D 
connectpositronic.com/q97zv



D-Subminiature 
connectpositronic.com/x3wwW

GOldFISH 
connectpositronic.com/1Jht7



COMPACT POWER connector
connectpositronic.com/t8tOz

MISCELLANEOUS 

AdvancedTCA UTILITYVITA 41 VPN

Optional Contact

DragonFLY
connectpositronic.com/4hdqT



PANTHER 
connectpositronic.com/zsCYU

GREAT GOLDEN 
connectpositronic.com/z5MIS

WONDERSUN
connectpositronic.com/gE2xt



Up to 101mm [3.976 inch]

Up to 101mm [3.976 inch]

Scorpion 
connectpositronic.com/eRr8C

Low profile Scorpion 
connectpositronic.com/3Xi9R

1284 16 18 22

Low
profile

SCORPION
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Insert
Options

SPACER
OPTIONS

+

SPACER
OPTIONS

+

SCORPION
CONTACT 

Insert
Options

Waterproof Blind Mating Modular

CONTACT 
SIZES

Features

Connectors shown at actual size. All Positronic products utilize solid, machined contacts.

1284 16 180 20 22

12 20 22



 InFINITY 
connectpositronic.com/hK9DBOptional Jackscrew



POWER CONNECTION SYSTEMS 
connectpositronic.com/xMwIr

 POWER Input connector 
connectpositronic.com/97516

 Safety Shroud 
connectpositronic.com/L3Mrg



KING COBRA 
connectpositronic.com/Ijy7F

FRonT RUNNER 
connectpositronic.com/j0zKc

CIRCLE HEX 
connectpositronic.com/qMsD3

Waterproof Blind Mating Modular

CONTACT 
SIZES

Features

Connectors shown at actual size. All Positronic products utilize solid, machined contacts.

1284 16 180 20 22



STandard DENSITY RECTAnGULAR
connectpositronic.com/tbBiU

high DENSITY RECTAnGULAR 
connectpositronic.com/QjSLy



POSIBAND LEGACY
Conductivity Excellent Excellent

Mechanical Integrity Uncompromised Compromised

Surface to Surface Contact Excellent Average

Contact Resistance Excellent Average

Annealing Not required Required

Military Qualification SAE AS39029 SAE AS39029

Current Carrying Capability Excellent Average

Concentricity Round Oval

Contact body

Positions 1-6
Positions 1-6

Positions 1-2
Positions 1-2

Assembled View

++

Assembled View

Sleeve

Slot to form 
two tines

Contact body
(unbroken ring)

PosiBand Legacy Closed Entry

Size 20 PosiBand Contacts
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Size 22 PosiBand Contacts

Chamfer
Mating 
cavity

Beryllium copper
spring clip

Mating 
cavity

CONTACT CROSS SECTIONS

TEMPERATURE RISE CURVES
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30ºC Rise (standard benchmark)
100ºC Rise (upper operating limit of connector)

connectpositronic.com/L48hD



Positronic | USA
423 N Campbell Ave	
Springfield MO 65806 USA
+1 800 641 4054	
info@connectpositronic.com	

Positronic | Europe
46, route d’Engachies	
F-32020 Auch Cedex 9 France
+33 5 6263 4491
contact@connectpositronic.com

Positronic | Asia
3014A Ubi Rd 1 #07-01	
+65 6842 1419
Singapore 408703	
singapore@connectpositronic.com

Sales Offices
Positronic has local sales 
representation all over the world.  
For nearest sales office visit  
www.connectpositronic.com/locations

CONTACT RESISTANCE (mΩ)

WIRE GAUGE (AWG)
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Information in this catalog is proprietary to Positronic and its subsidiaries. Positronic believes the data contained herein to be reliable. Since the technical information is 
given free of charge, the user employs such information at his own discretion and risk. Positronic assumes no responsibility for results obtained or damages incurred from 
use of such information in whole or in part.

Current Carrying Capability (AMPS)
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Typical

Low High

Typical

Low High

Typical

Low High




