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97 series solder type
alternate insert positioning

Insert
Arrangement

Degrees

W X Y Z

12S-3 70 145 215 290

14S-2
14S-5
14S-7
14S-9

–
–
90
70

120
110
180
145

240
–

270
215

–
–
–

290

16S-1
16S-4
16S-5
16S-6
16-7
16S-8
16-9
16-10
16-11
16-13

80
35
70
90
80
–
35
90
35
35

–
110
145
180
110
170
110
180
110
110

–
250
215
270
250
265
250
270
250
250

280
325
290
–

280
–

325
–

325
325

18-1
18-3
18-4
18-5
18-8
18-9
18-10
18-11
18-12
18-13
18-19
18-20
18-22
18-29

70
35
35
80
70
80
–
–
80
80
–
90
70
90

145
110
110
110
–

110
120
170
–

110
120
180
145
180

215
250
250
250
–

250
240
265
–

250
240
270
215
270

290
325
325
280
290
280
–
–

280
280
–
–

290
–

20-3
20-4
20-6
20-7
20-8
20-14
20-15
20-16
20-17
20-18
20-19
20-21
20-23
20-24
20-27
20-29

70
45
70
80
80
80
80
80
90
35
90
35
35
35
35
80

145
110
145
110
110
110
–

110
180
110
180
110
110
110
110
–

215
250
215
250
250
250
–

250
270
250
270
250
250
250
250
–

290
–

290
280
280
280
280
280
–

325
–

325
325
325
325
280

*Rotates opposite above illustration.

22-1
22-2
22-4
22-5
22-8
22-9
22-10
22-11
22-12
22-13
22-14
22-15
22-16
22-18
22-19
22-20
22-22
22-23
22-27
22-28
22-34

35
70
35
35
35
70
35
35
80
35
80
80
80
80
80
35
–

35
80
80
80

110
145
110
110
110
145
110
110
110
110
110
110
110
110
110
110
110

–
–
–

110

250
215
250
250
250
215
250
250
250
250
250
250
250
250
250
250
250
250
250

–
250

325
290
325
325
325
290
325
325
280
325
280
280
280
280
280
325
–
–

280
280
280

24-2
24-5
24-6
24-7
24-9
24-10
24-11
24-12
24-16
24-20
24-21
24-22
24-27
24-28

80
80
80
80
35
80
35
80
80
80
80
45
80
80

–
110
110
110
110

–
110
110
110
110
110
110

–
110

–
250
250
250
250

–
250
250
250
250
250
250

–
250

280
280
280
280
325
280
325
280
280
280
280
–

280
280

28-1
28-2
28-3
28-6
28-8
28-9
28-10
28-11
28-12
28-15
28-16
28-17
28-18
28-19
28-20
28-21

80
35
70
70
80
80
80
80
90
80
80
80
70
80
80
80

110
110
145
145
110
110
110
110
180
110
110
110
145
110
110
110

250
250
215
215
250
250
250
250
270
250
250
250
215
250
250
250

280
325
290
290
280
280
280
280
–

280
280
280
290
280
280
280

32-5
32-6
32-7
32-8
32-13
32-17
32-414*

35
80
80
80
80
45
80*

110
110
125
125
110
110
110*

250
250
235
235
250
250
250*

325
280
280
280
280
–

280*

36-1
36-5
36-6
36-7
36-8
36-9
36-10
36-15

80
–

35
80
80
80
80
60

110
120
110
110
110
125
125
125

250
240
250
250
250
235
235
245

280
–

325
280
280
280
280
305

Insert
Arrangement

Degrees

W X Y Z
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97 series crimp type
specifications, insert availability,
alternate insert positioning

Specifications

Standard shell finish - clear chromate over cadmium plate 
(optional plating available, see how to order page 27).

Inserts - molded of a 94V-O Underwriters Laboratory rated 
material.

Contacts - copper alloy formed, silver plated (gold plating is 
also available, see how to order page 28).

Wire sizes - 12 AWG through 30 AWG.

All constructions perform satisfactorily from –55°C to
+125°C ( –67°F to +257°F).

Insert Availability

Insert 
Number

Total 
Contacts

Mechanical 
Spacing Service 

Rating
Contact Size

Inches mm 12 16

10SL-3 3 1/16 1.57 A 3

10SL-4 2 1/16 1.57 A 2

12S-3 2 1/16 1.57 A 2

14S-1 3 1/16 1.57 A 3

14S-2 4 INST. 4

14S-5 5 INST. 5

14S-7 3 1/16 1.57 A 3

16S-1 7 1/16 1.57 A 7

16S-8 5 1/16 1.57 A 5

18-1 10
1/16 1.57 A 4

INST. 6

18-4 4 1/8 3.18 D 4

18-11 5 1/16 1.57 A 5

18-12 6 1/16 1.57 A 6

18-19 10 1/16 1.57 A 10

18-20 5 1/16 1.57 A 5

20-4 4 1/8 3.18 D 4

20-7 8
1/8 3.18 D 4

1/16 1.57 A 4

20-27 14 1/16 1.57 A 14

20-29 17 1/16 1.57 A 17

22-14 19 1/16 1.57 A 19

24-2 7 1/8 3.18 D 7

28-11 22 1/16 1.57 A 4 18

28-12 26 1/16 1.57 A 26

28-20 14 1/16 1.57 A 10 4

28-21 37 1/16 1.57 A 37

32-414 52 1/16 1.57 A 52

36-10 48 1/16 1.57 A 48

* Rotates opposite above illustration.

Alternate Insert Positioning

Insert
Arrangement

Degrees

W X Y Z

12S-3 70 145 215 290

14S-2
14S-5
14S-7

–
–

90

120
110
180

240
–

270

–
–
–

16S-1
16S-8

80
–

–
170

–
265

280
–

18-1
18-4
18-11
18-12
18-19
18-20

70
35
–

80
–

90

145
110
170

–
120
180

215
250
265

–
240
270

290
325
–

280
–
–

20-4
20-7
20-27
20-29

45
80
35
80

110
110
110

–

250
250
250

–

–
280
325
280

22-14 80 – – 280

24-2 80 – – 280

28-9
28-11
28-12
28-20
28-21

80
80
90
80
80

110
110
180
110
110

250
250
270
250
250

280
280
–

280
280

32-8
32-414*

80
80*

125
110*

235
250*

280
280*

36-10 80 125 235 280




