tllca CHAMP Interconnection System AMP

Electronics CHAMP IDC Connectors for Special Applications,
Shielded Cable Assemblies

24-Position Shielded

Back-to-back Jackscrew
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Housing — Thermaplastic, black 1.387 m4| ‘ B ?————:‘; (5]
Terminals — Selectively plated gold [35123] ry ‘ g
over nickel plated high strength copper %
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alloy 233}——“# Eij-'?ld See Note g L
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EMI Shield — Nicke! plated AP Catla Label = =
non-ferrous die casting © 3
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Dimension A Part L g
Notes: in. m Numbers 'ﬁ =
1. Cable (24) conductors 26 AWG - —_
[0.12-0.15 mm2], (2) 24 AWG 19.68 0.5 56387711 ® =
[0.20 mm?2] drain wires with 39.37 1.0 553577-21 3 3
double foil and braided shields. 78.74 2.0 553577-31 «»
2. Manufacturer's data code. 118.11 3.0 553577-41
3. Cable assemblies are available in 157.48 2.0 55357751
special lengths. For further infor- - -
mation contact Tyco Electronics at 236.22 6.0 553577-61
the numbers listed below. 314.96 8.0 553577-71

1 Contact Tyco Electronics for RoHS Part Number information.
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